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To ‘all whom it may concern: 
Be it known t at '1, CHARLES H. Enwmzns, 

a citizen of the United States, residing at 
Saginaw, in the county of Saginaw and 
State of Michigan, have invented new and 
useful Improvements in Roll-Holders, of 
which the following. is a speci?cation. 
This invention 'comprehends improve 

ments in roll holders especially adapted for 
holding the rolls of toilet paper and has for 
one of its objects the provision of a ?xture 
for this purpose which may be easily operat 
ed to attach thereto or remove therefrom a 
roll of paper by the use of one hand only. 
Another and more speci?c object of the in 

vention is to provide a roll holder consist 
ing of a tubular shaft or spindle having 

‘ laterally extending attaching ears formed on 
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one end thereof to which fasteners may be 
extended to secure the shaft or spindle at ' 
right angles to a support, and a head re 
movably engaged with the free end ‘of the _ 
shaft or spindle. , 
The invention also aims to generally im 

prove devices of this nature to render them 
more practical, useful and commercially de 
sirable. 
With these and other objects in view'as 

will become more apparent as the descrip- 
tion proceeds, the invention consists in cer 
tain novel features of construction, combina 
tion and arrangement of parts as will here 
inafter be more fully described, illustrated 
and claimed. - 
In the drawing, 
Figure 1 is a side elevation showing my 

improve-d roll holder attached to a support 
and carrying a roll of paper. > 

Fig. 2 is an end view of the same. 
Figs. 

views through the holder, and 
Fig. 5 is a perspective view of the head 

of the holder. 
Referring in detail to the drawings by 

numerals, 1 designates a suitable base such 
as a wall to which the roll holder may be se 
cured. The holder includes a tubular shaft 
or spindle 2 which may be rolled from sheet 
metal and which is provided upon one end 
with the laterally extending ears 3 through 1 
which fasteners 4 extend to'secure the mem— 
her to its support. The, outer end of the 
spindle 2 is formed with an inturned circu 
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Ian/?ange 5 for a purpose to be hereinafter 
explained. . t 
A head 6 havin a body 7 in the form of 

an open elongate loop or bail is provided 
for attachment to the free end of the spindle 
to hold a roll of paper thereon. A pair of 

' substantially parallel attaching arms 8 are t 
formed integral on the head 6 adjacent the 
ends of the body and are adapted to be in 
serted in the hollow spindle. The arms are 
formed in their lateral edges adjacent the 
body with locking notches which are ada-pt- 6 
ed to spring into locking engagement with. > 
the circular ?ange 5 and hold the head from 
accidental detachment from the spindle. 
The head is formed of spring metal and the 
arms are so spaced that a slight pressure 7 
on the body ‘of the head will force them to 
ether su?iciently far to allow of their easy 

insertion into or removal from the spindle. 
When it is desired to place a roll of paper 

on the holder, the head may be squeezed lon- 7 
gitudinally between the fore?nger and 
thumb of the operator to spring the notches 
in the arms out of engagement with the cir 
cular ?ange whereupon the head may be de 

The roll is then t 
slipped into position and the arms forced 
back into place and when they reach the 
limit of their inward movement, their 
notches will automatically spring into look 
ing engagement with the circular ?ange 5. 8 
To make it easier to insert the arms into the 
spindle, I bend the free extremities of the 
former slightly toward each other as shown. 
From-the foregoing description taken in 
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connection with the accompanying drawings 90 
it will be apparent that I have provided an 

- extremely simple and practical holder for 
3 and 4 are longitudinal sectional» paper rolls which may be cheapl manufac 

tured and which may be operate for the at; 
tachment or detachment of a roll‘ by using 96 
only one hand. 
While ‘I have shown and described the 

preferred embodiments of my invention, it 
will be clearly understood that I do not wish 
to be limited 
make such changes as will vfall within the 
scope and spirit of the invention as claimed. 
What I claim is :— 
A roll holder comprising a tubular spindle 

provided at its end with an inturned ?ange, rat 
a spring member consisting of a strip of 

to this construction, but may we 
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_mate'riel having an open head portion which said member is held‘ in contact with the 
is of greater diemetei' than the spindle, said , spindle, the enlarged head portion of the 
'member also being provided with arm por- member being compressible whereby the 10' 
__tions insertible in the spindle and which are notches of the arms of the member me be 
' ‘ provided at then: opposlte edges and adja- disengaged from the ?ange of- the spind e. 
cent the head with notches adapted ‘wine In testimon?‘lwhereof I af?x my slo'natute. 
ceive the ?ange of the spindle whereby the ARLES H. EDWA°RD$ 


