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To all'whom itm'ay concern: 
Be it known that 1, JOHN P. ToNoLLI, a 

citizen of the ‘United States, residing at 
Duluth, in the county of St. Louis and State 
of Minnesota; ‘have invented certain new 
and useful Improvements in Adjustable 
Crutches, of which the following is a speci~ 
'?cat'ion, reference ‘being ‘had therein to the 
accompanying drawing. 
‘This invention relates to improvements in 

crutches and especially to one ‘provided with 
means whereby the length of the crutch may 
be adjusted ‘to suit individual ‘circumstances. 
The principal object is to provide simple 

and strong cooperative adjustable parts 
which may be made to function eiiiciently 
without adding cumbersomeness to the 
crutch. 
Another Object is to provide an adjustable 

crutch of the character described whichmay 
be readily folded, one portion substantially 
within the other, for convenience in storing 
or shipping. ‘ 

Other objects and advantages will appear 
in the further description of the invention. 
In the accompanying drawings forming 

part of this application and in which like 
reference characters indicate like parts: 
Figure 1 is a side elevation of my im 

proved crutch, 
Fig. 2 is a vertical central sectional view 

through the uppermost adjustable part of 
the crutch, 

Fig. 3 is a plan view of the crutch as it 
appears folde , ' 

Fig. 4 is a transverse sectional view on the 
line A——B, Fig. 1 and, 

Fig. 5 is a side elevation of the lower 
removable end of the crutch. 
The crutch is composed of practically 

three adjustable sections, the upper body 
portion comprising the side members 1'——1 
and arm pit cross piece 2, the lower body 
portion comprising the side pieces 3-3 and 
the handle 4, and the ground engaging end 
piece 5. 
The lower ends of the side pieces 1 each 

has formed therein a. single hole 6 and 
spaced upwardly a predetermined distance 
therefrom is a series of equidistant holes 7. 
An identical arrangement of holes exists 
in the upper ends of the side members 3, 
they each having a hole 8 adjacent the end 
thereof and a series of equidistant holes-9 
spacedbelow the hole 8. The holes 6 are 

designed to‘ register with any one ‘of the 
holes of the series 9 snnu'ltaneously with the 
registration of the holes 8 with any corre~ 
spending hole in the series 7. 
‘The handle 4 is held intermediate ‘of the 

upper ends of the pieces 3 “by the through 
‘bolt ‘10 passing entirely through the coéip~ 
crating parts of the crutch and the handle 
at that point, and which bolt7 when ‘the body 
portions of the crutch are to be adjusted, is 
removed and replaced as desired. 
Through the lower ends of the side pieces 

1 and that portion of the side pieces 3 en 
gaging same‘ are short bolts 11 having T 
shaped heads ‘which overlap the outer ‘walls 
of the pieces 1,~thus ‘providinga smooth and 
secure termination of the heads vof the bolts. 
These bolts are removed and replaced as de 
sired when an adjustment of the crutch is 
made. 
The two lower ‘ends of the side pieces are 

spaced‘apart and vertically adjustably sup 
port ‘between them vthe lower end 5 of the 
crutch. This end piece 5 is substantially 
I-shaped in cross section a-ndthe ends of the 
pieces 8 snugly ?t within the channels 
formed upon either side of the end piece. A 
slot 12 is formed longitudinally the chan 
nels and through which suitable short bolts 
139 which unite the lower ends of the menu 
hers 3 with the end piece7 extend. 
By slacking off these bolts it is evident 

that the end piece may be freed sufficiently 
to be raised or lowered for adjusting the 
length of the crutch from the ground to the 
handle a and secured at any desired point 
of adjustment by tightening the nuts 14: 
on the bolts, these nuts being provided with 
radially projecting wings forming thumb 
nuts convenient for manipulation by hand . 
as are all the nuts on the other bolts in the 
crutch.’ 
Thus I have produced a crutch the length 

of which between the handle and the arm 
pit cross piece may be readily changed or 
the height of the handle from the extreme 
lower end changed and various modi?ca 
tions of the two adjustments resorted to 
with but little inconvenience. 
The crutch is also capable of being com 

pactly folded into approximately one half 
its length by the bolt 10 being removed and 
the two halves of the crutch folded together 
upon the bolts 11 as pivotal connections, 
this condition being illustrated in Fig. 3. 
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Having thus described my invention, what 
I claim as new and desire to secure by Let~ 
ters Patent, is: 

1. A crutch of the character described 
comprising an upper body portion, a lower 
body portion pivotally and longitudinally 

‘ adjustably attached to the upper portion 
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and a lower end portion slidably adjustably 
‘ '- attached to the lower body portion. 

» 1O 2. A crutch of the character described 
comprising an upper body portion, a lower 
body portion, means pivotally and longi 
tudinally adjustably uniting said two por 
tions and a ground engaging portion s1id~ 
ably adjustably carried by the lower body 
portion whereby both last mentioned por 
tions may be folded approximately within 
the upper body portion. 

3. A crutch of the character described 
comprising an upper body portion having 
depending side members, a single hole ad 
jacent the end of each side member, a se 
ries of holes spaced upwardly from each 
single hole, a lower body portion compris 
ing spaced side members, single holes ad 
j acent the upper ends of the last mentioned 
side members, a series-of holes spaced down 
wardly from each of said single holes, a 

' handle intermediate of the upper ends of 
30 the lower body portion, a bolt passing 

through both body portions of the crutch 
and through the handle, short bolts pass 
ing through the holes in the lower ends of 
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the depending side members and through 
the contacting portions of the lower body 
side members and a slidably adjustable 
ground engaging end piece intermediate of 
the lower ends of the lower body portion 
substantially as and for the purpose de 
scribed. 

4. The combination with a crutch of the 
character described comprising an upper 
and lower body portion and means for piv 
otally uniting said portions whereby one 
may be folded approximately within the 
other and in the same plane, of a longitu 
dinally slotted adjustable end piece inter 
mediate of the lower ends of the lower body 
portion whereby the lower portion may be 
shortened for such folding. 

5. The combination with a crutch 0f the 
character described comprising a pivotally 
foldable body portion the lowermost section 
of which has spaced side members, of a lon 
gitudinally slotted ground engaging end 
member substantialy I-shaped in cross sec~ 
tion and slidably adjustably held interme 
diate of the spaced ends of the lower body 
section substantially as and for the purpose 
described. 
In testimony whereof I hereunto aiiix my 

signature in the presence of two witnesses. 
JOHN P. TONOLLI. 

Witnesses: 
S. C. BRONSON, 
S. GEO. Srnvnns. 

?ve cents each, by addressing the “Commissioner of Patents, 
Washington, D. G.” 
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