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T 0 all 'N‘ILOIH it may concern: 
Be it known that LCHAnLEs H. CROWELL, 

a citizen of the United States, and resident; 
of the borough of Brooklyn, county of 
Kings, city and State of New York, have 
made a certain new and useful Invention 
Relating to Cloth Gummed Tape and Proc 
esses of Making the Same7 of which the fol 
lowing is a speci?cation, taken in connection 
with the accompanying drawing, which 
forms part of the same. 
This invention relates especially to rolls 

of cloth gummed tape, such as may be used 
for sealing cartons or packages, vor for other 
purposes, and in which the stronger threads 
of the cloth are arranged transversely to 

h and preferably substantially perpendicu 

20 

25 

80 

35 

40 

45 

50 

55 

larly to the length of‘ the gummed strips so 
as to give them a maximum 
strength. An illustrative though not neces 
sary method of making such gummed tape is 
to. have the cloth from which it is made 
woven with ?lling threads which are con 
siderably stronger and preferably also con 
siderably more numerous than the Warp 
threads which may be smaller and also softer 
and weaker in some cases so as to allow the 
?lling or woof threads to lie substantially 
straight if the relative tensions or tlghtnesses 
of these threads are properly taken care of. 
Such cloth may be carefully ?lled if this is 
desirable and then rendered adhesive by ap 
plying a coating of gum or other material to . 
one or both sides thereof before the web of 
special gummed cloth is slit into long strips 
of gummed tape which may be wound up 
into'the usual rolls of tape a number of 
hundred yards long, as is customary for use 
in moistening machines. _ 
The accompanying diagrammatic drawing 

shows in Fig. l a perspective view of an 
arrangement for slitting and winding a web 
of such gummed cloth into rolls; and 

Fig. 2is an ‘enlarged diagrammatic sec 
tion taken longitudinally of one of these 
gummed tape strips. . 

' For sealing and other ?nishing purposes 
cloth gummed tape does not in many cases 
need a very high degree of longltudina-l 
strength while its transverse strength is con 
siderably more important because the strip 
is usually employed to cover a seam extend 
ing longitudinally of the strioand to ad 
hesively hold the edges of this seam to 
gether. The number and character of the 
threads extending transversely of the strip 

transverse; 

therefore determine its e?icien cy and strength 
under such conditions while the longitudi 
nally extending threads are of relatively 
little importance so long as a fair degree of 
longitudinal strength is preserved and so 
long-as the strip is not unduly stiffened in 
this way. ' Although not necessary a desir 
able illustrative way of producing such cloth 
gummed _ tape’ having 

greater strength than the warp threads be 
cause of t eir greater number or strength, 
or both, and then ?lling and 

size. 

In making cloth 
for ordinary package sealing, warp and ?ll 
mg threads of such size, weight and charac 
ter as correspond generally to what are used 
in print cloths maybe employed and the 
?lling threads may be given the desired 
relatively greater strength by making the 
?lling count considerably higher than the 

for‘ some purposes the ?lling 
count may with advantage be made about 
twice as great as the Warp count in these plain 
Woven cloths, instead of having a higher 
warp count than ?lling count as is usual. 

lso desirable to use for the ?lling 
the more closely twisted and there 

ployed. f 
cloth, and if desired the Warp threads used in weaving 
gummed tape may also 
twisted threads usually employed for warp 
threads. A satisfactory fabric for this p 
pose may be produced by weaving thirty or 

produced which is at least twice as strong 
transversely as t 
cloth so as to be correspondingly more valu 
able for use in gummed tape where the 
transverse strength is of preeminent 
tance. The principal function of the longi 
tudinal threads in the cloth backing of the 
gummed tape. is to hold the strips together 
while the gummed tape is being applied-to 
the article or seam, for instance, and for this 

gummed tape suitable 

he ordinary commercial ‘ 
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purpose the strength of the warp threads is 
ample and still lie-liter and softer warp 
threads may be a ivantageously used and 
may preferably be woven with less tension 
than that given to the ?lling threads, so 
that the filling threads are relatively 
straighter in the ?nished cloth and the softer 
warp threads have a more zigzag or irregu 
lar arrangement between them; and this 
may advantageously cheapen the materia 
so long as the weaving and other processes 
are not interfered with. Such specially 
woven cloth must of course be carefully 
handled during the subsequent. processes of 
producing the gumined tape therefrom orat 
least until sufficient sizing or other material 
has been incorporated in the fabric to make 
the relative location and arrangement of the 
threads permanent so that they will not be ' A glue subject to serious disarrangement._ 
or hygroscopic {ruin coating, that is a‘coat 
ing which readily absorbs water or moisten 
ing liquid in becoming soft andndhesive, 
may in some cases be directly applied to one 
or both faces of this specially woven cloth 
backing, or for more general sealing pur 
oses the speci lly woven cloth may ‘Wl'hll 

advantage be carefully filled and finished 
in suitable ways so as to secure the desired 
degree of imperviousness before the water 
soluble glue or other adhesive coating is ap 
plied thereto and the web of gummedfabric 
slit or severed into strips of gummed tape 
of the desired width which can be wound 
up into the long rolls usually employed in 
moistening and sealing machines which are 
usually arranged for rolls having lengths of 
300 or 500 yards, or in the case of the much 
smaller machines of 150 yards or so. 
As shown in Fig. 1 of the drawing the 

web of gumnied cloth may have the trans 
versely arranged filling threads 2 of greater‘ 
count or strength than the warp threads and 
the slitting rolls 3 having sli it“ lznives a‘: 
on them may cont s" ' sever the 
web into strips of vhich may 

i I of the de 

sired size: 2 diagrammatically illus 
trates the arrangement which the threads 
may have in such strips of cloth gummed 
tape suitable for ordinary package sealing, 
etc. The filling or woof threads 2 are shown 
as having relatively great size compared to 
the warp threads ‘7 which may be of softer 
and weaker material so that they may lie in 
a relatively zigzag or irregular position 
with respect to the filling threads. as is gov 
erned by the relative tension on the threads 
during the weaving and other processes of 
manufacture, although it is of course under 
stood that these differences are somewhat 
exaggerated in this diagrammatic illustra 
tion. The fabric may of course be dyed, 
filled and finished insucli way as to render 
it substantially impervious and ~filling ina~ 

be wound into rolls, suc 

"garages 

terial 8 is diagrammatically shown on both 
sides of the threads so as to render the cloth 
substantially imperivous even before the ad 
hesive coating 5 is applied thereto. it is of 
course understood, however, that it is neither 
necessary to have any such complete filling 
of the cloth nor, indeed, any vsubstantial 
?lling thereof before applying the gunnned 
coating in producing gummed cloth tape 
which can be used. for some purposes. 

rEhis invention has been described in con 
nection with a number of illustrative em 
bodiments, forms, arrangements, numbers 
of parts and elements, materials,‘construc 
tions and orders of steps and applications 
or methods of use, to the details of which 
disclosure the invention is not of course to 
be limited, since what is claimed as new 
and what is desired to be secured by Letters 
Patent is set forth in the appended claims. 

1. l‘he roll of adhesive cloth gummed tape 
consisting of a substantially continuous 
backing fabric strip having relatively 
straight threads * 

extendin transversely 
across it and connected iy interwoven 
weaker longitudinal threads, there being 
about twice as many transverse threads to 
the inch as the interwoven threads to in 
crease the transverse strength of the strip, 
filling material incorporated with said 
threads to render the ungummed side of the 
strip substantially impervious and a hygro 
scopic glue coating applied to one side of 
said strip to render the same adhesive when 
moistened. ‘2. The roll of adhesive cloth gummed 
tape comprisinc" a substantially continuous 
backing fabric strip having threads extend 
ing transversely across it and connected by 
interwoven threads, there being about twice 
as many transverse threads to the inch as 
the interwoven threads to increase the trans 
verse strength of the strip filling material 
illi‘wl'ptll‘tlitftl with t ' 1 ‘ i to render the 

ungunnued side i sol itially 
in LRNFlOllF and c:1 ad ‘ 4 applied 
to one Sit of s ‘ the same 

adhesive when moist 
3. The roll of adhesive 

tape backing fabric strip, there being about 
twice as many transverse threads to the 
inch as the interwoven threads to increase 
the transverse strength of the strip, ?lling 
material incorporated with said threads and 
an adhesive coating applied to one side 0 
said strip to render the same adhesive. 

4:. rl‘he roll of adhesive cloth gummed 
tape comprising a substantially continuous 
backing fabric strip, there being about 
twice as many transverse threads to the 
inch as the interwoven threads to increase 
the transverse strength of the strip, and an 
adhesive coating applied to said strip to 
render the same adhesive. 

cloth guinmed 
comprising a substantially continuous » 
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5. The roll of cloth gummed tape com 
prising a ?lled woven cloth backing strip in 
which the transversely extending threads 
are considerably more numerous than the 
interwoven threads and have at least twice 
as great aggregate strength per linear inch 
and an adhesive coating applied to one side 
of said vstrip to render the same adhesive. 

6. The roll of cloth gummed tape com 
prising a woven cloth backing strip in which 
the transversely extending threads are more 
numerous than the interwoven threads and 
have at least twice as great aggregate 
strength per linear inch and an adhesive 
coating applied to said strip to render the 
same adhesive. _ ' ‘ 

7. The roll of cloth 
prising a woven cloth backing strip in 
which the transversely extending threads 
have at least twice as greataggregate strength 
per linear inch as the interwoven threads 
and an adhesive coating applied to_ said 
strip'to render the same adhesive. 

8. The roll of cloth 
prising awoven cloth backing strip in 
which the transversely extending threads 
are more numerous than. the interwoven 
threads and have considerably more aggre-» 
gate strength per linear inch and an- ad‘ 
hesive hygroscopic gum coating applied to 
said strip to render the same adhesive. 

9. The roll of adhesive cloth tape com 
prising a woven cloth backing strip in which 
the transversely extending threads have 
considerably more aggregate strength per 
linear inch than the interwoven threads and 
an adhesive coating applied to said stripsto 
render the same adhesive. -2 

10. The strip of adhesive cloth gummed 
tape comprisin,<_r a Woven backing fabric 
having relatively straight threads extending 
perpendicularly across the strip and con 
nected by interwoven weaker and softer 
longitudinal threads, there being consider 
ably more of the transverse threads to the 
inch than of the interwoven threads to in 
crease the transverse strength of the strip. 
?lling material incorporated with said 
threads to render the ungummed side of the 
strips substantially impervious and a hy 
groscopic glue coating applied to one side 
of said strip to render the‘ same adhesive 
when moistened. 

11'. The strip of adhesive cloth gummed 
5 tape comprising a woven backing fabric 

) inch than of the interwoven threads to in—‘ 

having threads extending penpendicularly 
across the strip and connected by interwoven 
longitudinal threads, there being consider 
ably more of the transverse threads to the 

crease the transverse strength of the strip 
vand a hygroscopic glue coating applied to 
said strip to render the same adhesive when 
moistened. ' 

i 12. The strip of adhesive cloth gummed 

gummed tape com» 

gummed tape " com-l 

tape comprising a ?lled woven cloth back~ 
ing in which the transversely extending 
threads have considerably greater aggregate 
strength per linear inch and an adhesive 
coating applied to one side of said strip to 
render the same adhesive. . 

13. The strip of adhesive cloth gummed 
tape comprising a ?lled woven cloth back» 
ing in which the transversely extending 
threads are more numerous and have con 
siderably greater aggregate strength per 
linear inch than the interwoven threads and 
an adhesive coating applied to one side of 
said strip to render the same adhesive. 

let. The long strip of adhesive cloth tape 
comprising a woven cloth backing strip in 
which the transversely extending threads 
have greater aggregate strength per linear 
inch than the interwoven threads to give the 
strip increased transverse strength and an 
adhesive coating applied to- said strip to 
render the same adhesive. 

15.v The process of making strips of‘nar 
row cloth gummed tape which comprises 
Weaving a web of backing fabric having rel 
atively stronger and more numerous ?lling 
threads woven at considerably greater ten 
sion than the cooperating warp threads so 
that the ?lling threads are arranged rela 
tively straighter in the fabric, ?lling and 
?nishing the fabric to render it substantially 
impervious, applying an adhesive gum coat 
ing to said fabric and slitting the web of 
gummed fabric into long strips so that the 
?lling threads extend substantially perpen 
dicularly to said strips. ' 

16. The process of making strips of nar 
row cloth gummed tape which comprises 
weaving a web of backing fabric having rel 
atively stronger and more numerous ?lling 
threads than the coijperating Warp threads, 
?nishing the fabric, ' 
gum coating to said fabric and slitting the 
web of gummed fabric into long strips so 

. that the ?lling threads extend transversely 
of said strips to increase their transverse strength. 

17. The process of making strips of nar~ 
row cloth gummed tape which comprises 
weavinga web of backing fabric having con 
siderablymore numerous ?lling'thread's than 
the cooperating warp threads, applying an 
adhesive coating to said fabric and slitting 
the web of gummed fabric into long strips 
so that the ?lling threads extend transversely 
of said strips to increase their transverse 
strength. . 

18. The process of making rolls of cloth gummed 
backing fabric having ?lling threads that 
are considerably stronger per linear inch 
than the interwoven warp threads, ?nishing 
the fabric and rendering it substantially im 
pervious, applying an adhesive hygroscopic 
gum coating thereto, severing relatively nar 
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from said gumnied cloth so ihat 
rhe ?lling threads extend ‘transversely of 
said strips to increase ‘their iransverse 
strength and Winding said strips into roiis. 

19. The process 0r making strips of cloth 
gnnnned tape which comprises wearing a 
backing fabric having ?iiing threads ‘that 
are considerably stronger per linear inch 
than the interwoven Warp threads7 applying 
an adhesive coating thereto and severing 
relatively narrow ' 

row strips 

strips from said coated 
cloth so that the ?iiing threads extendi'rrans 
Yerseiy @r said strips Lo increase their trans 
vverse strength, 

20; The process of making cloth ginnrned 

rape strips which comprises ‘Weaving a hack 
ing fabric having ‘iiiiing Threads that are 
considerably stronger per iinear inch than 
the. interwoven W111‘? ‘sine-ads, ?lling and iin 
ishing the fabric‘ applying an adhesive gum 
coating to one side oi“ said ‘fabric and sev 
ering reiativeiy narrow strips from said 
guninied cloth so that rhe iiiiing threads ex 
tend rransverseiy of said strips to increase 
their transverse strength. 


