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To all whom it may concern: 
Be it known that I, WILLIAM H. WOOD 

rronsn, a citizen of the United States, and a 
resident of Boulder, in the county of Boul~ 
der and State of Colorado, have invented a 
new and Improved Cartridge for Shotguns, 
of which the following is a description. 
My invention relates to cartridges or 

loaded shells for use in ?rearms and more 
particularly relates to cartridges in which 
the projectile charge is composed of a mul 
tiplicity of missiles as used in shot guns for 
example. 
The prime object of my invention is to, 

provide a cartridge having a composite 
projectile charge in which the core or cen- ’’ 
tral portion of the charge will be composed 
of larger shot to constitute the effective 
charge at the maximum distance, together 
with a convoying surrounding mass of 
smaller shot which serves to retard the scat 
tering of the larger shot during a part of 
the trajectory. 

Reference is to be had to the accompany 
ing drawings forming a part of this speci? 
cation, it being understood that the draw 
ings are merely illustrative of one example 
of the invention. 
Figure 1 is a longitudinal section of a car 

tridge having a projectile charge made up 
in accordance with my invention; 

Fig. 2 is a cross section on the line 2-—2, 
Fig. 1. , 
In carrying out my invention in accord 

ance with the illustrated example, a shell 10 
is adapted to receive an explosive charge 
11, the character of the explosive charge 
and the details of the projectile charge not 
constituting any part of my invention. My 
improved projectile charge is made up of a 
central core of large shot 12 and a surround 
ing mass of smaller shot 13. In practice I 
have found it e?'ective to have the core of 
larger shot constituting approximately one 
third of the total charge but the propor 
tions may be varied within comparatively 
wide limits so that the core will constitute 
anywhere from one-eighth to three-quarters 
of the total charge. 
By thus forming the projectile charge, I 

have found that the central core of larger 
shot; may be relied upon for elfectiveness at 
the maximum distance, the surrounding 
mass of smaller shot serving seemingly to 
retard the scattering of the core of larger 
shot during a portion of the trajectory, the 
novel. loading being especially eiiective at 
from ?fty to one hundred and twenty yards. 
Having thus described my invention, I 

claim as new, and desire to secure by Let 
ters Patent: 
A shot gun cartridge having a composite 

projectile charge of which a central core is 
composed of larger shot, there being a sur 
rounding mass of smaller shot about said 
core. ‘ 

WILLIAM H. WOODHOUSE. 

Copies of this patent may be obtained for ?ve cents each, by addressing the “Commissioner of l’atents, 
Washington, D. G.” 
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