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To all whom it may concern ‘ ‘ 

Be'it known that I, FnANoIs MAKowsKr, 
a citizen of the United States, residing at 
New Britain, in the county of’ Hartford and 
State of Connecticut, have inventedptcertain 
new and useful Improvements in Hat-Pins, 
of which the following is a specification. 
My invention relates to improvements in 

hatpins and the object of my improvement is 
to produce a hatpin structure composed of 
a hatpin proper and a guard wherein the 
said hatpin proper is provided with means 
for engaging with one side of the hat where 
by the same will be positively retained in 
position and wherein the point of the hatpin 
proper is covered by the said guard so as to 
prevent the liability of damage from havlng 
the point exposed, and also provided with 
means for retaining the guard positively in 
position for so protecting the point. 
In the accompanying drawing ;— 
Figure 1 is a side elevation of my im 

proved hatpin, comprising the complete 
structure, with the guard, the side walls of 
a hat with which the same is engaged being 
indicated by broken lines. 

Fig. 2 is a side elevation, on an enlarged 
scale, of the guard and part of the hatpin 
proper. 

Fig. 3 is a plan view of the same. 
Fig. 4 is a side elevation of the pointed 

end portion of the hatpin proper. 
Fig. 5 is a longitudinal sectional View on 

the line 5———5 of Fig. 2. . 
Fig. 6 is an end elevation of the guard. 
Fig. 7 “is a sectional View on the line 7—-—7 

of Fig. 3. ‘ 
Fig. 8 is a sectional view on the line 8——8 

of Fig. 3. 
My improved hatpin comprises a hatpin 

proper 10 having a wire body 11 for pene 
trating the sides 12 of the hat and a guard 
13 for being mounted on the pointed end por— 
tion of the body 11. 
The hatpin proper 10 and the guard 13 are 

provided on their outer ends with a head 141 
of ornamental form that serves as a handle. 
The body 11 has on the portion adjacent 

the head 14 that engages with the side 12 
of the hat a set of convolutions 15 forming 
a coil of helical form, somewhat of the form 
of a cork-screw, which, by turning the hat 
pin proper, can be screwed into the side 
wall of the hat so as to bring some of the 
c-onvolutions on the inner side of the hat. 

This provides a positive hold of the hatpin 
‘with the wall ‘of the hat. 

In order to provide for a positive hold of 
the guard 13 with the hatpin proper the 
pointed end portion of the hatpin proper is 
made of special form, as follows :——The said 
pointed end portion 16 is provided with an 
off-set in the form of a shoulder 17 at an 
appreciable distance inward from the point 
18- that is formed by bending to one side the 
material of the body 11. 
The guard body 19 is adapted to slip over 

the said pointed end portion 16 and engage 
with the shoulder 17 in the following man 
ner:—The said guard body 19 is an elon 
gated structure, and has a bored hole 20 en 
tering inwardly from the inner end that is a 
close ?t for the body 11 and in length is 
slightly longer than the pointed end portion 
16, and also is cut away on two sides for the 
greater part of the middle portion so as to 
open up the bore 20, leaving a closed, or 
unslotted, portion at the butt or inner end 
21, and a second closed or unslotted portion 
22 adjacent the outer end. 
A reduced shank 23 extends outwardly 

from the outer closed portion 22 and sup 
ports the head 14: by its outer end. 
As described, the middle portion 24 is 

virtually slotted, the closed portion 22 at the 
outer end has a bore for receiving the point 
18 and the adjacent part of the body 11, and 
the closed portion 21 at the butt end has a 
shoulder 25 at the end of the slot 26 on each 
side or on opposite sides of thebore 20. The 
shoulder 25 serves as a stop in cooperation 

‘ with the off-set shoulder 17 on the body 11 
of the hatpin proper. 
The butt end 21 has a counterbore 27 at the 

end of the bore 20 to facilitate the entrance 
of the hatpin proper into the bore 20 of the 
guard 13.‘ 
In bringing the device into use the pointed 

end portion 16 is ?rst entered within the 
outer end of the bore 20, at the butt end 21, 
and is then pushed gradually inwardly along 
the said bore 20, the bent or off-set portion 
being momentarily sprung inwardly to sub— 
stantially the original straight position 
through contact with the walls of the closed 
portions of the bore until brought into reg‘ 
istration with the inner slotted portion 24 of 
the guard 13 when the spring of the mate 
rial operates to spring outwardly the said 
bent or off-set- portion so‘ that the shoulders 
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17 and 25 engage and cooperate to hold the 
guard 13 in position on the end of the hat 
pin proper. 

I claim as my invention :— . 
A hatpin structure comprising a hatpin 

proper and a guard for being slipped over 
the end thereof, the said guard having an 
velongated body provided With end portions 
that have each a bore ?tting the body of the 

10 said hatpin proper and'a slotted portion con 

1,283,843 

neoting the said end portions, and the said 
body of the hatpin proper being formed of 
Wire ?tting into the bore of the said end 
portions and having an offset portion adja 
cent the pointed end for entering into one of 
the slots of the said slotted portion and e11~ 
gaging with the end Wall of one of the said 
slots. 

FRANCIS MAKOWSKI. 

Copies of this potent may be obtained for ?ve cents each, by addressing the “Commissioner of‘Patents, 
- ' Washington, D. G.” 


