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To all whom it may concern: 
Beit known that I, THOMAS J. BRADFORD, 

a native of Indiana and a citizen of the 
United States, residing at Lorane, in the 
county of Lane and State of Oregon, have 
invented new and useful Improvements in 
Multiple-Breech Guns, of which the follow 
ing is a speci?cation. 
This invention is an improved multiple 

breech gun for use as an anti-aircraft gun 
and also for other purposes in which high 
velocity, a ?at trajectory and long range is 
required, the object of the invention being to 
provide an improved gun which is provided 
with auxiliary breech bores in addition to 
the main bore and with means to cause the 
charges in the auxiliary bores to be ?red 
after the main charge has been ?red and 
while the projectile is still in the gun so that 
the force of the explosion of all of the charges 
is utilized and the power and range of the 
gun is greatly increased. 
With the above and other objects in view, 

the invention consists in the construction, 
combination and arrangement of devices 
hereinafter described and claimed. 
In the accompanying drawings :— 
Figure 1 is a longitudinal sectional view 

of a multiple breech gun constructed and ar~ 
ranged in accordance with one embodiment 
of my invention. 

Fig. 2 is a detail sectional view of the same 
(Bin the plane indicated by the line 2—2 of 

ig. 1. 
‘Fig. 3 is a diagrammatic sectional plan 

showing the electric circuits. 
My improved gun is here shown as a bar 

rel 1 provided with a main bore 2 and with 
auxiliary breeches or breech bores 3, L1 in 
addition to the main breech bore 5, the said 
auxiliary breech bores being arranged at an 
angle and converging to the main bore and 
communicatin therewith at a point 6 in 
which the projectile 7 is arranged when the 
gun is loaded so that the projectile extends 
across the ends of the auxiliary breech bores 
and cuts off communication between the same 
and the main bore. 7 
In one side of the barrel and at a point in 

front of the projectile is an opening 7 in 
which a trigger 8 is arranged, said trigger 
being here shown as pivotally mounted as at 
9 and as having a beveled inner end 10. A 
spring 11 is employed which normally holds 

the trigger in such position that its beveled 
inner end extends slightly into the main bore 
and in advance of the projectile'and so that 
when the main charge is ?red the projectile 
engages the beveled end of the trigger as it 
passes thereover and hence turns the trigger 
in one direction on its pivot against the ten 
sion of the spring. The trigger when thus 
turned operates circuit closers 12, 13 in elec 
tric circuits 111, 15, respectively, and which 
circuits respectively also include electric 
primers 16, 17 in the auxiliary breeches 3, 4 
so that the charges in the auxiliary breeches 
are ignited and exploded after the main 
charge has exploded and before the projec 
tile reaches the muzzle of the gun so that the 
force of the explosionof all of the charges is 
utilized in hurling the projectile and hence 
the velocity of the projectile is greatly in 
creased, its trajectory is ?attened and the 
range of the gun greatly increased so that the 
gun can be advantageously used as an anti 
aircraft gun and for other special purposes 
in which such qualities are required. ' 
The auxiliary breech bores are each of half 

the cubic capacity as the main breech bore 
but this proportion may be varied. While 
the gun is here shown as provided with two 
auxiliary breech bores this number may also 
be varied within the scope of my invention. 
Having thus described my invention, I 

claim :—~ , 

1. A gun of the class described, having a 
main bore and auxiliary breech bores com 
municating with the main bore and arranged 
at a point where said auxiliary breech bores 
are closed by the projectile when the gun is 
loaded and ?ring means for the charges in 
the auxiliary breech bores said ?ring means 
including a controlling element arranged in 
the path of the projectile and for operation 
thereby so that the charges in the auxiliary 
bores are exploded after the main charge has 
been exploded and before the projectile 
reaches the muzzle of the gun. 

2. A gun of the class described, having a 100 
main bore, an auxiliary breech bore com 
municating with. the main bore, a trigger 
projecting into the main bore and arranged 
to be operated by the projectile and ?ring 
means for the auxiliary charge and con- 105 
trolled by the trigger. 

3. A gun of the class described, having a 
main bore, an auxiliary breech bore com 
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municating 'with'lthe ‘main: bore, a trigger nerymalrily pause said beveled inner end to pro-7 
'projeeting‘into the main bore d'andrarrariged “jec‘t’ into the-'ina'in bore and the said ?ring 
to ‘be operated by the projectile and ?ring nieans including ‘an electric circuit having a 1( 
means for the auxiliary chergeand .clqeer arrengedefer Operation by the 

5 trolled by the trigger, thetrigger being piv- V. trigger ’ ' V “ ’ 

~ otally mounted and‘ having a beveledimier; ,ln‘testimiony whereof I affix my signature. 
end' and being provided with a spring to r ' THOMAS JEFFERSON BRADFORD. 

» . Copiesef this patent inay" lie-engined hfgr‘ ve gents vteach, addressing the f‘Gommissioner of Patents; 
' r -' Y" ' ' 'washingtonync'l” a > 


