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Be it known that 1, JOHN D. ALLEN, a 
citizen of the United States, residing at 
Washington, in the District of Columbia, 
have invented certain new and useful Im 
provements in ‘Window-Curtain Hangers, of 
which the following is a specification. 
The present invention relates to new and 

useful improvements in a hanger for win 
dow curtains. 
The primary object of the invention is the 

provision of a hanger for window curtains 
so constructed that the curtain may be 
moved from its normal position to one side 
of the window frame when desired. 
Another object of the invention is the pro 

vision of means whereby the said curtain can 
be swung either to its normal position across 
the window or to one side of the .window 
when desired. ‘ 
A still further object of the invention is 

the provision of a window curtain hanger 
which canvbe used singly or in pairs ifde 
sired and which will be comparatively sim 
ple and inexpensive to manufacture, reliable 
and e?icient in use, and readily operated. 
With the above and other objects in view 

the present invention resides in the novel 
features of construction, formations, combi 
nations and arrangements of parts to be 
hereinafter more fully described, claimed, 
and illustrated in the accompanying draw 
ing forming a part of the present applica 
tion and in which; 

Figure 1 is an elevation of a window show 
ing a pair of curtains applied thereto and 
supported by hangers constructed in accord 
ance with the present invention, one of the 
curtains being shown in its inner position 
and the other swung to its outer position; 

Fig. 2 is a detail perspective view showing 
a. portion of one of the hangers and the oper~ 
ating cords connected thereto; 

Fig. 3 is a detail perspective view of one 
of the stops; 

Fig. 11 is a similar View of one of the sup 
porting bearings; and 

Fig. 5 is a detail view showing a modi?é 
cation wherein the curtain hanger is ex 
tensible. 

Referring now to the accompanying draw 
ing by corresponding characters of ref 
erence throughout the several views, the 
numeral 10 designates in general a, window 

frame wherein are shown the usual sliding 
sashes 11. ‘r ' 
My improved curtain hangers are shown 

at 12 and in the present instance are ar 
ranged in pairs but it can be understood 
that if desired but one curtain hanger can 
be used upon which one or more curtains 
may be supported to cover the window. 
When wide curtains are used it is preferred 
that two curtain hangers be employed but 
where the curtains are narrow but one our 
tain hanger is all that is necessary, 
As the curtain hangers are corresponding 

in structure a detail description of but one 
is deemed necessary and the description of 
that one will apply to both. 
The curtain hanger 12 comprises a rod 13 

bent substantially intermediate its ends as 
shown at 14 to provide a vertical extension 
15 and a horizontal extension 16 upon the 
latter of which the curtain 17 is secured in 
the usual manner. 
The vertical extension 15 is journaled in 

suitable bearings 18 and has its lower end 
rounded as at 19 and mounted in a stop 20 
which has a cup shaped recess 21 formed in 
its upper side to receive the rounded end 19 
of the rod to limit its downward movement. 

Obviously when the rod is mounted as 
above described the horizontal extension 16 
may be swung inwardly to its normal posi 
tion as shown at the left hand side of Fig. 1 
or may be swung outwardly out of the way 
when desired as shown by the right hand 
side of Fig. 1. 
In order to prevent the curtain 17 from 

slipping downwardly upon the extension 15 
a collar or the like such as shown at 21’ may 
be attached to the inner end of the extension 
16 while in order to prevent the curtain 17 
from slipping off of the said extension 16, 
a head 22 is removably attached to the outer 
end of the rod and is provided with a pair of 
arms 23 which prevent the curtain from 
moving outwardly beyond the end of the 
same. 
The terminals of these arms 23 are pro 

vided with apertures 24: to which are secured 
the cords 25 and 26. i 
The cord 25 passes through an eye 27 se 

cured to the window frame while the cord 26 
hangs downwardly adjacent the edge of the 
curtain 17. 
These cords 25 and 26 may be terminally 
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equipped with hand» grips 28 which in the 
present- instance are. showniin the form of, 
beads but it is to be understood that any 
other similar hand grip may_be substituted. 
which will add‘to the attractive appearance‘ 
of the curtain. ‘ 

When it is desired to swing either of'the 
curtains to their outermost position, the cord 
26 ‘is grasped and the curtain can then be 
readily swung outwardlyv where it will re 
main until it is desired to move the same 
again‘ to normal position. 
When this is desired the cord 25 is grasped 

below the eyelet 27 and given a‘ slight. pull 
which, swings the vcurtain inwardly to its 
normal position. 
As shown in Fig. 50f the drawing a- modi 

?ed; form of the invention is illustrated.v in 
which,the‘horizontal. extension 16 is pro~ 
vided with a telescopic extension 29 to ac 
commodate the sameto-wide or narrow cur 
tains without necessitating a change in- the 
length thereof. ‘ ' 

From ‘the foregoing description. taken in 
connection with the accompanying drawing 
it will be manifest that a curtain hanger is 
provided whichv will ful?l. all of the neces 
sary requirements of such a device, 

It should be understood inithis connection 
that various minor vchanges in the ‘specific 
details of construction can be resorted to 
within the ‘scope of the ‘appended. claims, 
without departing from the spirit or sac 
ri?cing any of the advantages of the in 
Vention. ‘ . 

Having’ thus fully described the inven 
tion what I claim. as new‘ and desire‘to-pro 
tectv by- Letters Patent is; g 

1‘. In a curtain hanger the'combination of 
a rod bent to form a horizontal and ‘a ver 
tical section,bearings supporting the verti 

or the like, a cup shaped stop secured below 
the bearingsand- receiving the lower end of 
the vertical section,‘ a. collar secured to the 
inner end of the horizontal section» and hav~ 
ing an upwardly curved ?nger for limiting, 
the inward movement of, a curtain, a head 
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secured to the outer end of the horizontal 
section, a" pair of oppositely extending ?n 
gers formed thereon for limiting the out— 
ward ‘movement. of the.‘ curtain, and cords 
‘connected to said?ngers whereby the rod 
may beswung inwardly across the window 
frame or outwardly to one side thereof. 

2. In a device of the character described, 
a rod bent to include a vertical and’ a ‘hori 
Zontal: section the latter ‘of; which‘ ‘is. de 
signed to receive a curtain or the like, means 
for m‘ovably mounting‘ ‘the ‘vertical section 
so that the‘horizontal section will ‘swing in 

OIleiend‘ of the horizontal rod,'oppositely dis 
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a vertical plane,a~ removableheadi secured to , 

posed ?ngers formed upon said; head for lim- - 
iting the outward movement of the curtain, 
said ?ngers havmg termlnal eyessprovided 
thereln and ?exlble operating members en 
gagedvin said terminal eyes for swinging 
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the horizontal section to and from a window. - 
‘3.. In‘ a: device of ‘the character described 

the combination ‘of a window frame or the 
like, a pair of rods including vertical and 
horizontal sections mounted upon opposite. 
sides of the window adjacent its‘upper end, 
sleeves having screws formed thereon se 
cured: in the window frame-and‘ receiving 
the vertical extensions of said rods for sup 
porting the horizontal sect-ions thereof to 
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move in a horizontal plane to‘or from the w 
window,,stops disposed below the lower ends 
or vertical extensions andv having sockets 
formedv therein, said extensions having 
rounded ends ?tting in: said sockets, collars 
secured to the‘ horizontal‘ sections'adjacent 
the vertical sections, upwardly curved ?n~_ 
gers formed upon said collars for limiting 
the movementofl a curtain in one direction, 
T‘heads- removably secured‘ to the free ends 
of the horizontal sections'for limiting the ‘ 
movement of'the curtains in an opposite di 
rection, the‘ terminals of said T heads hav 
ing eyes formed therein, and operating cords 
engaged in said eyes. ' 
In testimony whereof I a?ix my signature. 

JOHN . D. ALLEN. 
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Copies of this patent may be obtained for ?ve cents each, byv addressing‘the “Commissionerof Patents, " 
- ' Washington, D41.” . s , v _ ' 


