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To all whom it may concern: 
Be it known that I, GEORGE S. ELDER, a 

citizen of the Unlted States, and residing at 
.St. Louis, Missouri, have invented a new 
and useful Improvement in Gauze-Dispens 
ing Devices, of which the following is a 
speci?cation. 

This invention relates to gauze dispensing 
devices, and is designed especially for sup 
plying freshly medicated gauze fabric suit 
able for usein connection with various op 

\QI‘zItlOHS, the device being intended more 
particularly as a barber shop appliance 
through the medium of which gauze fabric 
will be furnished for application to the cus 
tomer’s face after shaving or in the initial 
preparation of the skin prior to massaging. 
In handling the above mentioned tonsorial 

operations, it has been the general practice 
heretofore, to apply to the customer’s face, 
a towel or other suitable piece of fabric, and 
to moisten the applied fabric with witch 
hazel or other medicament by sprinkling the 
same onto the fabric. This course is ob 
jectionable‘for the reason that the fabric, 
prior to use, is exposed to dust and like 
impurities, and for the further reason that 
in applying the medicament under the old 
method, a proper uniform moistening or 
saturation of the fabric therewith, is practi 
cally impossible. Furthermore, the old 
method of operation results in many in 
stances in the same piece of fabric being 
used repeatedly, a practice which is not 
merely objectionable, but also dangerous for 
obvious reasons. 
The present invention has for its objects, 

therefore, to overcome the above noted ob 
jections by providing a comparatively sim 
ple, inexpensive device, whereby freshly 
medicated gauze fabric will be supplied in 
suitable quantities and as needed, and one by 
which the observance of proper sanitary con 
ditions in the handling of the fabric is 
insured. 
Further objects of the invention are to 

provide a device of the type mentioned 
which in the act of supplying the fabric, 
passes the same through the liquid medica 
ment, and in discharging the fabric, effectu 
ally removes the surplus liquid therefrom, 
and ~one which permits of the fabric and 
medicament being readily replenished at 
will. 

‘With the above and other objects in view, 
the invention comprises the novel features 

of construction and combination of parts 
more fully hereinafter described. 
In the accompanying drawing, 
Figure 1 is a front elevation of a device 

embodying the invention; and, 
Fig. 2 is a sectional view thereof, taken 

on the line 2-2, of Fig. 1. 
Fig. 3 is a fragmentary detail view. 
Referring to the drawing, it will be seen 

that the device embodies a box or casing 1 
whose walls comprise glass panels 2 secured 
in metallic skeleton frames 3 by means of 
suitable cleats at, these panels being margi 
nally packed by litharge or other appropri 
ate sealing material in the manner and for a 
purpose which will be readily understood. 
The casing is provided with a removable 
cover 5 hinged at its rear edge, as at 6, and 
constituting the upper wall of said casing 
whose front wall is provided with a dis 
charge opening 7 and is formed in two 
sections 8 and 9 of which the said section 9 
comprises a vertically depending apron on 
and carried by the cover 5 which may be 
thrown backward on its pivot 6 to permit 
full and free access being had to the interior 
of the casino: 
Mounted for rotation in bearing brackets 

10 suitably attached to the rear wall of the 
casing, is a roll of gauze fabric 11, while 
journaled in suitable bearings 12 arising 
from the bottom of the casing, is a pair of 
guide rollers 13 and 14 located, respcbtively, 
adjacent the rear and front walls of the eas 
ing and beneath which the fabric is led 
from the roll 11 for immersion in the witch 
hazel or other liquid medicament 15 within 
the casing. 

Suitably journaled for rotation within the 
casing at or near the front thereof, and dis 
posed for their contacting surfaces to aline 
with the discharge opening 7, is a pair of 
feed and wringer rolls 16 and 17 of which 
the latter is provided with a knurled knob 
18 situated outside of the casing in a posi 
tion to be grasped for operating the roller 
17 to cause the same to coact with the roller 
16 to feed the fabric outward through the 
opening 7, as will be readily understood. 
Mounted on the front wall 8, immediately 

vbeneath the opening 7 is a bracket 19 pro 
vided with a series of vertical slots 20, 
adapted to receive screw bolts 21 passing 
through a shearing blade or knife 22, which 
is thus adj ustably sustained for cooperation 
with a second movable blade 23 provided 
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with a knob 24 and pivoted at one end by a‘ 
bolt 25 to the said blade 22, there being 
mounted on the bolt 25, a spring 26 adapted 
to operate for holding the blade 23 nor 
mally elevated, as seen in Fig. 1. It will 
be understood that the slot and bolt con 
nections 20-21, permit of the blade 22 being 
bodily adjusted vertically for properly alin 
ing its cutting edge relative to the discharge 
opening 7, and that the blade 23, which nor 
mally stands above the opening 7 may, by 
grasping the knob 24, be swung downward 
against the action of spring 26, for coopera 
tion with the blade 22 to cut off the length 
of fabric which has been fed from the eas 
ing through the opening 7. 

It is obvious from the above description 
that to prepare the device for use or to re 
plenish the fabric or medicament at any 
time, the cover 5 will be turned backward on 
its pivot 6, whereupon the roll of fabric may 
be placed on the supporting brackets 10 and 
the liquid 15 supplied for filling the casing 
to the desired level. After the roll of fabric 
has been placed, a. suitable length thereof 
will be drawn off beneath the guide rolls 13 
and ll, and upward over the roll 16, after 
which the roll 17, which is sustained on the 
cover, will, when the cover is again moved 
to closed position, seat downward over the 
fabric on the roll 16. Now when an amount 
of fabricis to be removed from the casing 
for use, the knob 18 will be grasped and 
manipulated for turning the feed roller 17 
in a direction to draw the fabric off of the 
roll 11 and feed the same outward through 
the opening 7, to be ?nally cut off by the 
cooperating blades 22 and 23, after the de 
sired length of fabric has been drawn off, 
as heretofore explained and as will be under 
stood. -It is to be particularly noted that 
inasmuch as the liquid stands at a level 
above the rollers 13 and 1d, and as the fabric 
passes beneath said rollers, the said fabric 
will, in being drawn off, be caused to travel 
through the liquid and become thoroughly 
saturated, and will thereafter pass between 
the rollers 16 and 17 which act not only to 
feed the fabric, but also as wringing means 
for removing the surplus liquid from the 
fabric. It is thus seen that the device pro 
vides for supplying at will, freshly medi 
cated fabric, and for preserving thorough 
sanitation in the storing and handling of 
the fabric. 

_ 1,307,542 

From the foregoing it is apparent that the 
stated objects of the invention are attained, 
it being understood that in attaining these 
ends, various minor changes may be made 
in the details herein set forth, without de 
parting from the spirit or scope of the in 
vention. lVhile the use of the device as a 
barber shop appliance has been emphasized, 
it will be understood that the device is 
equally adapted for use in hospitals Or wher 
ever the need for supplying freshly medi 
cated gauze fabric may arise. 
Having thus described the invention, what, 

is claimed is: 
1.. A device of the character described 

comprising a closed receptacle adapted to 
contain a quantity of liquid medicament, 
means for holding a roll of fabric mounted 
in said receptacle above said medicament, a 
pair of guide rolls mounted on the bottom 
of said receptacle one at each end thereof 
around which the fabric is adapted to be 
drawn from said roll and through said 
medicament, wringer rolls mounted in said 
receptacle adjacent the outlet, at the end 
of the receptacle opposite the roll of fabric 
and between which the fabric passes, and 
means mounted on the outside of said recep 
tacle adjacent said opening for severing the 
fabric into desired lengths, 

2. A device of the character described 
comprising a. closed receptacle adapted to 
contain a. quantity of liquid medicament, 
means for holding a roll of fabric mounted. 
in said receptacle above said medicament, a 
pair of guide rolls mounted on the bottom 
of said receptacle one at each end thereof 
around which the fabric is adapted to be 
drawn from said roll and through said me 
dicament, wringer rolls mounted in said re 
ceptacle adjacent the outlet at the end of 
the receptacle opposite the roll of fabric and 
between which the fabric passes, the top and 
upper portion of the front face of said rc 
ceptacle being hingedly secured to the upper 
edge of the back thereof to permit of free 
access to the roll and interior of the recep 
tacle, and means for severing a portion of 
the fabric from the main supply constructed 
and adapted to deliver a portion of the 
fabric ready for use and in freshly medi 
cated condition. 
In testimony whereof I aiiix my signature 

this 20th day of October, 1916. ' 
GEORGE S. ELDER. 

Copies of this patent may be obtained for ?ve cents each, by addressing the “Commissioner of Patents, 
Washington, D. G.” 
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