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To all 207L027), itmay concern: 
Be it known that I, Gnonen T. SrAULnine, 

a citizen of the United States, residingat 
Cambridge, in the county of ‘Vashington 
and State of New York, have invented cer 
tain new and useful Improvements in Iden 
ti?cation-Tags, of which the following is a 
speci?cation, ‘reference being had to ‘the ac 
companying drawings. ‘ ‘ ‘ 

This invention relates to identi?cation 
, tags, and is an improvement on the form of 
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tag disclosed‘ in my copending application, 
Serial No. 245,307, ?led July 17, 1918, and ‘it 
is the object of the invention toprovide a 
tag of this general characterwith noveland 
improved means whereby the same “will not 
readily tear‘ and become ‘accidentally de 
tached from a shipping "crate or other con 
tainer with which it may be employed. 
‘It is also an object of the invention to 

provide a tag of this general character 
wherein novel and improved means are em 
ployed whereby the tag is eifectually pro~ 
tected against tearing‘or the like by a ?exis 
ble element which may be employed for the 
purpose of tying or attaching the tag to the 
handle of a suit case, hand bag, or other re 
ceptacle. , ‘ 

The invention consists in the details of 
construction and in the combination and ar— 
rangement of the several parts of my im 
proved‘ identi?cation tag whereby certain 
important advantages are attained and‘ the 
device rendered simpler, less expensive ‘and 
otherwise more convenient and advantageous 
for use, as will be hereinafter more fully set ‘ 
forth. 

hereinafter be de?nitely claimed. 
lln order that my invention may be the, 

better understood, I will now proceed to de 
scribe the same with reference to the accom 
panying drawings, wherein: 
Figure 1 is a view in plan with a portion 

broken away, of a tag constructed in ac 
cordance with an embodiment of my inven 
tion, certain of the parts being indicated by 
dotted lines; 

Fig. 2 is a sectional view taken substan 
tially on the line 2~2 of Fig. 1; 

Fig. 3 is a view in plan of the reinforc 
ing plate as employed in the embodiment of 
my invention illustrated in Fig. 1; and 

Fig. 4; is a view in plan of a reinforcement 
constructed in accordance with another em 
bodiment of my invention. 

As disclosed in‘ the ‘accompanying ‘draw 
ings, 5 designates twovlaminations of paper 
or other ?brous material of the ‘requisite 
thickness and tensile strength, and which 
may be of ‘any desired size and of anyprr-r 
ferred con?guration. ‘ i 

As is particularly illustrated in Figs. ‘1 
‘and 2, a strand 6 of material possessing the 
requisite resistance is interposed between the 
‘laminations 5‘ at a‘ point inwardly of but in 
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close proximity ‘to the marginal portions of»? 
the tag. The strand 6 may be of‘any de 
sired material, but in the present embodi 
ment‘ofimy inventionthe same consists of a 
‘wire thread‘ of requisite gage. 

In assembling the parts, the opposed faces 
of the laminations 5 are coated with gum or 
other suitable adhesive agent, and the strand 
6 is then arranged upon the gum face‘of- one 
‘of said sheets. The other‘ sheet is then laid 
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upon the ?rst‘ sheet over the strand 6 and " 
tightly pressed thereon so that the‘ opposed 
‘faces of‘ the laminations 5 will 1‘ tightly ad~ 
hereto eachother both inwardly and out 
wardly/ of the strand 6. By thisin‘leans‘ the 
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strand 6 is completely ‘inclosed 1between the i T 
laminations 5 and concealed from view. 
In the embodiment ‘of my invention par~ 

ticularly lllustrated in Figs; “1 and‘ 2, the 85 
completed tag adjacent the corners thereof - 
1s provlded withthe openn‘igs 8, and said ta ‘ 
adjacent the side or longitudinal margins 
thereof ‘andsubstantially midway of the tag 
are "also ‘provided with the “openings 10. 
The strand 6 adjacent an end of ‘the tag “and 
‘substantially midway‘thereef is‘ coiled to 

j Fai‘ford an‘ outwardly“‘standing‘eye 11 sur 
The novel features of my invention will"; rounding an opening 12 through the tag. 

Tacks or other attaching members are 
adapted to be disposed through the openings 
8, 10, and 12, whereby the tag may be se 
curely ?xed along its marginal portions to 
a crate, boX, or similar container, and the 
strand 6, together with the eye 12 surround 
ing the openings 11 will prevent effectually 
the tearing off of the tag. It will also be 
self~evident that the strand 6 will prevent 
any accidental tearing of the tag which 
would otherwise affect its efficiency. 
Also arranged between the laminations 5 

and entirely concealed therebetween is a 
?at plate 14 substantially V-shaped in form 
and which is positioned substantially mid 
way of the end portion of the'tag remote 
from the opening 12, The apeX of the plate 
14: is outwardly directed and disposed 
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through the tag between the side portions a 
of said plate 14: and in close proximity to the 
apex of said plate is an opening 15 through 
which a string 16 or the like is’ adapted to 
be directed so that the tag may be readily 
attached to the handle of a suit case, hand 
bag, or other receptacle in accordance with 
the occasions of practice. vIt will be obvious 
that the plate 14: serves effectually to pre 
vent' the string or element 16 from being 
torn loose from the tag. 
In lieu of the strand 6 and the separate 

plate 1/1, the frame 17 as particularly illus 
trated in Fig. 4, may be employed. .This 
frame 17 is adapted to be interposed be 
tween the laminations of the tag in the same 

' manner as has been set forth relative to the 
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strand 6, and an end portion 1) of said frame 
substantially midway thereof is provided 
with a pair of inwardly directed ?at arms 
18 arranged in divergence and which are 
adapted to be positioned at opposite sides 
of the string opening of the completed tag. 
The frame 17 is also provided with the 
openings 19 through which tacks or other 
securing members may be disposed when the 
tag is a?ixed to a crate, box, or similar con 
tainer. 

' It is to be understood that the strand 6 or 
the frame 18 will be light in weight whereby 
the ?exibility of the tag is not lessened to a 
material extent, and in view of the fact that 
the strand 6 or the frame 17 is entirely con 
cealed from view, thetag to all appearances 
is identical with those which are now in 
common use. 

It is preferred that the frame 17 be 
formed of metal, although it will be under 
stood that any other material may be em 
ployed possessing the requisite. quali?ca 
tions. . 

From the foregoing description, it is 
thought to. be obvious that an identi?cation 
tag constructed in accordance with my in 

Gopies of this patent may be obtained for 
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vention is particularly well adapted for use 
by reason of the convenience and facility 
with which it may be assembled and 
operated, and it will also be obvious that my 
invention is susceptible of some change and 
modi?cation without departing from. the 
principles and spirit thereof, and for this 
reason I do not wish to be understood as 
limiting myself to the precise arrangement 
and formation of the several parts herein 
shown in carrying out my invention in prac 
tice except as hereinafter claimed. 

I claim: 
1., A tag of the character described, com 

prising superimposed laminations adhe 
sively secured together, and a reinforcing 
strand interposed between said laminations 
in spaced relation to the marginal edges 
thereof and substantially conforming to the 
con?guration of the tag; said strand having 
a coil adjacent an end of the tag and sub 
stantially midway thereof to afford an eye, 
the tag being provided with an opening 
disposed through the eye of the reinforcing 
member. 

2. A tag of the character described-com 
prising superimposed laminations adhe 
sively secured together, said tag being pro 
vided with a string opening, and reinforcing 
means entirely interposed between said 
laminations in spaced relation to the margi 
nal edges thereof and including inwardly 
directed diverging ?at arms and arranged 
at the opposite sides of the string opening, 
said arms being connected at their outer 
ends and the string opening being posi 
tioned between the arms and in close prox 
imity to the connected ends of the arms. 
In testimony whereof I hereunto a?ix my 

signature in the presence of two witnesses. 
GEORGE T. SPAULDING. 

Witnesses: 
VVM. H. WELLS, 
WM. S. LAWTON. 

?ve cents each, by addressing the "Commissioner of Patents, 
Washington, D. 0.” 
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