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To all whom it may concern: 
Be it known that I, BENJAMIN L. CAMP 

BELL, a citizen of the United States, and a 
resident of Portland, in the county of Mult 
nomah and State of Oregon, have invented 
certain new and useful Improvements in 
Recorders’ Shields, of which the following 
is a speci?cation. 

This invention relates to a shield for note 
books, sketching pads or the like, to be used 
by civil engineers, or others, in rainy 
weather, for protecting the notes or sketches 
made upon the pad or book. 

It is frequently necessary for civil engi~ 
neers, surveyors, timekeepers, Army officers, 
timber cruisers and others to take notes in 
the ?eld during rain and snow storms. At 
such times, the ordinary notebook is often 
greatly damaged and the notes made obscure 
or obliterated by the moisture, and often, 
unless an auxiliary notebook of celluloid or 
para?in paper is provided, such work is dis 
continued until the storm or falling weather 
is over, necessitating idleness, at times, for 
a period of days or weeks, resulting in a loss 
of time and money; and it is an object of 
this invention to provide a shield, which. 
may be carried by the civil engineer or 
others, for shielding the notebook, sketch 
pad or the like from the Weather, permitting 
it to be preserved, intact, with the notes or 
sketches clearly discernible. 
More speci?cally, the invention compre 

hends the provision of a board or support, 
for a notebook, sketch pad or the like, which 
has a shield of suitable waterproof material 
attached thereto, the front side of which 
shield is provided with a transparent win 
dow to permit the Visioning of the support~ 
ing board, while the sides of the shield struc 
ture are free from connection with the sup 
porting board for a portion of their lengths 
to permit the user to insert his arms Within 
the shield for writing or making sketches in 
the notebook or pad upon the support, and 
further to provide a ?exible loop or stud 
structure which is connected to the support 
ing board, and the shield and is provided 
with a loop adapted to be mounted about the 
neck of the user. 
Other objects of the invention will appear 

in the following detailed description, taken 
in connection with the accompanying draw 
ing, forming a part of this speci?cation, and 
in which drawing: _ 

- downwardly 

Figure 1 is a perspective View of the im 
proved shield showlng the same in use. 
F 1g. 2 is a vertical sectional View through 

the shield. 
Fig. 3 is a horizontal section through the 

shield. 
_ Referring more particularly to the draw 
mg, the supporting board 1 is preferably 
formed of a plurality of plies of suitable ma 
terial, such as ?ber, veneer, or any suitable 
material and of suf?cient size to support an 

. ordinary notebook or sketch pad. The inner 
edge 2 of the supporting board 1 is con 
cavely out, as clearl 1 shown in Fig. 3 of 
the drawlng, to ?t against the body of the 
wearer. The shield or curtain 3 of the de 
vice is formed of any suitable waterproof 
material such as enameled drill, and is tacked 
at its lower edge to the outer or forward 
edge of the support 1 and to each side edge 
of the support for a portion of the length of 
the side edge, forming side panels 4 and 5 
and a front or main panel or portion 6. The 
sides 41 and 5 of the shield or curtain 3 are 
free from attachment to the support 1 at 
their lower edges, as clearly shown in Figs. 1 
and 3 of the drawing to permit the user to 
insert his arm into the space within the 
shield or curtain and above the support 1, to 
enable him to write upon the pad or note 
book supported by the support 1. The front 
6 of the shield or curtain 3 is provided with 
an opening 7 therein, in which is positioned 

60 

65 

70 

75 

80 

85 

a transparent panel or Window 8, formed of - 
any suitable transparent material, prefer 
ably ?fteen gage celluloid, mica, or the like. 
The front side 6 inclines rearwardly over the 
support 1, positioning the window 8 at an in 
cline, so that the user may look through this 
window and see the notebook or pad carried 
by the support 1. The side edges of the 
front 6 converge toward its upper ends, so 
that it will ?t the body of the wearer. A 
?exible strap 10 is connected to one rear cor 
ner of the support 1, and it extends up 
wardly through an eye 11 in the upper cor 
ner of the front 6, the said strap being 
knotted as shown at 12 to connect it to the 
front 6 and prevent the latter from sliding 

upon the strap. This strap 
may be extended from the eye 11, to a second 
eye 13, in the other upper corner of the front 
6, when it is again knotted and from this eye 
extends downwardly to the opposite corner 
of the support 1, the said rear corners of the 
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supports being provided with suitable open 
ings 14 to receive the strap therethrough. 
However, if it is desired, two straps may be 
employed, which may have their ends con— 
nected after passing through the eyes 11 
and 13 to form the loop 15, which when a 
single strap is used is formed by the portion 
of strap between the two eyes 11 and 13. 
This loop 15 is adapted to extend about the 
neck of the user, to support the shield, for 
use; and when so supported, the curtain or 
shield 3 forms a shed to protect the support . 
l and the notebook thereon, enabling the 
user to make sketches or notes upon the pad 
or notebook, without liability of the note 
book becoming mutilated or the sketching. 
or writing blurred by rain or snow. 
Changes in detail may be n'iade without 

departing from the spirit of this invention, 
but; ' 

" I claim: 
1. A recorder’s shield comprising a sup 

porting board, an opaque waterproof cur~ 
tain attached to the edges of the board and 
inclining upwardly thereover, the rear edge 
portions of‘ said curtain being free from 
attachment to the board to permit the in 
sertion of a user’s hands beneath the curtain, 
and a transparent panel in said curtain. 

2. A recorder’s shield comprising a sup 
porting board, means for suspending the 
board from the body of a user in operative 
position for service, a waterproof curtain 
attached to the edges of said board and com— 
prising front and side portions, said front 
portion inclining upwardly over the board, 
the rear edge portions of said side portion 
being free from attachment to the board to 
permit the insertion of a user’s hands be 
neath the curtain. 

3. A recorder’s shield comprising a sup 
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porting board, means for suspending the 
board from the body of a user in operative 
position for service, an opaque waterproof 
curtain attached to the edges of said board 
and comprising front and side portions, said 
front portion inclining upwardly over the 
board, the rear edge portions of said side 
portion being free from attachment to the 
board to permit the insertion of a user’s 
hands beneath the curtain, and a transpar~ 
ent panel carried by the front portion of 
said curtain. 

4. A recorder’s shield comprising a sup 
porting board, means for suspending the 
board from the body of a user in operative 
position for service, a Waterproof curtain 
attached to the edges of said board and com 
prising front and side portions, said front 
portion inclining upwardly over the board, 
the rear edge portions of said side portion 
being free from attachment to the board to 
permit the insertion of a user’s hands be 
neath the curtain, a transparent panel car 
ried by the front portion of said curtain, 
the lateral edges of said front portion grad 
ually converging toward its upper edge. 

5. A recorder’s shield comprising a sup 
porting board, a Waterproof curtain at 
tached to the edges of the board and includ 
ing a front and side portion, the rear edge 
portions of said side portions being free 
from attachment to the board to permit the 
insertion of a user’s hands beneath the cur 
tain, a transparent panel carried by the 
front portion of said curtain, straps con 
nected to said board near its rear edge and 
extending upwardly, being connected to the 
upper edge of said front portion and eX 
tended to form a loop for mounting about 
the neck of a user. 

' BENJAMIN L. CAMPBELL. 

Copies of this patent may be obtained for ?ve cents each, by addressing the “Commissioner of Patents, 
. Washington, D. G.” 
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