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To all whom, it may concern .' 
Be it known that I, NATHAN ScnormrnLn, 

a citizen of the United States, and a resi 
dent of the borough of Brooklyn, county of 
Kings, State of New York, have invented 
certain new and useful Improvements in 
Display-T rays, of which the following is a 
speci?cation. _ 

The present invention relates to display 
boxes and more particularly to a display 
box for neckties, suspenders or other such 
articles, an object of the invention being to 
provide a box of thischaracter in which 
such articles may be e?’ectively displayed, 
will be adequately protected and will be 
simple and inexpensive to manufacture. 
An objection to most boxes intended for 
displaying such articles is that they are com 
plicated, require a relatively great amount 
of material to manufacture, are difficult to 
set up and do not present an effective dis 
play. I propose to provide such a display 
box which may contain a number of ties for 
display upon a counter in such manner that 
a customer may examine all of them without 
disturbing their position or security in the 
box and at the same time, if desired, a single 
tie may be readily removed without disar 
ranging the others. I also propose to pro— 
vide such a box which may be used, for con 
taining a single tie such as is customary 
especially during the “holiday” season. A 
further object of my invention is to provide 
such a display box which may be readily 
set up to the end that much time and ex 
pense will be saved in packing the ties. 
With these and other objects in view an 
embodiment of my invention is shown in the 
accompanying drawings and this embodi 
ment will be hereinafter more fully de 

scribed with reference thereto and the in 
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vention will be ?nally pointed out in the 
claims. 

In the accompanying drawings: 
Figure 1 is a perspective view showing my 

improved display box with neckties inserted 
therein and with the cover removed; 

Fig. 2 is a plan view of the tray; 
Fig. 3 is a‘ plan view of the retaining strap 

or. band; ' 
Fig. 4 is a plan view with parts broken 

away showing one method of assembling“ the 
tray and retaining strap; . 

Fig. 5 is a longitudinal sectional view 
taken along the line 5——5 of Fig. 1; and 

Fig. (3 is a transverse sectional view taken 
along the line (3—6 of Fig. 5. 

Similar reference characters indicate cor 
responding parts throughout the several ?g 
ures of the drawings. 

_ Referring to the drawings and more par 
ticularly to Fig. -1 thereof, the embodiment 
of my improved display box shown therein 
comprises an elongated rectangular box 10 
of a‘ suitable depth to receive a single tie 
or a number of ties folded once upon thorn 
selves, and a cover 11. The box and cover, 
it may be remarked, are of the usual type of 
construction consisting of a flat base and 
sides but these may, if desired, be colla )sible 
or of any other suitable form. the o 'ce of 
the box being merely to provide a container 
for the ties and the holder or tray therefor, 
which will be presently described. . 

' The holder. or tray 12 is of a size and 
shape to ?t into the box at an inclined po 
sition, that is, its main part is preferably 
slightly longer than the longitudinal in 
terior dimension of the box. The forward 
end of the tray rests upon the base of the 
box and abuts against the front wall 10a 
thereof, while its rear end is supported in 
raised position by upright supports and legs 
13 and 14 formed continuous with the tray 
and bent therefrom along ‘the alined score 
lines 15 and 16. The supports are separated 
by a cut-out portion 17 which extends into 
the body of the tray as at 17‘1 constituting 
an aperture at the rear end of the tray in 
the set-up position of the device shown in 
Fig. 1. The upper surface of the tray, it 
will be noted‘, is disposed substantially below 
the upper edges of the box so that spaces 
are provided within the con?nes of the box 
above and below the tray for-the ties 18 
(or other articles to be displayed) these 
being folded about the tray with the bight 
of the fold engaging the cut-out 17“. 
The tray is provided with a pair of slots 

19 and 20 so positioned that they are at 
each side of the ties and off-set therefrom. 
These slots are curved or inclined from their 
lower ends toward the longitudinal edges 
of the tray and are engaged by a retalmng 
strap or band 21. The ends of this band 
are respectively provided with tongues 22 
and 23 and tabs 24 and 25, said tongues be 
ing hook shaped and preferably conform 
ing at their lower ends to the upper edges 
of the tabs. The distance between the lock 
ing points a of the strap is greater than 
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the distance between the lower ends I) of 
the slots 19 and 20, so that when the tongues 
are engaged with the slots the strap will be 
arched to securely embrace the ties but at 
the same time will not crush them, The dis 
tance between the points a and the upper 

' ends of the tongues is less than the length 
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of the slots to facilitate engagement of the 
tongues with the slots. This engagement 
may be accomplished either by arching 
the strap and allowing the tongues to ex-_ 
pand laterally into engagement with the 
slots and thereupon drawing the strap lon 
gitudinally of the tray by means of the tabs 
so that the tongues are interlocked with the 
slots, or one of the tongues may be en 
gaged with one of the slots, and by a rotary 
movement the other tongue may be moved 
into the other slot as shown in Fig. 4. The 
tongues 22 and 23 extending through the 
slots, it will be noted, engage the base of 
the box and support the tray intermediate 
its ends. ' 
My improved display box, it will be noted, 

is very simple in construction and requires 
a very small amount of material to con 
struct, the placing of the ties in the box and 
the assembling of the device requires a min 
imum of labor and time and a very e?icient 
container and effective display is provided. 

I have illustrated and described a pre» 
ferred and satisfactory embodiment of my 
invention but it is obvious that changes may 
be made therein within the spirit and scope 
thereof as de?ned in the appended claims. 

. I claim: a 

1. In a display device, a container, a tray 
I support for the articles to be displayed dis 
posed in said container, said articles adapted 
to extend about said support above and be 
low the same, the said tray being provided 
with slots at the sides of said articles, and 
a retaining strap having tongue means at its 
ends detachably engaging said slots of said 
tray support and having its portion inter— 
mediate said tongue means extending trans 
versely over said articles at their exposed 
side above said tray and adapted to retain 
said articles upon said tray. 

2. In a display device, a tray support for 
articles to be displayed disposed in said con 
tainer, means of supporting one’ end of 
said tray support raised from the base of 
said container, said tray support being pro 
vided with an aperture at said raised end, 
and withslots at either side thereof, said 
articles adapted to be folded about said 
support above and below the same, the bight 
of the fold engaging said aperture, and a 
retaining strap detachably engaging the 
slots of said tray support and extending 
transversely over said articles at their ex 
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posed side above said tray support and 7 
adapted to retain said articles on said tray. 

3. In a display device, a container having 
a base and upright sides‘ and ends, a tray 
support for articles to be displayed disposed 
in said container,‘ means for supporting said 
tray support raised from the base of 
said container 'and below the upper 
edge of said side and ends to pro 
vide spaces above and below said tray 
support within the con?nes of said con 
tainer, said tray support being provided 
with an aperture adjacent one of the ends 
of said container, and with slots at either 
side thereof, said articles adapted to be 
folded about said tray support above and 
below the same, the bight ofthe fold en 
gaging said aperture and a retaining strap 
detachably engaging the slots of said tray 
support and extending transversely over 
said articles at their exposed side above 
said tray support and adapted'to retain said 
articles upon said tray. 

4. A display device consisting of a tray 
member and a retaining member, said tray 
member being provided with spaced slots 
extending longitudinally thereof, said re 
taining member comprising a strap pro 
vided at its ends with tongues having tabs 
extending longitudinally of said tray mem 
her, said tongues adapted to be engaged 
with said ‘slots, said tabs adapted to engage 
with said slots to maintain the transverse 
position of said retaining member, said 
tongues of said retaining member being 
spaced apart a greater distance than said 
slots of said tray member so that in the en 
gaged position of said retaining member, it 
is arched above said tray member, the ar 
ticles to be displayed adapted to be folded 
about said tray member above and below 
the same, the portion above the tray member 
being held beneath said retaining member. 

5. In a display device, a container, a tray 
support for the articles to be displayed, 
provided at one end with supporting means 
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adapted to support it in inclined position in ' 
said container, and provided intermediate 
its ends with slots, said articles adapted to 
extend about said support above and below 
the same, and a retaining strap provided 
with tongues extending through said slot, 
and adapted to support said tray inter~ 
mediate its ends, said strap extending trans 
versely over said articles at their exposed 
side above said tray and adapted to retain 
said articles upon said tray. 
In testimony that I claim the foregoing as 

my invention, I have signed by name here 
under. ' 

NATHAN SGHOENFELD. 
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