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ADJUSTABLE SHELVING. 
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To all Íwhom ¿t may concern : 
Be it known that I, ALBERT H. LEVENE, a 

citizen of the United States, residin at 
Philadelphia, county of Philadelphia, ,tate 
of Pennsylvania,have invented a new and 
useful Adjustable Shelving, of which the 
following is a specification. 
@ne of the main objects of my present 

invention is to devise a novel construction 
of shelving wherein when shelves on the op 
posite side of an upright are in horlzontal 
alinement the locking members or chps em 
ployed on opposite sides of the upright’will 
pass through each shelf into the upright, 
the construction being such that the shelf on 
one side of the upright is capable of'inde 
pendent adjustment or removal without 
affecting the alined shelf on the opposite 
side of the upright. u 
With the above and other objects in view 

as will be hereinafter more clearly set forth 
my invention comprehends a novel construc 
tion of adjustable shelving in which the 
shelvesl are capable of adjustment in order 
to eii’ect their rearrangement in accordance 
with the character of the material to be 
stored. _ 

llt further comprehends a novel construc 
tion of shelving in which the uprights are 
provided >with a plurality of rows of slots 
arranged in spaced relationship. The 
shelves are provided with a novel construc 
tion and arrangement of slots to register 
.with predetermined slots of the rows of 
slots in the upright and locking devices are 
employed having means to pass through a 
shelf and into _the upright, the construction 
of such locking devices being preferably 
such that each device will have a locking 
member to pass through a slot ,of each row 
so that any rocking or wabbling movement 
of the shelves is positively prevented and 
the shelves Vare securely locked with respect 
to the uprights. 

lt further comprehends a novel construc 
tion et' shelving which lis constructed in 
such manner that the same shelves and up 
right may be employed 'for either a bolted 
or adjustable type construction so that the 
shelves and upright will be standard for 
both types of construction. lt' further com 
prehends a novel construction and arrange 
ment of uprights, a novel construction _of 
shelves, and a novel construction of clips 
which have locking t êß‘nes to extend lat 
orally through the ein. es and upright and 
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adapted to interlock with the upright when 
the clips and shelf are moved a short dis 
tance relatively to the stationary upright. 

It further comprehends other novel fea~ 
tures of construction which will hereinafter 
more clearly appear in the detailed descrip 
tion of my invention. 
For the purpose of illustrating my in 

vention, I have shown in the accompanying 
drawings a preferred embodiment of it. It 
is, however, to be understood that the _va« 
clous instrumentalities of which my inven 
tion consists can be variously arranged and 
organized and that the invention is not lim 
ited to the precise arrangement and organ 
ization of these instrumentalities as herein 
set f_orth. . 

. Figure l represents, inperspective, a por 
tion of the shelving, showing the manner in 
which the shelves interlock with the up 
right. 
FFig. 2 represents a section on line 2~2 of 

1 . . 

ig. 3 represents a section on line 3-3 
of Fig. l. 

Fig. 4 represents, in side elevation, a por 
tion of an upright, Showing more particu 
larly the construction and arrangement of 
the apertures therethrough. 

Fig. 5 represents, in side elevation, a por 
tion of a shelf Ílange on one side of the up 
right, showing more particularly the con 
struction and arrangement of the apertures 
therethrough. 

Fig. 6 represents` in side elevation, a 
portion -of the shelf fiange to be used on the 
oppositeside of the upright and showing 
the construction and arrangement of the 
apertures. ' 

Fig. ‘T representsr` in perspective, a locking 
clip employed. 

Fig. 8 represents a section on line 8_8 of 
Fig. 9, showing two rows of shelves and 
the manner in which the rear Walls are in 
terlocked and the manner in which the 
shelves are interlocked with the upright. 

Fig. 9 represents a section on line 9~9 of 
. 8. . 

Fig. l0 represents, in perspective, a type 
of clip which may be employed at the front 
end of the shelf. 

Similar numerals of reference indicate 
corresponding parts. 

Referring to the drawings, 
l designates the uprights which are pro 

vided at their forward ends with 'flanges 2 
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are provided with two lines of slots 3 and 
4, respectively, and with a single line of 
bolt holes 5, preferably positioned between 
the slots 3 and 4 and, as illustrated, the slots 
3 and 4 and the bolt holes 5 open into each 
other but this is not necessary in all cases 
arising in practice. It is, however, desir 
able, from the standpoint of manufacture, 
to have the bolt holes open into the slots 
since the slots and the bolt holes can then be 
readily formed in a single stamping opera 
tion, as will be understood by those skilled 
in the art. ' 
The slots 3 and 4 formed in the upright 

are lpreferably disposed in parallel aline 
mentand are preferably of the same dimen 
sions. _ . 

6 designates a shelf on one side of the up 
right 1 and 7 designates a corresponding 
shelf to be used on the opposite side of an 
upright 1. Each shelf has its front wall 
reinforced by means of a reinforcing bar 
of any desired type such as for example a 
channel 8 around which the material ofthe 
shelf is bent in the usual manner, as will 
be understood by reference to Fig. l. `The 
ends of each channel 8 are bent rearwardly, 
as indicated at 9, see Figs.. 1 and 8. One 
line of shelves as for example the shelves 6 
see Fig. 5,» is provided with' two lines o 
slots 10\and 11, respectively, and a single 
line of bolt holes 12. The slot 11 is of the 
saine width as the slot 10 but is made a 
little longer and extends through the bottom 
of the shelf fiange. The juxtaposed line’of 
shelves, as the shelves 7, are provided with 
two ’lines of slots 13 and 14, respectively, 
and a single line of’bolt- holes 15. The slot 
13 is of the same widthvas the slot 14 but 
is preferably slightly longer than the slot 
14 and extends through' the bottom of the 
shelf flange. 16 and 17 represent, respec 
tively, a novel construction of clips which 
are employed. it being seen that on account 
of the enlargement formed by they channel' 
8, it is necessary‘to offset the clips 16 more 
than the clips 17 , while the clips 16 have 
to accommodate the upwardly deflected por 
tion 18 of the side flange 19 depending from 
the floor of the shelf. 

I will first explain the construction of the 
clip 16 reference being directed more par 
ticularly to Fig. 7. Each clip 16 is provided 
with an offset 20,> therebyk forming a seat 21, 
an upper extending portion 22 and a down 
wardly extending lower portion 23, such por 
tions having facesl conforming to the juxta 
posed faces of the shelf and upright. Near 
the upper end of the clip 16, I provide a lat 
erally extending locking tongue 24 having a 
downwardly deflected hook forming exten 
sion 25 at its free end. In proximity to the 
tongue 24, I provide an aperture or bolt hole 
26. ()n the downwardly extending portion 
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23 of the clip, I provide the laterally ex 
tending portion 27 which terminates at its 
forward end in a downwardly extending 
hook forming portion 28. In proximity to 
this laterally extending tongue 27, I provide 
through the portion 23 a bolt hole or` aper~ 
ture 29. I have preferred to illustrate the 
locking tongues 24 and 27 as projecting from 
opposite edges of the clip but it will be ap 
parent that they would perform the same 
function in many respects if they extend 
from the same side of the clip. 
The clips 16 are provided withvone or 

' more reinforcing ribs 30 of any desired for 
mation. The clips 17 conform substantially 
in construction to the clips 16 except that 
they are not offset to the same extent. ‘Each 
clip 17 is offset, as at 31, and near its upper 
end isprovided with a locking tongue 32 
extending laterally from it and 4terminating 
in a hook forming portion 33. A bolt hole 
34 is provided in proximity to the locking 
tongue 32. ’ » 

Near the lower end of the clip 17, I pro 
vide a laterally extending locking tongue 35 
which terminates insa hook forming por 
tiony 36, and a bolt hole 37 is formed in 
proximity to the locking tongue 35. The 
locking tongues 32 and 35 are preferably 
projected from opposite edges'of the clip 17. 

_ It will` be noted that when the yholes in 
the‘ flanges 19 of the shelves on opposite 
sides of the upright 1 are brought into reg 
ister, the longer slot in one shelf is diamet 
rically opposite the longer slot in the other 
shelf. Each channel 8 is provided with two 
rows of slots 38 and 39, respectively, as 
will be “understood by reference to Fig.`3, 
and with a bolt hole 40, see F ig. 8. 

rI_lhe manner in which the shelves are .se 
cured with respect to the upright 1 will 
now be readily annarent to those skilled in 
the art and is as follows : 
When it is desired to secure a shelf in 

place, or to adjust its position with respect 
to the u‘wifrht. the operator brings the shelf 
into such position that the slots 10 and 11 
or the slots 13 and 14 will bein register with 
the slots 3 and 4 of the upright. The lock 
ing clips 17 are then placed inposition so 
that the locking tongues 34 and 35 pass 
through different slots, as will be understood 
by reference toFigs. 1 and 2. _ 

It will be understood from Figs. 1 and 3 
that the locking clips 16 interlock with the 
shelf and the upright in a similar manner 
lexcept that their locking vtongues pass 
through apertures in the channel beam. As 
soon as the clips are in position the shelf 
and the clips are lowered so that the hooks 
33 and 36 of the clips 17 and the hooks 
25 and 28 of the clips 16 will secure the 
shelves in proper assembled position with 
respect to the upright. 

Special attention is directed to the man 
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Lessen 
-ner in which one vertical row of shelving 
can be adjusted independently of the ad 
joining vertical row of shelving. The clips 
17 seen in Fig. l, owing to the provision 
of the longer slot in the shelf, can be raised 
with the shelf so that the locking clips on 
one side of an upright can be removed with 
out affecting in any manner the position of 
the shelf on the opposite side of the upright. 
If two shelves of two adjoining vertical rows 
are to be located in the same horizontal 
plane they are assembled in the manner seen 
in Figs. 1, 2 and 3. From this it will be seen 
.that the locking tongues at the upper ends 
of the clips pass through in different direc 
tions the diametrically located slots in the 
shelves and in the upright while the locking 
tongues of different clips pass through -dia 
inetrically located slots in theviipright. 
-By such construction any lateral play of 

the clips with respect to the u right is pre 
» vented and the shelves are rigi ly secured in 
their adjusted position so that under load 
they will retain the position in which they 
have been adjusted. Each bracket is prefer 
ably provided with a locking tongue'to en 
gage both lines of slots, one in a shelf and 
one in an upright'. 
In so far as I am aware, I am the íirst‘in 

the art to devise a'locking clip or bracket 
such as I6 or 17 provided with laterally eX 
tending locking tongues which pass through 
the shelf and into the upright to interlock 
with the upright when the shelf is lowered 
and in all cases the locking clip or bracket 
may be inserted or removed without the ne 
cessity of employing any tools. I have pre 
ferred to show the locking tongues located in 
such a position that one is located above they 
other but these locking tongues may be 
brought nearer together or located in the 
same horizontal plane or presented from vthe 
same edge of the bracket instead of from op 
posite edges and still be within the spirit or 
scope of the invention. It will also be appar 
ent that the line of bolt holes may be dis 
pensed with in many cases arising in prac 
tice and only the two lines vof slots employed. 
If the bolt holes are employed, they do not 
necessarily have to open into the slots. These 
bolt holes are simply an accessory which may 
be employed in order to enable one to elimi 
nate the brackets when a permanent type of 
shelving is desired as the brackets are more 
expensive than the bolts. The slots in the 
shelves are preferably slightly wider than 
the slots in the upright and the locking 
tongues have a snug fit in the slots of the 
upright to prevent any rocking or lateral 
movement. The locking clips or brackets 
are preferably stiifened "especially Where 
they are bent or offset to support the channel 
and they are preferably also provided with 
any desired type of ribs to effect their rein 
forcement. 

8 

It is also within the scope of my invention 
to construct the shelving in such a manner 
that the bracket does-not have to be ar~ 
ranged vertically to be removed but can be 
removed by a horizontal sliding movement. 

It will be apparent from the foregoing 
that in~ accordance with my present inven~ 
tion when the shelves on opposite sides of 
the upright are arranged in horizontal aline 
ment any shelf on one side of the upright 
can be removed or adjusted without añecting 
the locked condition of the shelf on the op 
posite side of such upright. 

It will further be apparent that while my 
present invention relates more particularly 
to shelving which is adjustable if it is de 
sirable to have the shelving at any time 
made more rigid all that it is necessary to do 
is to insert a bolt through the bolt holes and 
affix nuts to the bolts. 

It will be apparent that while I have 
shown my present invention asvapplied to 
shelving, it is vnot limited thereto in its broad 

Y and generic application but is intended to 
cover any construction wherein two or more 
members are locked together in the manner 
herein shown and Ywherein when an inner 
and 'outer and an intermediate member are 
employed. one outer member or inner mem 
ber may be removed independently of the 
other and without affecting the locked con 
dition of the other by simply removing the 
clips on one side of the intermediate mem 
ber and it is to be understood that my claims 
to such features are to receive the broad in 
terpretation to which a generic invention is 
entitled. ' 

It will now be apparent that I have de 
vised a novel and useful construction of ad 
justable shelving which embodies the fea 
tures fof advantage ‘enumerated as desirable 
in the statement of the invention and the 
above description and while I have, in the 
present instance, shown and described a pre~ 
ferred embodiment thereof which will give 
in practice satisfactory and reliable re 
sults,`it is to be understood that such em 
bodiment is susceptible >of modification in 
various particulars without de 'arting from 
the spirit or scope of the invention or sacri 
ficing any of its advantages. 
Having thus described 'my invention, what 

I claim as new and desire to secure by Let 
ters Patent, is : 

l. In shelving, the combination with `a 
shelf having a pair of slots therein, of an 
upright having two lines of spaced slots 
therein arranged in pairs, and a locking der 
vice having a plurality of locking members 
passing through slots in eachl line in both 
the shelf and theupright _to lock a shelf in 
adjustable position with respect to the up~ 
right. , 

2. In shelving, the combination with the 
upright having lines of slots therein, of a 
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shelf having slots to register with prede 
termined lines of slots _in the upright, and 
4locking clips having locking tonguesy to pass 
through each line of slots in the upright 
and lock the shelves in adjusted position 
with respect to the upright. 

3; In shelving, the combination with the 
upright having a plurality of lines of spaced 
slots with the slots of substantially the same 
dimensions, of a shelf having slots to regis 
ter with predetermined slots in the upright, 
one of the slots in the shelf` being longer 
than the other, and a locking clip having a 
plurality of locking members extending into 
spaced slots in the uprifrht, one of said mem 
bers passing through a slot in said shelf. 

4. In adjustable shelving, the combination 
with the uprights and the shelves, of lock-l 
ing clips passing'thro'ugh the shelves in_to 
the'uprights, in opposite directions, the clip 
on one side of the upright overlapping the 
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and with a bolt hole between a pair of slots 
>and opening thereinto. 

l0. As a new article 4of manufacture, a 
locking clip for shelving offset intermediate 
its ends and provided with a locking mem 
ber at its upper end and a locking member 
at its lower end. y 

11. As' a new article of manufacture, a 
locking clip for'shelvinfr. comprising a mem 
vber offset intermediate its ends, having a 
laterally-extending tongue at its upper end 
terminating in a hook and having at its 
lower end a laterally extending tongue ter 
minating in a hook. ~ . 

12. As a new article of manufacture, a 
_ locking clip for shelving,‘co1nprising a 
member offset intermediate its ends, having 
a laterally extending tongue at its upper 
end and terminating in a hook and having 
at its‘lower end a laterally extending tongue 
_terminating in a hook, said tongues bemg 

clip on the other side of the upright, said LPI‘OjeCted from opposite sides of the body 
clips being constructed to be removed and 
inserted without the use of tools. 

5. `In shelving, the combination with an 
upright having vertically extending lines of 
spaced slotsv arranged in pairs, of a shelf 
having a flange provided with slots to regis 
ter with a pair of slots in the upright, one 
of the flange slots being closed and the other 
flange slot being longer than the first slot, 
.and a clip having a pair of locking members 
one of which passes through one slot of a 
pair in the shelf and upright and the other 
of which passes through a different slot in' 
the upright to prevent rocking or wabbling 
of the shelf. 

6. In shelving, the 4combination with an 
upright having vertical lines of slots ar 
ranged in pairs,„of shelves on opposite sides 
of the upri ht having flanges, each flange 
being provi ed with a pair of slots to regis 

' ter with a pair of slots in the upright, one 
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slot of a p‘air opening through the bottom of 
the flange, and clips each having an upper 
locking member to pass Íthrough’ a flanged 
slot in each shelf and a slot in the upright 
and having a lower locking member pass 
ing through a different slot in the upright, 
whereby a locking clip on one side of an up 
right can be independently removed and the 
‘shelf which is locked removedwithout af 
fecting the locked condition of the shelf on 
theopposite side of the upright. 

7. In shelving, a shelf, an upright having 
lines of laterally spaced slots, and a shelf 
locking device passing through a pair of 
slots in_the upright to lock the shelf to it. 

>8. In shelving, as a new article of manu 
facture, an upright having two lines of 
spaced slots withl a bolt'hole between pairs of 
slots. ‘ ' ~ 

9. As a new article of manufacture, an 
upright for shelving having two lines of 
slots therein with the slots arranged in pairs 

portion of the clip and extending in substan 
tially' the same direction. ' 

13. As a new article of manufacture, a 
locking clip for shelving, comprising a body 
portion offset intermediate its ends, and hav 
ingI a plurality of laterally extending lock 
ing tongues, said body portion having a bolt 
ho e through it. `I 

14. As a new article of manufacture, a 
shelf having a pair of spaced slots with a 
bolt hole between the slots and opening|into 
them. ` 

15. In shelving, the combination with an 
upright having lines of slots arranged in 
pairs, of a shelf to be secured to one side of 
the upright having a plurality of spaced 
slots adapted to register with predetermined 
vslots in the upright, a shelf to be se 
cured to the opposite side of the up 
right and provided with a plurality of 
slots to register with predetermined slots 
of the upright and with the slots in the 
other shelf, one slot in the first shelf being 
open'at its lower end and one slot in the sec 
ond shelf being open at its lower end, a 
>locking clip on each side of the upright, each 
clip havingy a locking member to pass 
through registering slots in the shelves and 
upright and provided with a locking mem 
ber to pass through opposite slots in a dif 
ferentA line of slots in the upright and there 
by prevent any lateral or rockmg movement 
of the shelf with respect to the upright. _ 

16. The combination of two members hav 
ing registering slots, of a locking clip hav 
ing means to pass through said slots and 
lock the two members together, said means 
preventing the rocking of one member with 
res ect to the other. 

1 . The combination Yof an outer, inner 
and intermediate member having register 
ing slots, and a pair of clips having locking 
means to pass through opposed slots in o_p 
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posite directions to lock the members to 
gether7 _said inner or outer member being 
removable without affecting the other when 
its respective clip is detached. 

18. Asa new article of manufacture, a 
locking clip comprising abody portion hav 
ing extending in the Same direction from 
opposite edges of it locking members ter 
minating in downwardly deflected portions. 

19. In shelving, the combination with an 
upright, of shelves arranged in horizontal 
alineme'nt on opposite sides of the upright, 
a detachable locking device passing through 
~a Shelf on one side of the upright and inter 
locking with it to secure said shelf in ad 
justed position, _and a locking device for the 
other horizontally alined shelf passing 

5. 

through the shelf and the upright and inter 
locking with the latter, whereby two shelves 
can be locked in horizontal alinement to the 
upright, the locking device of one shelf be 
ing removable without affecting the locked 
condition of the horizontally alined shelf on 
the other side of the upright. 

20. In an adjustable shelving, an upright, 
a shelfl and manually locking members pass 
ing through the shelf and interlocking with 
the upright and having integral means 
thereon to prevent relative movement of the 
shelf and upright. _ 

ALBERT H. LEVENE. 
Witnessesâ 

H. S. FAnzBANKs, 
C. D. MCVAYx 
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