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To all whom it may concern: . 
Be it known that I, I‘IENRY C. HoHMANN, 

a citizen of the United States, residing at 
Louisville, in the county of Jefferson and 
State of Kentucky, have invented certain 
new and useful Improvements in Stop and 
“Taste Cock Plugsyand I do hereby declare 
the following to be a full, clear, and exact 
description of the invention, such as will 
enable others skilled in the art to which it 
appertains to make and use the same. 
This invention relates to attachments for 

stop and waste cocks, and the primary ob 
ject of the invention is to provide an im 
proved device arranged to be detachably 
?tted into the waste hole for controlling the 
?ow of water therefrom, when the valve is 
shut off, for permitting the pipes or other 
plumbing in the house to be repaired, which 
prevents the waste of the water and elimi 
nates the necessity of catching the same, so 
that the water will not ?ow over the floor 
‘or onto articles adjacent to the cock. 

Another object of the invention is to pro 
vide an improved plug threaded into the 
waste hole of a stop and waste cock, so as 
vto prevent the ?ow of water therefrom when 
the cock is turned off, said plug being so 
constructed as to permit the escape of water 
‘from the pipe when so adjusted and to guide 
the water downward and thus prevent the 
same from ?owing into the person’s face 
operating the cock. 
A still further object of the invention is 

to provide an improved waste plug for stop 
, and waste cocks, which is of simple and 
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durable construction, one that can be man 
ufactured and placed upon the market at a 
reasonable cost. 

‘With these and other objects in view, the 
invention consists in the novel construction, 
arrangement and formation of parts, as will 
be hereinafter more speci?cally described, 
claimed and illustrated in the accompanying 
drawings, forming a part thereof, in which: 
Figure 1 is a front elevation of a stop 

and waste cock with the attachment applied 
thereto. 

Fig. 2 is a vertical transverse section 
through the same, and - 

Fig. 3 is a detail perspective view of 
the waste plug. 
Referring to the drawings in detail, 

wherein similar reference characters desig 
nate corresponding parts throughout the 
several views, the numeral 1 indicates a 

stop and waste cock plug of the ordinary 
or any preferred construction-includinga 
body 2 receiving the rotatable plug or valve ' 
3, which is ?tted in the body in the‘ ordinary 
method and operated by the. handle 11-. The 
rotatable valve 3‘ is provided with the ordie 
nary water passage 5 and the relatively small 
transverse water passage 56. ‘ The body '2 
isvprovided with an outstanding nipple ‘7, 
which registers with the waste hole 8, Which 
permits the water to?ow from the pipes in 
a house when the plug 3 is turned, so as to 
prevent the ?ow of Water through the water‘ 
way 5. The nipple 7 is providedwith in 
ternal screw threads 9 in which is threaded 
the improved plug 10. The improved plug 
10 includes the shank or stem 11, which is 
externally screw threaded and provided 
with the annular shoulder 12 adjacent the 
rear end thereof, and the thumb piece 13 by 
means of which the plug is readily turned. 
A suitable Washer or gasket 14: isplaced 
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upon the stem 11 and in engagement with ' I 
the collar 12 and forms means for engaging 80 
the outer surface of the nipple 7 to stop ' 
the leakage of water around the plug. The 
inner end of the nipple has the bore thereof 
reduced and tapered as at 15 and the inner 
end of the plug is tapered as at 16'and is 
adapted to engage the restricted portion of 
the bore and form an additional'means for 
preventing the leakage of water from the 
nipple. The stem is provided with a longi 
tudinally extending groove 17, which per- 
mits the water to flow from the nipple, when 
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the plug isradjusted so that the gasket 14 i 
is out of engagement with the outer end of _ 
the nipple. The plug can be so turned as to 
position the groove 17 at the bottom thereof,‘ 
which in connection with the collar 12 will; 
de?ect the water’ downward. 
From the foregoing description it can be 

seen that an improved adjustable plug is 
provided, for controlling the ?ow of water 
from the waste hole and thus permit the 
plumbing to be repaired Without necessi 
tating the draining of the water from the 
pipes. The plug also prevents dripping of 
the water from the waste hole, which is 
usual in valves of this type when the same 
have become slightly worn. 
In practice, I have found that the form 

of my invention illustrated in the accom~ 
panying drawings and referred to in the 
above description, as the preferred embodi 
ment, is the most e?icient and practical; yet 
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realizing the conditions concurrent with the ’ 
adoption of my device will necessarily vary, 
I desire to emphasize that various minor 
changes in details of construction, propor-. 
131011 and arrangement of parts maybe re 
sorted to, when required without sacrificing 
any of the advantages of my lIlVGl'llllOIl as 

' set forth. 
WhatI claim as new is: ' ‘ 

- -A device .of the character set forth in 
cluding a body of a valve-having a laterally 
extending draining nipple provided with 
internal screw threads, a ‘screw threaded 
shank threaded into said nipple, a valve seat 
formed. within the nipple,’ a pointed end 
formed'on said shank and adapted to en 
g-agethe valve seat, an annular collar formed 
on the other end of the shank and ‘adapted 
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‘to abut the outer end of the nipple'to co 
operate with the pointed end of the shank 2O 

' and valve seat ‘in sealing the nipple7 said 
shank having'a groove extending from the 
pointed end to the collar ‘to permit the es 
cape of fluid from the nipple when the 
pointed end is unseated and the collar dis-‘ 
engaged from the nipple, said collar being 
adapted to de?ect the ?uid laterally from 
the groove, and ‘a handle formed on'said 
collar.v ‘ ' 

in presence of two witnesses. 

V V v .HENRY c. HOHMANN, 
lVitnesses :7 ' ~ , 

B. LEGY, V 
J OHN S. HORNEK. ' 

In testimony whereof I a?ix my signature 3O 


