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To all on item it may 0002 0am: 
Be it known that ‘I, ANTHONY L. Asrn, a 

citizen of the United States, and a resident 
of the borough of Brooklyn, county of 
Kings, city and State of New York, have 
invented certain new and useful Improve~ 
ments in Powder-Boxes, of which the fol 
lowing is a speci?cation. 

' This invention relates to powder boxes 
and has for its primary object to provide 
improved means for assembling in compact 
relation with the body of the box, a holder 
for a pad, cloth or other applicator. 

' More particularly, the present invention 
contemplates the provision of a box or re 
ceptacle such as is commonly used for tal 
cum powders, the body of the box having a 
false bottom wall provided with a central 
upwardly projecting portion affording a re 
cess, and a detachable bottom section for the 
box, frictionally held in assembled relation 
therewith and adapted to contain the pad or 
other applicator member which projects 
from the open side of the bottom section 
and into said recess. ‘ 

It is a further general object of my inven— 
tion to provide a powder box or container 
having a detachable bottom section which is 
of such construction that the invention may 
be readily applied to boxes or containers of 
various shapes and without greatly increas 
ing the manufacturing cost thereof. 
With the above and other objects in view, 

the invention consists in the improved com 
bination, arrangement and construction of 
the several parts, as will be hereinafter 
more fully described, subsequently claimed 
and illustrated in the accompanying draw 
ing in which similar reference characters 
designate corresponding parts throughout 
the several views and w ierein— 

Figure 1 is a perspective view, partly 
broken away, of a talcum powder box con 
structed in accordance with one embodiment 
of my invention; 

Fig. 2 is an enlarged vertical ‘section 
through the base portion of the box; 

Fig. 8 is a detail perspective view of the 
base section detached from the body of the 
box; _ 

Fig. 1i is an elevation, partly in section, 
illustrating a slightly modi?ed construction 
of the invention and showing the same as 
applied to another form of box; and 

Fig. 5 is a detail fragmentary vertical sec 

tion showing another alternative form of 
the device. 

It is customary in establishments devoted 
to the polishing of shoes to provide the em 
ployees‘with boxes containing talcum pow 
der which is applied to the surfaces of the 
shoe and briskly rubbed thereover with a 
cloth in order to enhance the polish or gloss 
.on the shoe surface. It is the primary object 
and purpose of my present invention to pro 
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vide the talcum powder box with improved 7 
means whereby the polishing cloth or pad 
may be compactly arranged and carried by 
the box or container, so that it will not be 
likely to be misplaced and lost. 
In Fig. l of the drawing I have illus 

trated a talcum powder box having a body‘ 
5, whichmay be either of elliptical or cir 
cular form in cross section. This body is 
provided at its upper end with the usual 
perforated cap 6 and a shiftable disk for 
opening and closing the perforations in said 
cap. The wall of the body 5 at its lower end 
is forced inwardly and upwardly by means 
of a suitable die whereby a circumferential 
head 7 is formed and an annular inwardly 
extending longitudinal portion 8 in close 
contact with the body wall of the box. 9 
designates the false bottom wall which is 
thus formed within the lower end of the 
box body, and the central portion of this 
wall is upwardly projected as at 10, to 
thereby produce an exterior recess 11 in said 
false bottom wall. The detachable base 
section 12 of the box is reduced in diameter 
at one of its ends to provide the longitudi 
nally extending ?ange 13, which is adapted 
for tight frictional engagement against the 
inner face of the inturned portion 8 of the 
body wall of the box. The annular section 
of the false bottom wall 9, which connects 
the portion 8 with the upwardly projected 
portion 10 affords a stop shoulder with 
which the end of the flange 1-3 is adapted 
to contact. ‘Within the detachable bottom 
section 12 of the box a pad or cloth indi 
cated at 1A: is adapted to be arranged. A 
portion of this cloth projects beyond the 
open end of the bottom section 12 and is re 
ceived within the recess 11 of the box bot 
tom. By providing this recess, it is possible 
to employ a relatively shallow bottom sec 
tion 12. 

In the use of the device, the powder is 
shaken from the box through the perfora 
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tions in the cap thereof upon the shoes, and 
the bottom section 12 is detached from the 
box body and the cloth or other polishing 
member removed therefrom. This cloth is 
then applied to the surfaces of the shoe in 
the usual manner. It will be apparent,>how 
ever, that,if desired, the cloth or pad may 
be permanently secured within the detach 
able section 12 of the box, especially when 
the device is intended for other uses than 
(that to which I have above referred. 

In Fig. 4 of the drawing I have disclosed 
a slightly modified construction of'the box 
‘wherein the false bottom wall 9’ is stamped 
‘from a separate piece of metal and the lower 
edge of the body wall of the box is securely 
clenched and held within the outwardly 
turned bead 7 ’ on the lower edge of said bot 
tom wall. In all other respects, the con 
struction is identical with that which I have 
above described. I have, however, shown 
this modi?ed construction as adapted to a 
relatively shallow cylindrical box 5’, such 
as is usually employed as a container for 
toilet powders. In such case, the detachable 
box bottom might‘be provided with a pad 
of chamois or cotton permanently ?xed 
therein, though it is to be understood that 
in connection ‘with this type of box I might 
also use the removable cloth or other appli 
cator member. ‘ .' 

' From the foregoing description considered 
in connection with the accompanying draw 
ing, the construction of my improved pow 
der box, and its several advantages in prac 
tical use, will be clearly and fully under 
stood. The bottom section of the box may 
be easily and quickly applied and is securely 
held in connection with the body section by 
the tight frictional engagement of the ?ange 
13 with the wall 8. The cloth 14, which is 
housed within this body section, is thus very 
compactly held and retained by the assem 

. bled sections of the box, so that it will not 
be misplaced or lost, and is always ready 
for instant use. The two sheet metal sec 
tions of the box can be readily formed or 
stamped by means of suitable dies in an ex 
peditious and inexpensive manner, so that 
the box may be employed as a container for 
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talcum powders and the like at a cost which 
is but slightly in excess of that incident to 
the use of the present box construction. 
In Fig. ‘5 of the drawing I have illus 

trated another construction wherein the part 
8’ is not provided with the flange or shoul 
der 9, but is extended in contact with the 
body wall of the box to its point of juncture 
with the false bottom 10’. This part 8’ is 
separately formed and at its edge is turned 

, outwardly and together with theedge of the 
body wall of the can formed into the bead 7a. 
The detachable base section 12’ is relatively 
deep and the ?ange 13’ thereof which fric 
tionally engages within the part 8’ pref 
erably is relatively short and does not con 
tact with the bottom wall 10’. -By this con 
struction, the device is somewhat simpli?ed 
and a chamber of considerable capacity af 
forded for the reception of the cloth or pad. 

While I have herein shown and described 
several practical forms of my invention, it 
is nevertheless apparent that the device may 
also be exempli?ed in various other alterna 
tive constructions, and I accordingly reserve ' 
the privilege ofradopting all such‘legitimate 
changes as may be fairly embodied within 
the spirit and scope of the invention as 
claimed. 

I claim- 7 

A powder box comprising a box body hav 
ing a false bottom offset inwardly and in 
stepped relation relatively to the plane of 
the lower edge of the box body, the said bot 
tom being stepped from wall to wall of the 
box body and the lower portion of said bot’ 
tom being equal substantially to the diame 
ter of the box body, and a powder puff 
holder of substantially the same diameter as 
the box body and provided with an upper 
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reduced portion adapted to frictionally en- , 
gage in said stepped bottom, said powder 
puff holder providing a true bottom for the 
box body upon which the latter is adapted 
to rest. ' ~ 

In testimony that I claim the foregoing 
as my‘ invention I have signed my name 
hereunder. ' 

ANTHONY L. ASTE. 


