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To all whom it may concern: 
Be it known that I, ANNA DEANE BAILEY, 

a citizen of the United States, and resident‘ 
of the borough of Manhattan, city, county, 
and State of New York, have invented cer-' 
tain new and useful Improvements in Life 
Preservers, of which the following is a speci 
?cation. 
The main object of this invention is to 

provide a jacket form of life preserver 
which is reversible, that is to say which may 
be secured to the wearer with either side 
out, and which may be attached to the body 
very conveniently and quickly and without 
confusion. 
A further object of the invention is to 

provide a jacket form of life preserver 
‘ which is adjustable, that is to say may be 
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contracted about the body of the wearer so 
that it may be made in one standard size 
and yet be adapted for use by persons of 
311% SlZe. ' .- . ' here are other important objects and 
advantages of the invention which will ap 
pear hereinafter. ' 
In the drawings, Figure 1 is an elevation 

of the device in its open or extended posi 
tion; . 

Fig. 2 a similar view showing the oppo 
site side to that shown in Fig. 1; 

Fig. 3 a perspective view of the device 
in position for use; _ 

Fig. 4 a detail vertical sectional view of 
the device through the back portion thereof; 

Fig. 5 a detail horizontal sectional view 
of one of the front portions of the device; 

Fig. 6 a detail elevation of a portion of 
a jacket showing a slightly modi?ed ar 
rangement of the securing and contracting 
ta es; and . . ' ' 

ig. 7 a horizontal sectional view of the 
device shown in Fig. 6. ' ‘ 

Referring to the various parts by nu 
merals, 1 designates the back section or part, 
and 2 and 3 the divided front section, said 

- parts 2 and 3 being joined to the backsec 
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tion along the vertical edges thereof. The 
two portions of the front section may be 
separately made and attached to the back 
section, but I refer to cut the material for 
the back and ront sections in one piece, as 
indicated in the drawings, so that the front 
sections are integral with the back section. 
The front and back sections of the jacket 
are formed with substantially vertically dis 
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posed pockets in which the buoyant material 
such as_ cork or kapok is packed. The 
pockets 1n the back section terminate above 
the lower edge of the section as indicated in 
Flgs. 1 and 2, to form a thin apron-like art 
fl along the lower edge thereof. The poc ets 
1n the front section run throughout the 
length of the parts so that a greater amount 
of buoyant material will be in the front sec— 
tlon than in the back section, the object be 
mg to throw the wearer into a slightly back 
wardly reclining position when in the water. 

Connected to the upper ends of the front 
and back sections is a collar portion 5, said 
collar portion being connected by means of 
an unpadded ?exible portion 6 ‘which is 
adapted to ?t over the shoulders of the 
wearer. In this unpadded section is formed 
a tubular passage 7 through which a collar 
string 8 is passed. In the front sections 
adjacent to the upper ends of the back sec 
tion are formed arm holes 9. It is manifest 
that the device is in the form of a jacket 
and may be attached to the body quickly by 
passing the arms through the arm holes in 
the manner of a vest or jacket. Both sides 
of the device are substantially alike so that 
it is quite immaterial which side is placed 
next to the body of the wearer. . 
In the front sections and between the: 

pockets therein, are formed apertures 10,’ 
two rows of said apertures being formed, 
one about midway the vertical length of the 
sections and the other near the lower ends 
thereof. Two attaching and contracting 
tapes 11 are rigidly secured to one side of 
the back section and are then threaded back 
and forth through the apertures 10. To 
the vertical edges of the front sections are 
secured loops 12 through which the contract 
ing and attaching tapes 11 are passed. It 
is manifest that by reason of the fact that 
the attaching tapes are laced in and out 
around the pockets in the front sections, it 
will be immaterial which side of the jacket 
is placed next to the body of the ‘wearer. 
The tapes may be drawn tightly no matter 
which side of the device is outermost. It is 
also manifest that as the collar-attaching 
and contracting tape 8 is within the tubular 
part 7 the said tape will operate no inatter 
which side of the device is next to the wearer. 
To the collar is also secured an additional 
tape 13 to insure the collar ?tting tightly 
up around the neck of the wearer. 
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Instead of interlacing the attaching tapes 
11 as shown in Figs. 1 and 5, the said tapes 
may be passed through the pockets in the‘ 
sections 2 and 3, as illustrated in Figs. 6 and ‘ 
7. In this form of device it will be imma 
terial which side of the jacket is placed next 
to the wearer. I 
While I have shown the pockets contain 

ing the buoyantmaterial as vertically dis 
posed, it is manifest that they may be placed 
in any other suitable manner. 

It will be noted that I have provided a 
jacket form'of life preserver of substantially 
the same appearance on both sides, and have 
so disposed the .securing tapes that the de 
vice may be put on with either side out. It. 
will also’ be noted that by reason of the slid 
able, contracting tapes extending around the 
garment and aroundthe neck and collar of 
the garment, the entire garment will be con 
tracted and made to ?t the body of the wearer 
by the act of securing it in position. It is 
only necessary to draw the tapes tightly and 
tie them. 
What I claim is: 
1. A reversible jacket life preserver com-> 

prising 'a back section, two front sections 
connected to the vertical edges of the back 
section and formed with arm holes near their 
upper ends, ?exible shoulder portions con 
nectin the u per ends of said section and 
provi ed wit a tubular passage there 
'through, a ?exible collar connected to the 
shoulder portions, a neck-contracting tape 
secured in the tubular portion between the 
collar and the shoulder portions, and secur 
ing tapes interlaced through apertures 
formed in the front sections and connected 
to the back section, whereby the jacket may 
be placed with either side next to the wearer. 

2. A reversible jacket, life preserver com 
prising a back section, two front sections 
connected to the vertical edges of the back 
section and formed with arm holes near their 
upper ends, ?exibleshoulder portions con 
necting the upper ends of said sections, a 
?exible collar connected to the shoulder por 
tions, a neck-contracting and securing tape,‘ 
and securingtapes engageable with succes 

50 si-ve portions of- the front sections of the 

upper ends, ?exible ‘shoulder 

around the neck of the wearer, 

1,366,847 

jacket and- acting to individually compress 
such successive portions in the act of secur 
mg the jacket to the body of the wearer. 

3. A reversible jacket life preserver com- _ 
prising a back section, two‘ front sections 
connected to the vertical edges of the back 
section and formed with arm holes near their 

ortions con 
necting the upper ends of sa1d sections, a 
?exiblecollar connected to the shoulder por 
tions, a neck-contracting and securing tape, 
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and securing tapes interlaced through aper- " 
tures formed in the front sections'and con 
nected to the back section, ‘whereby the’ jacket 
may be placed with either side next to the 
wearer. ~ 5 

fl. A reversible jacket life preserver, 'com 
prising a jacket art formed with arm holes 
and designed to e worn with either side out, 
and formed with _a ?exible shoulder part, a 
collar connected thereto, a tubular tape-re 
ceiving channel formed below the collar, a 

the .collar in the act of tying the collar 
around the neck of the wearer, and contract 
mg tapes engageable with successive ‘por 
tions of the jacket and acting to individu 
ally compress such successive'portions where 
by to contract the body of the jacket in the 
act of securing it to the body of the wearer. 

5. A reversible jacket life preserver, com~ 
prising a jacket part formed with arm holes 
and designed to be worn with either side out, 
and formed with a ?exible shoulder part, a 
collar connected thereto, a tubular tape-re 
ceiving channel formed below the collar, a 
tape adapted to slide therein and contract 
the collar in the act of tying the collag 
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contracting tapes extending around the 
body of the 
and forth through the body of the jacket and 
slidable therethrough, the ends of said tapes 
being free at the vertical front edges of the 
jacket, whereby in the act of tying the jacket 
to the wearer said tapes will slide and con 
tract the jacket. 
In testimony whereof I hereunto a?ix my 

signature. 
- ANNA DEANE BAILEY. 
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tape adapted to slide therein and contract . 
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