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To allwhomz'tmay cometa- . 
Be it known that I, CHARLES H. PLACE, 

a citizen of the United States, and a resident ' 
of New Rochelle, in. the county of _West 
chester and State of New York, have in 
vented ‘certain new and useful Improve 
ments in Raincoats, of vwhich the following 
is a speci?cation. . ‘ 

The invention resides in a novel construc 
tion ofv rain-coat and in various details 
thereof, the purpose being to provide a coat 
which is entirely efficient in protecting. the 
wearer, capable of ready manufacture,'de 
void to the maximum extent of seams and 
especially of exposed’ seams and comfort 
able to persons wearing the same. 

' The coat of my mvention. comprises, ' 
among other features, a body-portion, a 
skirt-portion devoid of side or back seams, _ 
sleeves secured to said. body-portion, an 
over-jacket or cape, a collar-band secured 
upon the upper edges of said body-portion 
and jacket and a collar ‘secured to said col 
lar-band and capable of being rolled half up 
and used as a storm-collar while at the same 
time lapping over and concealing the lower 
seam of'the collar-band. The skirt is con 
nected with the body-portion by a trans 
verse seam which is beneath and protected 
by the jacket, and the sleeves are secured to 
said body-portion by seams which over and ‘ 
at the sides of the shoulders are beneath and 
protected by the said jacket. ' 
By limiting the number ofseams in the 9 

coat and protecting these ‘seams as far as 
possible beneath the jacket and collar, the _ 

~ coat is rendered waterproof, the seams be 
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ing concealed, and considerable expenseis 
avoided by the lack of necessity of specially 
prepared water-proof seams such as are re 
quired when the seams are exposed to rain. 
The garment will, of course, be made of 

water-proof fabric. 
The invention will be fully understood 

from the detailed description hereinafter. 
‘presented, reference being had to the ac 
companying drawings, in which: . 
Figure 1 presents a perspective view, 

partly broken away of a‘ rain-coat embody 
mg my invention, t e same being shown on 
a gure; ' > - - 

Fig. 2 is a back view, partly broken away, 
of the same; _ ' 

‘Fig. 3 is a front view of the upper portion 
of the same, the collar being shown as rolled 
half up and fastened and when in this po 
sitlon serving as a storm-collar; 

Fig. 4 is a central vertical transverse sec 
tion, on ‘a larger scale, through the coat 
taken on the dotted line H of Fig. 1; 

' Fig. 5 is a vertical section through a por 
tion of the coat taken at right angles to the 
sectlon of Fig. 4 and on the dotted line 5—5 

' of Fig. 4.-; 
Fig. 6 _is a vertical'section through an up 

per portion of the coat taken on the dotted 
11ne 6-6 ofFig. 2, and 

Fig. 7 is a vertical section through a me 
dial portion of the coat taken on the dotted 
line 7—7 of Fig. 5. . 
In the drawings, 10 designates the body 

portion of the coat, '11 the skirt-portion 
thereof, 12 the sleeves, 13 the over-jacket or 
cape, 14 the collar-band and 15 the collar. 

‘ The body-portion 10 is reasonably snug 
?tting and has arm-holes in which the up 
per ends of the sleeves 12 are secured by 
seams 16 (Fig. 5) which extend over the 
top and down along the sides of the shoul 
ders and under the arms, said seams pur~ 
"posely being rather hi hup on the shoul 
ders. At its front the Ody-portionv 10 has 
overlapping vertical portions of usual char 
acter adapted to be secured’ together by but 
tons and button-holes or snap-fasteners in a 
well-known manner, and at its back said 
body-portion is preferably provided‘ with 
holes 17 for purposes of ventilation. The 
body 10 has seams over the top of the shouli 
ders, as at 100 (Fig. 4), and these seams are 
concealed under the jacket 13. The body 10 
has no seams in the back, nor below the 
sleeves 12. i 
The skirt 11 forms a dependin continua 

tion of the 'body 10, as, shown in ig. 4, and 
at its upper edge said skirt is secured to 
said body by a horizontal seam 18 of any 
suitable character. . 
A ‘distinguishing feature. of the skirt 11 

is that it is in one continuous piece‘ and 
therefore devoid of back and side seams. 
‘At the front. of the skirt '11 the vertical edge 
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portions of the fabric thereof are folded 
under and sewed down in a customary man 
ner by lines of stitching, and the front edge 
portions of the skirt 11 overlap and are pro 
vided with buttons and button-holes 21, 22 
respectively and near the. lower end of the 
skirt with a snap-fastener 23 for use when 
occasion requires. A desirable feature of 
the construction of the front of the skirt is 
that the outer overlapping part having the 
seams or stitching 20 extends over the seams 
or lines of stitching 19 in the underlapping 
part, with the stitching lines 19, 20 out of 
register with each other (Fig. 1) whereby 
the danger of Water entering through said 
lines is greatly lessened, as compared with 
a garment having the lines 19, 20 in regis 
ter. The skirt 11 is therefore devoid of 
side and back seams and the lines of stitch 
ing in its underlapping front part are cov 
ered over by solid portions of the overlap 
ping front part. The seam 18 at the upper 
end of the skirt 11 is protected from rain, 
as hereinafter explained. 
The collar-band 14 is of two-ply having 

inturned upper and lower edges, as shown in 
Fig. 6, and between said upper edges I sew 
the upper edge of the collar 15, as at 24, 
while between said lower edges I sew the 
upper edge of the body 10 and also the upper 
edge of the jacket 13, as at 25. The collar 
15 always extends over the seam 25, and said 
collar is of such adequate extent that it may 
be folded or rolled half up to create a storm 
collar, as I show in Fig. 3, the outer lapels 
of the collar then being secured together at 
the neck by- a snap-fastener 26. When the 
collar 15 is folded to create a storm-collar 
both seams 24, 25 are protected from rain. 
The collar 15 is of two-ply and the lower 
edges of these plies are turned in and the 
then four thicknesses of the fabric are sewed 
to ether, as at 27 (Fig. 6). 

he jacket 13 ?ts upon the body 10 with 
reasonable snugness, and it is formed with, 
arm-holes 28 for the sleeves 12 and out of 
one piece of material, said jacket being de 
void of back and top shoulder seams. The 
jacket 13 has short side seams below the 
arm-holes 28 to the bottom. edge of the 
jacket, but these seams are protected beneath 
the sleeves 12. I indicate at 101 the short 
side seams in the jacket 13 below the arm 
holes. The jacket 13 has a length su?icient 
for it to conceal the aforesaid seam 18 and 
thus protect said seam from the effects of 
rain. The shoulder portions of the jacket 13 
are seamless and extend out ,beyond the 
sleeve seams 16, as shown in Fig. 5, and thus 
protect said seams and also the seams 100 
from rain. At its front the jacket has ver 
tical over and underlapping portions to be 
fastened together by buttons and buttons 
holes 29, 30, respectively. ' ‘ ‘ 

1,368,835 

What Iclaim as m invention and desire 
to secure byLetters lzatent, is: 

1. A raincoat comprising a body having 
sleeves sewed thereto and overlapping front 
portions provided with fastening means, a 
skirt portion in one continuous piece both 
vertically and transversely considered and 
therefore devoid of vertical seams and said 
skirt portion being sewed at its upper edge 
to said body and having overlapping front 
portions registering with the overlapping 
front portions of said body and provided 
with fastening means, and an over-jacket 
sewed to said body and provided with arm 
openings for said sleeves and bein extend 
ed below the upper edge of said s 'rt por 
tion and thereby protecting the seam con 
necting said body and skirt portion. 

2. A raincoat comprising a body having 
sleeves sewed thereto, a skirt portion in one 
continuous piece sewed at its upper edge to 
said body and an over-jacket having a seam 
less back and shoulder portions, said over 
jacket extendin below the seam connecting 
said body and s irt portion and at its shoul 
der portions extending over the upper seams 
of said body. 

3. A raincoat comprising a body having‘ 
sleeves, a skirt portion sewed at its upper 
edge thereto, an over-jacket having a seam 
less back and shoulder portions and pro 
vided with arm-openings for said ‘sleeves, 
a collar-band seamed at its lower edges to 
said body and jacket and a collar seamed to 
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the upper edge of said collar-band, said 001- ‘ 
lar being adapted to be rolled vabout half 
up to create a storm-collar and to cover in 
that condition the seam at the lower edge 
of the collar-band, and said collar also being 
provided with means for fastening its over 
lapping front edges when in use as a storm 
collar. ] 

4. A raincoat comprising a body having 
sleeves sewed thereto and overlapping front 
portions provided with fastening means, a 
skirt portion in one continuous. iece both 
vertically and transversely consi ered and 
therefore devoid of vertical seams and said 
skirt portion being sewed at its upper edge 
to said body and having overlapping front 
portions registering with the overlapping 
front portions of said body and provided 
with buttons and buttonholes and reinforced - 
by the vertical front portions of the fabric 
of said body being folded under and sewed 
down, the vertical lines of stitching in the 
overlapping front portions of said skirt be 
ing'out of register, and an over-jacket se 
cured at the neck to said body and provided 
with arm-openings for said sleeves and ex 
tending below the seam which connects said 
body and skirt portion together. 

5. A raincoatcomprising a body having 
sleeves sewed thereto and overlapping front 
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portions provided with fastening means, a 
skirt-portion sewed at its upper edge to said 
body and an over-jacket having seamless 
back and shoulder portions and overlapping 

5 front portions provided with buttons and 
button-holes, said over-jacket extending be-v 
low the seam connecting said body and skirt 
portion and at its shoulder ortions extend 
ing over the upper seams 0 said body, and 

said over-jacket having openings through 10 
which said sleeves extend. ~ ' 

Signed at New York city, in the county of 
New York and State of New York, this 23rd 
day of July, A. D. 1919. 

' ' CHARLES H. PLACE. 

Witnesses: 
_ ARTHUR MARION, 
Giants. 0. GILL. 


