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To all whom ’it may concern:  
Be it known that I, l ALNDREW SEKULA, 

citizen of Poland, residing at Viïashington, 
in the county of Washington and State of 
Pennsylvania, have invented, cei‘tain new 
and useful Improvements in rlf‘oy‘ Guns, of 
which the following is a specification. 
This invention relates to a toy gun and 

it has for an object to provide a novel type 
of toy gun'in which the bullet or missile is 
discharged from the gun by resilient means. 
A further object isto~ provide a novel de 

vice for simultaneously discharging or 
shooting a number of bullets or projectiles. 
For further comprehension of the inven 

tion, and of the objects and advantages 
thereof, reference will be had to the follow 
ing description and accompanying draw 
ings, and _to the appended claims in which 
the various novel features of the invention 
are more particularly set forth. 
Figure 1 of the drawings is a perspective 

view, with parts broken away to show the 
interior construction, of a toy gun con 
structed according to the invention. 

Fig. 2 is a plan view, partly in horizon 
tal section. 

Fig. 3 is an enlarged fragmentary hori 
Zontal section showing the arrangement for 
simultaneously discharging a number of 
projectiles, showing the latter in place. 

Fig. 4 is a similar view. but showing the 
parts in position assumed after the projec 
tiles have been discharged. 

Fig. 5 is a detail perspective view show 
ing the cap employed in discharging a 'num 
ber of projectiles, in position onl the gun 

’ barrel. 

Fig. 6 is a fragmentary longitudinal sec 
tion showing the trigger device. 
As here shown my improved gun com 

prises a cylindrical barrel 10 mounted on a 
suitably shaped stock 11. The rear end of 
the barrel is closed by an end piece 12, while 
a transverse partition 13 is located near the 
front end of the barrel. The end piece 12 
and partition l13 are centrally perforated 
to receive opposite ends of a smaller tubeV 
14, which extends longitudinally in the 
outer member and forms the barrel proper. 
With this construction the ‘thick walls nec 
essary to withstand the explosion in an or 
dinary gun or rifle are simulated, while an 

elongated bullet of the usual type such as 
indicated at 15 may be inserted in thelbore 
of tube. l , y 

For discharging the bullet from the tube 
14, a plunger 16 is slidably mounted in the 
latter and is engaged at its rear end by an 
elastic band 17 secured to the rear end of 
the barrel 10. To permit of the use of ordi 
nary elastic bands, and the ready replace 
ment of the sameV in case of breakage, lÍ 
preferably attach the same as follows: A 
transverse opening 18 is formed in the rear 
end of the plunger 16 while a pair of hooks 
19 are fixed one Von each side of the’barrel 
10. rl‘he doubled band-is passed through 
the opening 18 and the ends thereof looped 
over the hooks 19. To enable the plunger 
toY be readily grasped to be retracted a cross 
arm 2O is ñxed to the rear end thereof, a 
transverse projecting pin 21 being provided 
adjacent the rear end, which engages the 
end piece 12 of the barrel to limit the for 
ward movement of the plunger. The plun 
ger may be held in retracted position by the 
hooked end 25 of a trigger 26 pivoted as at 
27v in a slot 28 in the stock 11, this hooked 
end 25 engaging in a notch 29 in the plun 
ger, into which it is urged -by a spring 30. 

Referring to the arrangement for simul 
taneously discharging a number of the bul 
lets 15, this comprises a disk 35 having a 
stud 36 projecting from one side thereof, 
the disk being ,of a diameter to fit freely in 
the outer barrel and the stud of a diameter 
to fit freely in the tube, the latter terminat 
ing short of the forward end ofthe barrel. 
The disk 35 and its stud 36 are inserted in 
the barrel 10 and tube 14 as shown in Fig. 
3, and a cap 37 is placed on the end of the 
barrel 10, the i‘iange 38 of this cap having 
a bayonet slot 39 formed therein and en 
gaged by a pin 40 on the barrel 1Y0 to hold 
the cap in place while permitting ready re 
moval thereof as desired. 
Formed in the cap 37 are a series of open 

ings 41 which are surrounded by inwardly 
projecting ñfnges 42 forming guides for 100 
the bullets, the latter being inserted in 
these openings 41 with their rear ends 
against the disk 35, a space being left be 
tween the inner ends of the flanges 42 and 
the disk. When the stud 36 is struck by the 105 
plunger 16 the disk 35 is moved forward and 
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discharges the bullets from the cap, the for 
ward movement of the disk being arrested 
by the Íianges 42. 
When the above described multiple dis 

charge device is not to be used it can read 
ily be removed, the bullets being inserted 
directly into the tube 14. 
Having thus described my invention what 

I claim as new and desire to protect byLet 
ters Patent of the United States is as fól 
lows :-- y 

l. In a toy gun, a barrel presenting an en 
larged chamber at its outer end, a magazine 
element removably iitted into said outer end, 
and a plunger device in the barrel present 
ing an enlarged disk at its forward end lo 
cated in the said chamber. 

2. In a toy gun7 a barrel presenting an 
enlarged chamber atits outerrend, an aper 
tured cap fitting on said outer end, a plun 
ger in said barrel, and an intermediate 
transmission member between said plunger 
and cap. p 

3. In a toygun, a barrel presenting an 
enlarged chamber at its outer end, a maga 
zine element removably fitted into said outer 
end, a plunger in said barrel, and an inter 
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mediate transmission member removably 
disposed in said barrel between the said 
plunger and magazine element. . 

4L. n a toy gun, an outer barrel,v an inner 
barrel terminating at its front end short of 
the frontend of the outer barrel, a cap 
adapted to fit on the end of said outer bard 
rel and having a number of'apertures adapt 
ed to each have a bullet therein, and means 
disposed between said cap and> said inner 
barrelfor discharging _said bullets simulta 
neously. 

5. In a toy gun, an outer barrel, an inner 
barrel terminating at its front endshort of 
the front end of the outer barrel, a cap 
adapted to fit on the end of said outer barrel 
and having a number of apertures adapted 
to each have a bullet therein; kand means 
disposed between said cap and said inner 
barrel for discharging said bullets simulta 
neously, said means including a disk, and a 
stud on said disk projecting into said inner 
barrel. ` 

In testimony whereof I have aiiixed my 
signature. l . 

ANDREW sEKULA. ‘ 
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