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T 0 all whom ¿t may concern.' 
Be it known that I, HARRY Morrison BRAM~ 

BERRY, a citizen of the UnitedY States, resid; 
ing Vat Norfolk, in the county of Norfolk 
and State of Virginia, have invented cer 
tain new and useful Improvements in Me 
tallic Piston-Packings; and I do hereby de~ 
clare the following to be a full, clear, and 
exact description of the invention, such as 
will enable others skilled in the art to which 
it a pertains to make and use the same. 

y invention relates to improvements in 
metallic piston' packing for cylinders, and 
relates more especially to an improved coni 
bination of packing rings and grooves pro 
vided therefor for use on internal combus- ' 
tion engines. 
In such engines as at present constructed, 

there is a tendency for the lubricating oil 
to be fed too rapidly along the sides of the 
cylinder into the combustion chamber, due 
to the oil passing the packing rings and 
reaching the combustion end of the cylinder 
where it is consumed, producing more or 
less gummy carbon which increases the fric# 
tion and interferes with the proper opera 
tion of the spark plugs, valves, etc. 
According to my invention I provide an 

arrangement for trapping part of the oil 
before it passes the packing rings. When 
operating an internal combustion engine at 
low speed, if the rings are sufficiently tight 
there is considerable vacuum created in the 
combustion chamber as the piston is with 
drawn yon the suction stroke. This tends 
to suck the oil exterior t0 or through the 
breaks in the packing rings and around and 
inside the sides and back of said rings until 
part of the oil reaches the combustion cham 
ber where it is consumed’on the ignition 
stroke, with theY objectionable results as 
hereinbefore described. 
Due to this action there is, with the en 

gines as now generally constructed, an ab 
normal or excessive flow of oil past the 
packing rings when the engine \is being 
driven‘at low speeds. The passage of an 
excess of oil is also unavoidable with the 
construction referred to at high speeds. but 
in such cases the waste of oil is proportion 
atel_ less. ' 

lv?y invention is intended in a large degree 
to remedy this flow of excessive oil past the 
packing rings as will be hereinafter de 
scribed. 
My invention will be more fully under 

stood after reference to the accompanying 
drawings, in which like parts are indicated 
by similar reference symbols throughout the 
several views, and in which: 
Y Figure l shows a central vertical sect-ion 
through the piston of an ordinary internal 
combustion engine fitted with my improved 
packing arrangement, the piston pin and 
connecting rod being shown in elevation. 

Fig. 2 shows a single ring adapted to be 
used with a groove of the character shown 
in Fig. 1. ' 
vFig. 3fshows a double ring adapted' to be 

used with a groove of the character shown 
in Fig. 1. 

Fig. 4 shows a modiñcation in which a 
single ring is usedl in asingle groove; and 

Fig. 5 shows a modification in which a 
double ring is shown in a single groove. 
A represents a hollow piston of the usual 

type _as commonlyvused on internal combus 
tion engines, which is provided with a closed 
end a and an open end a’. Around the open' 
end of. the piston there is a tapered lip a2 
which serves to direct any oil which falls in 
the hollow‘chamber in the piston toward the 
center of thecylinder and away from the 
walls thereof, and also serves as a stiii'ening 
rib to strengthen the open end or” the pis 
ton. 
The piston is provided with any suitable 

number of grooves to receive the‘packing 
rings, and in Fig. l, I have shown two such 
grooves, in Figs. 4 and 5 I have shown only 
one of said grooves, but the number may be 
increased toinore than two if desired to suit 
varying conditions. 
The various grooves indicated by A" have 

parallel side walls a3 midway between which 
grooves projects the annular rib at which is 
rectangular in cross section. The sides of 
this annular rib are parallel with the side 
walls as of the groove A". Between this rib 
and the adjacent side walls there is an an 
nular pocket a5. 
The packing ring may be either of the 

single or double type; if of the single type, 
as shown at B in Figs. l, 2 and 4, it has an 
annular groove cut on its interior which fits 
snuglyover the annular rib a4, and this ring 
is split in any'convenient way, as by the 
la -joint cut b shown in Figs. 1 and 2. 
Wlith the double ring B’.sho_wn in Figs. 1, 
3 and 5, each part of the double ring is 
formed in the shape of an l., with two edges 
abutting to form an annular groove to en 
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gage the annular rib c4. In case the rings 
are made in two sections the joint would, 
of course, be broken, as indicated at b’ and 
b2 in Figs. 1 and 3. 
0n the interior of the piston adjacent to 

the lower ring and between the lower ring 
and the open end of the piston I provide an 
oil groove of the special design shown in 
Figs. 1, 4 and 5, in which there is a cup 
shaped annular groove a“, the edge cz7 of 
which serves to plane off the oil from the 
interior of the cylinder and to direct it into 
the groove a-G. This planing action of the 
lip cT is also assisted by the scraping _action 
of the lower edge of the packing ring, which 
tends to scrape the oil off the interior of 
the cylinder and direct it to the annular 
groove a“ already referred to. 
‘In order to carry off the oil, which tends 

to accumulate in this groove as, I provide a 
series of ducts a8 of suitable size, which are 
inclined inward as shown, and these ducts 
permit theoil to drain through into the in 
terior of the hollow cylinder 'and also direct 
it in toward the axis of said piston. If any 
oil trickles down the inner wall of said pis 
ton it will ultimately reach the inclined rib 
a2 and will, be deflected in toward the axis 
ofthe piston, away from the walls of the 
cylinder. ̀ '- > 

Any oil-that is sucked by the vacuum toi 
ward the combustion end of the cylinder is 
obliged either to iiow outside of the packing 
rings, or-between the packing rings and in 
ner walls of the cylinder, and such part of 
the oil as passes outside the packing rings 
is ordinarily very efficient in lubricating-the 
packing rings, while any excess oil thus 
sucked through or inside the rings will have 
to flow through the constricted passages be 
tween the adjacent faces of the grooves, and 
the annular rib and the adjacent faces of 
the ring or rings, so that this oil, in order to 
pass inside of the packing rings, will be 
obliged to follow a. very tortuous channel. 
I have found in practice that any leakage 

past the interior of the rings is greatly de 
creased byhaving as low 'clearance as practi 

` ’ cable between the ring and the adjacent 
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60 `leakage of air or 

walls of the groove. By making these clear 
ances as small as practicable I have found 
that there is very little leakage ̀ of oil with 
the construction designed .by Ine and shown 
in the’ drawings. - » 

It will be obvious also that, by having the 
tight joint referred to, a better compreœion 
is secured on the compression stroke, and 
less waste of oil, and better results on the 
expansion stroke, there being very little 

gas in either case by the 
packing ring. 

.been foun 

Lacasse ' 

In low speed motors, especially of larger 
size, a Single ring, as shown in ~Fig. 4, has 

il highly eli‘icient;rwliereas where  
the motors are small, especiallypif the piston 65 
speed is high, the double ring shown in Fig. ‘ 
5 zis preferred, and in such cases the piston 
lis generally more loosely ñtted inthe cyl 
inder than with the slow speed engines, and 
the ring in two parts has been found pref 
erable. . 

In order to get the best results, it is desir 
able that the cutting of the groove for the 
packing ring and also the groove for the oil 
be done very accurately, and for this pur 
pose it is generally preferable to use a spe 
cial form of cutting implementto secure the 
accuracy desired. 

’ It will be obvious that various inodiñca 
tions might be made in the herein described, 
apparatus, and in the construction, coin 
bination and arrangement of parts which 
could be used without departing from the 
spirit of my invention; and I do not mean 
to limit the invention to such details except 
as particularly pointed out inthe claims. 
Having thus described my invention what 

I claim and desire to secure by Letters Pat 
ent of the United States is :_ 

l. In a metallic piston packing, .the com-_ 
bination with a piston provided with an an 
nular .groove in the cylindrical portion 
thereof, said groove having parallel side 
Walls perpendicular to the axis of the pis 
ton, and the said piston being provided with 
an annular rib rectangular in cross section 
projecting outward from the center of the 
bottom of said groove, said rib separating 
said groove into> two channels of equal 
depth, of a split packing ring sprung into 
said groove, said ring having a cylinder 
bearing surface and an. internal groove also 
rectangular in cross section, with the bot 
tom of said internal groove engaging the 
periphery of said rib, the Side Walls of said 105 
ring groove projecting into and registering 
with said piston channels, said side walls 
being of less cross sectional area than the 
cylinder bearing wall of said ring. 
' 2. In a metallic piston packing, the -com- 110 
bination with a piston provided with an an 
nular groove in the cylindrical portion 
thereof, said groove having parallel side 
walls perpendicular to the axis of the pis 
t0n, and an annular rib rectangular in cross 115 
section projectingoutward from the center 
of the bottom of> said groove, of a split 
packing ring made inV two halves each l. 
shaped in cross section sprung into said 
groove, and having faces registering with 120 
the walls of said groove. 
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