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To all whom it may concern: 
Be it known that we, HENRY T. BUDGE 

and NELSON W. RUSSELL, of Cedar Falls, in 
the county of Black Hawk and State of Iowa, 
have invented certain new and useful Improve 
ments in Combined Bag-Holder and Scale; 
and we do hereby declare that the following is 
a full, clear, and exact description thereof, ref 
erence being had to the accompanying draw 
ing and to the letters of reference marked 
thereon which form a part of this speci?cation. 
The nature of our invention consists in the 

construction and arrangement of a combined 
scale and bag-holder, as will be hereinafter 
more fully set forth. 
In order to enable others skilled in the art 

to which our invention appertains to make 
and use the same, we will now proceed to de 
scribe its construction and operation, referring 
to the annexed drawing, in which 
Figure 1 is a perspective view of our entire 

machine, and Fig. 2 is a view of one of the 
trips used in the same. 
A represents a frame open on one side and 

supported upon legs B B. 0 represents another 
frame, also open on one side, and provided in 

_ the center with an outward-projecting scale 
beam, D', the frame 0, however, forming a part 
of the scale-beam. On the sides of the frame 
(3 are V-shaped bars a a, forming the bearing 
bars for the scale-beam, and which bars are 
supported in hooks or other bearings b 1) 
formed on the under side of the main frame. 
Near each end of the scale-frame O, on the in 
ner side, is formed a projection or hook, (I, up 
on which a trip, G, is hung for holding the 
bag while being ?lled and weighed. 
The trip G is constructed in the following 

manner: The main part of the trip is a cast 
ing with a hole in its upper end to go on the 
hook d, and on the rear side are two project 
ing ears or ?anges, e 0. Between the upper 

ends of these ?anges is pivoted a lever, f, and 
between their lower ends is‘ pivoted a seg 
ment or disk, h, to which, in front of the trip, 
is secured a curved guttershaped holder, k. 
When the lever f is raised the disk It turns on 
its pivot to throw the holder 7.: downward, 
while, when the holder is raised in the posi 
tion shown in Fig. 2, it is locked there by 
pushing down the lever. 
H represents the bag, the mouth of which 

is drawn over a ring and then placed in the 
holders k it, when the bag may be ?lled and 
weighed at one operation, and when done the 
bag is readily released by the trips. 
By the use of the ring and tripping-clamp a 

bag may be readily attached and detached 
without injury to the bag; and by the con 
struction of the frame 0, and its peculiar con 
nection with the frame A, the frame 0, upon 
which is formed the scale-beam D, has two 
points of bearing, which holds the scale ?rm 
ly in place while the bag is being ?lled. 
Having thus fully described our invention, 

what we claim as new, and desire to secure by 
Letters Patent, is- 

1. The clamp Gr, composed of the perforat! 
ed casting ears or ?anges e e, lever f, and seg 
ment or disk 71-, all constructed substantially 
as and for the purpose speci?ed. 

2. The curved gutter-shaped holders 7c, in 
combination with the clamp G, constructed as 
set forth, the bag H, and the ring, substan 
tially as and for the purpose herein speci?ed. 
In testimony that we claim the foregoing as 

our own we af?x our signatures in presence of 
two witnesses. 

H. T. BUDGE. 
N. WV. RUSSELL. 

Witnesses: 
O. J. MAIN, 
S. N. PIERCE. 


