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To aZZ'whomit mag concern: ‘ ' 
Be it lmown t at I,_MAnsHAL L. Coon 

RAN, a citizen of the United States of Amer- 
ica, residing at Grand Rapids, in the-county 
of Kent and State of Michigan, have invent 
ed new and useful Improvements in Bench 
Stools, of which the following is a speci?ca 
tion. ' 

The invention relates particularly to stools 
to be used in conjunction with work benches, 

provide as its principal object, 
a stool of‘ this character having an adjust 
able back, so that the back may be shifted 
to various positions to provide for a restful 
attitude for the user of the stool. 
Another object is to provide a stool of 

this character having a locker- below the 
seat. 

Still another object is to'provide a stool 
made entirely of metal, in order that it 
masy offer great resistance to wear. ’ 

ill another object is to provide a stool 
which is simple in construction, durable and 
effective in use and inexpensive to manufac 
ture. . 

Still further andv other objects will be 
made to appear in the detail description 
which follows. . ‘ ' 

To the exact construction in which the 
invention is shown it is not to be con?ned. 
Certaiirdesirable changes or alteration may 
be made manifest in the continued practical 
use of the invention and the right is reserved 
to make any which ‘do not deviate from the 
scope of the subjoined claims. _ > 
In the accompanying drawings:. _ 
Figure 1 is a perspective view of, the im 

' \ 

Fig. 2 is a longitudinal sectional view. _ 
Referring to the ‘drawings, ‘the stool is 

provided w1th four legs 1 
which are me e preferably of an lei iron. 
The legs are‘ interconnected near t eir .bot 
~tom ends'by braces 2 which are also made 
preferably _of_ angle iron‘, the braces‘ be’ 
riveted or otherwise suitably attached to the 

' ' legs. The seat of the stool eomiprises' a plate 
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3 on the , i e of which the anges 
formed. Tige seat is designed to sit on top 
'of the legs and the ?anges 4, are riveted or 
otherwise suitably attached to the ?anges‘ of 
the angle irons of which‘ the legs are made. 
A locker is formed below the 'seat' 3, the 

sides of the locker comprising plates 5 whose 
upper edges abut the bottom of the seat and 

, the vicinity 

4 arev 

forward or backward, 

whose ends are riveted or otherwise attached 
to_the legs. The back of the locker com 
prlses a p ate 
wa as the plates 5. The bottom of the 
100 or compnses a plate 7 on three edges of 
‘which ?anges 8 are formed, these ?anges 
being provided for riveted'or suitable means 
for attachment to the plates 5 and 6 at the 
bottom edges thereof. The front of the 
locker is closed by a door 9 which is hing 
edly connected to the bottom 7 , the bottom 
having no ?ange on the edge where the door 
connects with it. A look 10 is provided near 
the upper edge of the door for‘ lockingthe 
same in a closed position, the free edge of 
the door being just below-the seat 3 and the 
door being adapted to swing downwardly 
when moving from-the closed to the opened 
position. ’ 

The back’of the stool comprises an in 
verted U-shaped frame made of material 
which is rectangular in cross section, the 
legs 11 of the frame ‘being ‘pivot-ally con 
nected at their free ends to the back legs 
of the stool not far above the bottom 7 of 
the locker. The U-shaped frame is adapt 
ed to hold the back- plate 12“ of the stool 
which com rises a metal plate on whose two side edges 8 
being riveted or otherwise suitably attached 
to the le 11 of the U-shaped frame. ‘ _ 
To eac ' of the legs 11 and at a point in 

of the seat 3, there ‘is ivot-> 
ally connected one end of a bar 14 WhlCh is 
rectangular in cross section,'this bar near 
one end and opening at its lower‘- ‘edge being 
‘provided with a series of arcuate slots 15 
ormed with the pivot connection of the 
bar as a center. The slots 15 are uniformly 
spaced one from the other and by means of 
them the bar is adapted to engage the head 
ed stud 16 which is ?xed in one of the 
?anges 4 of the seat 3. The ?an es 4 on 

6 which is attached in the same - 
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anges 13 are formed, these ?anges - 
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both sides of the seat areprovited with 4 
studs 16 and the bars 14 connected with the 
legs 11 of the backareadapted to engage 
the studs, thus holding the back in various 
angular positions with respect to, the seat, 

’ depending on which of the slots 15 the studs _ 
16 engage. - 

It will be observed that by means of the 
bar 14 the-back of the stool may be shifted‘ 

the adjusting of the back suitable to the 
position which the workman assumes when 
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thus providing for ~ 



working at various machine tools or at the 
bench, the operation of adjusting the back 
consisting simply in raising the free ends 
of the bars 14: to e?ec't their disengagement 
with certain of the slots 16, whereupon the, 
desired osition of the back can be found, 

. after WhlCh the lowering of the bars 14- per 
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mits the studs toreengage new slots and se 
cure the back in the desired adjusted posi 
tion.’ J ' 

The arrangement of the angle irons 2 
near the bottom of the legs provides for 
strengthening the legs of the stool and also. 
provides a- suitable foot rest for the work 
man. I 

The arrangement of a locker provides 
a convenient compartment in which the 
workman may keep such tools as he'may g 
not care. to have disturbed.‘ 
' ,The foregoin description taken in con 
junction with t e accompanying drawings 

‘1,385,903 
makes further explanation of the invention 

1 unnecessary. 

The inventlon haying been described what 
is claimed as new and useful is: 

' A device of the kind set forth comprising 
legs made from angle iron, angle iron braces 
interconnecting the legs near their bottom 
ends, a plate having depending ?anges on 
its four edges, the plate resting on- top of 
the legs and the ?anges being attached there 
to, plates positioned just below the afore 
said plate and connected between certain 
pairs of legs, a- still further plate having up 
turned ?anges by means of which it is con 
nected to the latter plates, and a door plate 
hingedly connected to the last named plate 
and provided with means 'for locking en 
agement with one of the depending ?anges 

of the ?rst named plate. . 
In testimon whereof I a?ix my si ature. 
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