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T 0_ allwhom it may concern: 1 _ , 

_Be it known that I, VVALDEMAR Kors, a 
cltizen of the United States, residing in the 
borough of Manhattan, city, county, and 
State of New York, have invented an 'Im 
provement in Brassieres, of which the fol~_ 
lowing is a speci?cation. 
My present invention relates to a brassiere 

and particularly to the type of brassiere 
shown and described in Letters Patent No. 
1,352,974, granted to me September 14, 1920. 
The object- of the construct-ion of the gar 
;ment made in accordance with the aresent 
invention is similar to that of the etters 
Patent aforesaid—that is the garment.‘ is 

‘ adapted not only for use as a corset cover 
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but is so made as to also act as a support for 
the body of the wearer, the support being 
provided for the back and side portions of 
the body as well as for the busts. In carry 
ing out the present invention the garment 
made in accordance therewith is preferably 
made in halves which may be attached to 
and detached from one another as herein. 
after described. Each part of the garment 
also comprises a back member and a front 
member with the extremities of both mem 

' bers made in a. tapering form and provided 
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with devices for adjustably connecting the 
same at the waistline at the side of the body 
so that one member extends around the body 
at one side with the endsterminating at the 
opposite side and the othermember extends 
around the body from the other side overlap 
ping a portion of the aforesaid member and 
is adapted to be adjusted and secured in po 
sition at the other side of the body of the. 
wearer. The parts of the garment compris 
ing this invention may also be extended to 
include shoulder straps, and at those por~ 
tions of the garment lying along the axillary 
line I may provide reinforcing strips or 
stays to assist in supporting the underlying 
or side portions of the body of the wearer, 
it being understood that the parts of the gar 
ment are so constructed as to conform to the 
body and as hereinbefore stated to assist in 
supporting both the underlying back and 
side portions of the body as well as the busts. 
In the drawing: ' '—* 
Figure 1 is a perspective View illustrating 

the brassiere made 1n accordance with this 
invention. 

Fig. 2 is a back elevation of the same with 
the parts placed in ‘position forYuse but in 

which the. depending front strap is omitted, 
an ' y . 

Fig. 3 is an enlarged plan view showing 
the parts of the garment- laid upon a ?at sur 
fape and looking at the same from the inner 
51 e. \ 

Referring to- the drawings, it will be seen 
that in carrying out this invention the gar 
ment is preferably made in two parts indi 
cated respectively at 10 and 11. These parts 
are simllarly constructed. The part 10 
adapted to ?t the right hand side of 'the 
wearer comprises a back member 12 and a 
front member secured thereto which is pref~ 
erably composed of two parts indicated at 13 
and 14 respectively and suitably shaped to 
conform to the body and connected the one 
to the other. The back member 12 is pro 
vided with an extension 15 and the front; 
member 13 with an extension 16 and these 
extensions 15 and 16, as illustrated, may be 
connected along the line of stitching 17 to 
provide a shoulder strap for this member of 
the garment. The back member 12 and the 
front member 13 are preferably connected 
along the axillar line as indicated at 18 at 
which I also prefer to employ suitable stays 
or stiffener members indicated at 19. The 
line of stitching by which the parts of the 
front member are connected isdesignated 
at 20. - 
The member 11 adapted to ?t the left side 

of the body of the wearer, as hereinbefore 
stated, is similarly constructed and comprises 
a back member 21 and a. front member com 
posed of parts 22 and 23. The back member 
21 has an extension 24 corresponding to the 
extension 15 of the back member 12 and the 
front member 22 has an extension 25 corre 
sponding to the extension 16 of the front 
member 13. The extensions 24 and 25, as 1n 
dicated, are connected along a line of stitch 
in 26 to comprise a shoulder strap for the 
le t side of the garment. The back member 
21 and the front member 22 are preferably 
connected along the axillary line as indi 
cated at 27 and along this line ‘in a manner 
to that similar to the other art of the gar 
ment there are stays or sti ening members 
28 to assist in supporting the underlying 
portions of the body of the wearer. The 
front member 22 is connected to the front 
member 23 along a line of stitching 29, the 
parts of the front member bein so construct 
ed as to conform ‘to the body 0 the wearer. 
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The lower or waistline extremity of the 
back member 12 is preferably tapered as in 
dicated at' 30 and provided with a strap at 
tachment 31 which is suitably connected 
thereto. The lower or waistline portion of 
the front member 14 is‘also tapered as indi— 
cated at 32 and ?tted with a strap 33 which 
includes an adjusting buckle 34 and a hook 
35. This member 10 of the garment, as here 
inbefore stated, is adapted to ?t the right 
side of the body of the wearer and to be ad 
justed to position thereon at the left side at 
approximately the waistline. This is accom 
plished by employing a catch 36 associated 
with the strap or tape 31 to be engaged by 

I the hook 35, it being understood that the 
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straps'31 and 33 may be made of anysuitable 
elastic webbing or other similar material. 
The lower or waistline extremity of the 

back member 21 is tapered as indicated at 
37 and ?tted with an adjusting strap 38 in 
cluding an adusting buckle 39 anda hook 

‘ 40.; The lower waistline extremity of the 

25 
front member 23' is also tapered as indicated 
at 41 and at its end is provided with a strap 
42 ?tted with a catch 43. adapted to be en 
gaged by the hook 40. > This portion of the’ 
garment, as hereinbefore stated, is adapted 

/to ?t the left side of the wearer and to be 
adjusted to position by connecting the hook 
40 and the eye 43 and adjusting the straps 
38 and 42 to the required tension, this adjust 
ment being e?’ected at the right side ‘of the 

a body of the wearer at approximately the 
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waistline. It will be observed that in thus 
?tting the garment to position the portion 
of the back member 21 overlaps a similar 
portion of theback member 12 and also that 
a portion of the front member 23 overlaps a 
portion of the front member 14. 
As shown in Fig.3, I- prefer to employ a 

. snap fastener or other suitable devlce for 
attaching the back members 12 and 21 and 
this attachment is-pre‘ferably “at the upper 
section of the overlapping portions of the 
back member, although it will be under. 
stood that while one or moreof these snap 
fastener devicesmaybe employed for this 
purpose the parts of the back members'of the 
garment may‘ be thus connected by any 
other suitable means without departing from 

- the nature‘ and spirit of the invention.‘ Also 
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that while the connection is preferably a piv 
otal one the invention is not necessarily so 

vlimited. Also as shown in Fig. 3 the front 
member 14 may be ?tted with a depending 
strap or tape 45 having a hook 46 connect 
ed thereto for attachment to a corset or 
other under garment to maintain, this part of 
the brassiere in position relatively to the 
parts of the corset or other garment with. 

‘ which the brassiere is worn. 
' From the foregoing description it will be 1 

"apparent that the tension appliedto the mem~ 
'65 bars of the garment will cause. the same to ?t 

.to extend around the side of the body 
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the body closely and also'due to the overlap 
ping portions of the back members to lend 
‘support to the back of the wearer, and due 
to the stays at the axillary lines to lend sup 
port to the sides of the body of the wearer 
as well as because of the con?guration of the 
front members and the tension applied there 
to to assist in supporting‘ the busts of the 

' wearer. 

I claim as my invention: 
1. In anbrasslére, garment members each 

comprising a back portion and a front por-. 
tion, the extremities of which are construct 
ed to extend around the sides of the body of 
the wearer, and adjustable devices for con 
necting the extremities of the said-members 
of the garment together at the sides of the 
waistline of the wearer. 

2. In a brassiere, garment members each 
adapted to extend around the body of the 
wearer from the side thereof with predeter 
mined portions of the garment members‘ 
overlapping at the back and also at the'front 
and sides to ?t and ‘support the body, and 
adjustable devices for connecting the ex~ 

,tremities of the garment members at the 
sides of the body of the wearer. ~ 

3. In a brassiere, a pair of garment mem 
bers each comprising a back portion and a 
front portion, the extremities of both of 
which are tapered and each part constructed 
to extend around the side of the body of the 
wearer, and adjustable devices ‘for connect 
ing the tapering .extremities' of the garment 
members together at the sides at the waist 
line of the wearer. ' 

4, In a brassiére, a pair of garment mem 
bers each comprising a back portion and a 
front portion, the extremities of both ofv 
which are tapered and each‘ part constructed 

_ of the 

wearer, adjustable devices for connecting the 
tapering extremities of the garment mem 
bers together at the side at the waistline of 
the wearer, and stays extending along the 
axillary line of both of the garment mem 
bers. ‘ ' ‘ 

' 5. In a brassiere, a pair of similar garment 
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members each adapted to extendaround the ' 
side portion of the body ~of the wearer and to 
be connected at the opposite side thereof 
with parts of the backs of ‘the garment mem 
bers overlapping at the back of the wearer‘ 
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and parts of the front of the garment mem- ‘' 
bers overlapping the front'and the sides of 
the body of the wearer, devices for adjust 
ably connecting the ends of the garment 
members at the side of the wearer, and a 
device ‘for connecting the overlapping parts 
8f the back portions of‘ the garment mem 
ers. - 

Signed byme this 9th day of November, 

WALDEMAR mm. 
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