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T o all whomy it may concern.' 
Be it known that I, ERNEST G. Foss, a 

citizen of the United States, residing at 
Rock Hill, in the county of Sullivan and 
State of New York, have-invented certain 
new andV useful Improvements in Brush 
Handles; and I do hereby declare the fol 
lowing to be a full, clear, and exact descrip 
tion of the invention, such as will enable 

10 ’others skilled in the art to which it apper 

15 

20 

25 

80 

35 

40 

45 

50 

tains to make and use the same. 
The present invention relates to an exten 

sible handle Íor use especially on paint 
brushes, although useful for other purposes, 
and an object of the invention is the pro 
vision of a handle extension having a tele 
scopic connectionV with the brush or imple 
ment handle, so that the extension handle 
can normally be retracted for the ordinary 
use of the brush,`and permitting the exten 
sion handle to be withdrawn, in order that> 
a longer reach can be had with the brush, 
for convenience when painting from a lad 
der, or elsewhere, when the reach with the 
ordina-ry handle is too short. 
Another object is the provision of an ex 

tension handle or stem fitted slidably in the 
brush or main handle and novel means be 
tween the main and extension handles for 
securing them> in either nested or extended 
position. 

It is also an object of the invention to pro 
vide such a. handle device which is extremely 
simple and inexpensive in construction, as 
Well as being thoroughly practical and elli 
cient. f . 

~With the foregoing and other objects in 
view, which will be apparent as the descrip 
tion proceeds, the invention resides in the 
construction and arrangement of parts here 
inafter described and claimedîit being un- . 
4derstood that changes can be made within - 
the scope of what is claimed without depart 
ing fromr the spirit of the invention. 
The inventionis illustrated in the accom 

panying drawing, wherein :- 
Figure 1 is a plan View of à. paint brush 

embodying the improvements, the main han 
dle and other portions bein shown in sec 
tion, and the extension han le being in re 
’tracted position. 

Fig. 2 is a section on the line 2-2 of Fig. 
1 with the extension handle projected, and 
portions being shown in elevation. 
As shown 1n the drawing, the improve 

ments are embodied in a paint brush having 

the usual head 3 and handle 4. In carryino' 
out the invention, the handle 4 is provided 
with a longitudinal bore 5 extending from> 
the end thereof to a point adjacent to the 
head 3. The extension handle or stem 6 is 
slidable in‘ said bore longitudinally'of the 
main handle 4, so that the handles can be 
nested together, as seen in Fig. 1, or ex 
tended, as seen in F ig. 2. In order to fasten 
the extension handle 6 in its extended or 
projected position, the inner end portion 
thereof has an enlarged threaded portion 7, 
and the outer end portion of the bore 5 has 
acontracted threaded portion 8 into which 
the portion 7 can be screwed when the handle 
6 is pulled outwardly. The handle 6 has a 
reduced threaded portion or stud 9 at its 
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inner end projecting beyond the portionl 7 v 
to screw into the threaded socket- 10 with 
which the handle bore lis provided at the 
inner end of the bore 5. The threaded por 
tions 7 and 9 are reversed, one being right 
handed and the other left-handed, as well 
as the threaded portion 8 and socket 10. 
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A bushing 11 is fitted on the extension ' 

handleß after said handle is inserted into 
the bore 5, by screwing the portion 7 through 
the threaded portion 8, and said bushing is 
screwed into the end of the handle, thereby 
serving as a guide for the handle as well as. 
a stop for the contact of the4 portion 7, as 
seen in Fig. 2, to prevent the extension 
handle being completely withdrawn from 
the handle bore. 
As a means for conveniently turning’the 

handle 6, a knob 14 has a shank 12 secured 
in the outer end portion of the handle 6, 
after the bushingll is slid onto said handle, 
and the shank 12-is fastened to the handle 6 
by'means of a rivet 13 or the like. 

' Ordinarily, when the brush is used in the 
customary way, the extension handle 6 is 
slid into the handle 4 and by turning the 
knob 14, the portion 9 is screwed into the 
socket 10, as seen in Fig. 1, thereby securely 
holding the extension handle in place. 
Should it be necessary or convenient to have 
a longer handle,the extension handle 6 can 
be projected, by turning the knob 14 to un 
screw the portion 9 from the socket 10, there 
by permitting the extension handle to be 
pulled outwardly,l and when the portion 7 
strikes the threaded portion 8, the handle 6 
is turned in the proper direction to screw 
the portion 7 outwardly into the portion 8. 
against the bushing 11, thereby fastening 
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the extension handle firmly in extended posi 
tion, so that said extension handle can be 
grasped for manipulating the brush. After 
the use of the extension handle has passed, 
it can again be unscrewed from .t-he portion 
8 and slid .inwardly and fastened' as before, 
to be used when again'needed. 
Having th‘ns described the invention, what 

is claimed as new is :_ 
1. A main handle having, a bore extending 

from one end, andan extension handle slid 
able in said bore to be partly withdrawn 
from and nested within the main handle, 
each of the handles having reversely screw 
threaded portions so that the handles can be 
screw-threaded together in either position 
thereof. 

2. A main handle having a bore extending 
from one end, _threaded portions near the 
opposite extremities of said bore having re 
verse screw-threads, and an extension handle 
slidable in said bore and having reversed 
screw-threaded portions to screw into the 
aforesaid threaded portions when the ex 
tension handle is» withdrawn from the main 
handle and nested in said main handle. 

3. A main handle having a bore extending 
from one end, a threaded portion near said 
end, and a threaded socket at the opposite 
end of said bore, and an extension handle 
slidable in said bore having> threaded por 
tions to Screw into the aforesaid' threaded 
portion when the extension handle is with 
drawn from the main handle and to screw 
into said socket when the handles are nested. 
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4. A main handle having a bore extendingr 
from one end, a contracted threaded portion 
at said end, and a threaded socket at the op 
posite end of said bore, and an extension 
handle slidable in said bore having an en 
larged threaded portion at its inner end to 
screw into the aforesaid threaded portion 
when the extension handle is withdrawn 
from the main handle, said extension handle 
having a reduced threaded portion at its in 
ner end to screw into said socket when the 
handles are nested. 

5. A main handle having a longitudinal 
bore extending from the end thereof with a 
contracted threaded portion at said end and 
a reduced threaded socket at the opposite 
end of said bore, an extension handle slid 
able in said bore having an enlarged thread 
ed portion at its inner end to screw into said 
contracted threaded portion when the han 
dles are extended, and having a reduced 
threaded portion at its inner end to screw 
into said socket when the handles are nested, 
and a bushing fitted on said extension 
handle and secured to said end of the lnain 
handle for the contact of said enlarged 
threaded portion to limit the separation of 
the handles. 
In testimony whereof I have Signed my 

name to this specification in the presence of 
two subscribing witnesses. 

ERNEST GILBERT FOSS. 
ÑVitnesses: 

FRANCIS B. DAVIS, 
Mrs. A. J. Foss. 
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