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To all whom it may concern: 
Be it known that I, Anonr LENNEBERG, 

a citizen of the United States, and‘ a resi 
dent of Yonkers, in the county of- West 
chester and State of New York, have in 
vented a new and Improved Vanity-Case 
Assemblage, of which the following is a de 
scription. / . 

My invention relates to a device adapted 
to constitute‘a vanity case or a coin holder, 
vor for use for a similar purpose, and is 
more particularly designed -for embodying 
a frame incorporated in a glove at an open 
ing in the wrist portion so that a wrist 
watch may be viewed ‘therethrough, the 
frame, however, being attachable to a hand 
bag or other supporting ‘article. . 
The invention comprehends an assemblag 

which in addition to the attaching frame in 

Speci?cation of Letters Patent. 

cludes a box-like body as well as a cover‘ 
and frame therefor, the cover frame being 
detachably engageable with the securing 
frame andv detachably engaged by the box— 
like body. The arrangement is such that 
the body may be detached leaving the cover 
frame on the open securing frame for the 
viewing of a wrist watch or the cover frame 
with the body detaohably held thereto may 
be disengaged from the securing frame to 
constitute in itself a portable vanity case 
apart from the securing frame. - 
Reference is to belhad to the accompany 

ing drawings forming a part of this speci 
?cation, it being understood that the draw 
ings are merely illustrative of one example 
of the invention. 7 
Figure 1 is a plan view of the securing 

frame applied to a glove and the cover frame 
engaged with said securing frame, the two 
a?sording a window or opening in a glove for 
viewing awrist watch; 
Figure 2 is a view similar to Figure 1 but 

with the box-like body secured to the cover 
frame; 
Figure 3 is a plan view showing the use 

of the cover frame with its cover and ‘the 
box-like body therein as employed with a 
bracelet after the manner of wearing a wrist 
watch; , ' 

Figure 4: is a plan view of the cover frame 
with its cover closed; 
Figure 5 is an inverted plan view of the 

cover frame; 
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Figure 6 is a plan view of the securing 
frame applied to a glove shown in'part, a 
portlon of said frame being broken away; 
vFigure 7 is a fragmentary view showing 

a portion of the blank from which the secur 
mg frame is formed; 

Figure 8 is a plan view of the box-like 
body; 4 ‘ 

. Figure 9 is a vertical section of the secur 
1ng frame showing the same applied to a 
glove, and the cover frame,'the view illus 
tratmg the .manner of engaging the cover 
frame with the securing frame; ’ 
“Figure 10 is a sectional view similar to 

Flgure 9 but including the box-like body, 
the view showing the cover frame engaged 
wlth the securing frame and Qngaging the 
manner of engaging the box-like body with 
the» cover frame. 4 ' 

In carrying out my invention in accord 
ance with. the illustrated example an annu 
lar securlng ‘frame 15 is provided adapted 
to-be applledto a supporting article such as 
a glove A, a handbag, or the like, having an 
opening or a cut-out therein. In the illus 
trated form the glove'has an opening in the 
back thereof at the wrist that a wrist watch 
may be viewed therethrough. The frame 15 
1s formed from a blank 15*1 which is turned 
over on the annular score line indicated at 
15*’, Figure 7, to produce the main upper 
?ange and the narrower bottom ?ange 15”. 
In the forming of the annular frame 15 there 
is produced or formed thereon at the interior 
a narrow ?ange 15d and said frame at the op 
posed surfaces of the ?ange members there-v 
of is formed with oblique ribs 159 or an 
equivalent roughened formation to give a 
gripping action on the material of the 
glove A or the like. The assemblage in-. 
cludes with the frame 15 a box-like body or 
receptacle 16 and a covervf‘rame 17, the cover 
18 of which is suitably hinged as at 19 and 
provided with a nail grip 18a for lifting the 

Said cover snaps into engagement 
with a short neck or vertical annular ?ange 
17a on the frame 17, there beinga depending 
annular ?ange .17b at Lthe opening of the 
frame at the under side of the latter. 
The cover frame 17 is adapted to be held 

to the frame 15 as follows: In the ?ange 15(1 
is formed a notch l5t and on the cover frame 

_ 17 at diametrically opposite sides ‘of the 
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opening thereof are formed out-turned lugs 
17°, 17d on the under ?ange 17b. The one 
?ange 1Y7d advantageously is wider than the 
?ange 17°. ‘\Vith the construction described 
the broader ?ange 17d is passed beneath the 
?ange 15d on the frame 15 diametrically op 
posite the notch 15f so that the smaller ?ange 
170 may be passed through. the notch 15f be 
neath the ?ange 15d and the frame 17 then 
given a partial turn so that the ?ange 17 ° is 
turned away from the notch 15f through 
which it entered. _ 
The broadening of the ?ange 1'?"1 pro 

motes convenience in entering the same be 
neath the ?ange 15d in a way to effect a ?rm 
engagement as the frame is lowered to pass 
the ?ange 17° into the notch 15‘; Also, the 
greater width of the ?ange 17d prevents it 
from escaping through not-ch 15E so that only 
by bringing the narrow ?ange 17° to the 
notch 15t can the cover frame 17 be disen 
gaged from the securing frame 15. 
The detachable engagement between the 

receptacle 16 and the frame 17 is provided 
for as follows: In the frame 17 at the under 
?ange 17b thereof is a notch 178 and on the 
receptacle 16 at diametrically opposite sides 
are, outwardly disposed ears 163 one smaller 
than the other. The receptacle 16 may be so 
placed against the cover frame 17 as'to enter 
one of the ears 16a beneath the under ?ange 
17b so that the diametrically opposite ear 
1621 may be passed through the notch 178 
formed in said ?ange 17", after which the 
receptacle isgiven a partial turn to take the 
entering ear 1 16*‘ away from the said 
notch 17". . ‘ .' 

The described arrangement permits of the 
) receptacle 16 being detached from the cover 
frame 17 so that when said cover frame is 
held to the securing frame 15 on a glove for 
example, a through opening will be afforded 
for the viewing of a wrist watch. On the 
other hand with the receptacle in place on. 
the cover frame, the assemblage may be em 
pipyed as a vanity case, coin holder, or the 
li e. 
Again, the cover frame 17 with the recep 

tacle 16 thereon may be readily detached 
from the securing frame 15 so that the cov 
ered receptacle may be worn with. a bracelet 
as inl‘igure 3 or carried in a pocketbook or 
handbag. 
For securing the frame 17 to the snap 

' hooks bof a bracelet or wrist band B, I form 
diametrically opposite holes 17 f in said'cover 
frame. 
_ I would state in conclusion that while the 
illustrated example constitutes a practical 
embodiment of my invention, I do not limit 
myself strictly. tov the exact details herein 
illustrated, since manifestly the same can be 
conslderably varied without departure from. 
the splrit of the invention as .de?ned in the 

1,416,654 

Having thus described my invention, ‘I 
claim: 

1. As a new article of manufacture, a se 
curing frame adapted to be applied to a 
supporting article at an opening therein, a 
second frame having a movable cover there 

70 

on, and a separate receptacle, said securing - 
frame and cover frame having co-engaging 
fastener members to detachably hold one 
frame to the other, and said receptacle‘ and 
said cover frame having co-engaging fas 
tener members to detachably hold the cover 
frame to the receptacle. 

2. An assembla e of the class described 
including a securin frame adapted to be 
a plied to a supportlng article at an opening 
t erein, a second frame having a cover, co 
engaging fastener members at the exterior 
of the cover frame and at the interior of the 
securing frame for detachably engaging one 
frame with the other, a receptacle ?tting 
within said cover frame and means detach 
ably fastening the receptacle to the cover 
frame independently of the cover and inde 
pendently of the means for fastening the 
frames to- each other. 

3. In an assemblage of the class described, 
a securing frame having means to engage a 
supporting article at an opening therein, 
said frame having an internal ?ange formed 
with a notch, a second frame provided with 
a cover, said cover frame having a ?ange 
?tting within the securing frame and formed 
at the exterior with fastener members adapt 
ed to be engaged beneath the ?ange of the 
securing frame, one of said fastener mem 
bers being wider than the other and wider 
than said notch, the other of the fastener 
members being adapted to be passed through 
the notch, and a receptacle ?tting within said 
cover frame and presenting lateral cars at 
diametrically opposite sides at the exterior 
of the receptacle, adapted to engage beneath 
the ?ange of the cover frame, the ?ange of 
the cover frame having a notch through 
which One of the fastener members on the 
receptacle may be passed. 

4. In an assemblage of the class described, 
a securing frame having means to engage 
a supporting article at an opening therein, 
said frame having an internal ‘?ange formed 
with a notch, and a second frame having a 
?ange ?tting within the securing frame and 
formed at ‘the exterior with fastener mem 
bers adapted to be engaged beneath the 
?ange of the securing frame, one of said 
fastener members being wider than the other 
and wider than said notch, the other of the 
fastener members being adapted to be passed 
through the notch. 

5. In an assemblage of the class described, 
a receptacle, and a separate frame thereon, 
said frame having a cover, and said recep 
tacle presenting lateral ears at diametri 
cally opposite sides at the exterior of the 
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receptacle, 'said frame having‘ an internal 
?ange beneath which said ears may engage, 

. 7 said ?ange having- -a notch through which 
one of the ears may be passed. ‘ - 

6. In an assemblage of the class described, 
a receptacle, and 'a separate frame thereon, 
said frame having a cover, and said recep 
tacle presenting lateral ears at o‘liametri-v 

cally opposite sides at the exterior of the re 
ceptacle, one of said ears being smaller than 10' 
the other, said frame having an internal 
?ange beneath which said ears may engage, 
said ?ange having a notch through which 
the smaller one of the ears may be passed.‘ 

ADULF LENNEBE-RG. 


