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T 0 all to 710m it may concern .' 
Be it known that 1, PAUL C. Sormrrnr, a 

citizen of the United States, resting at 355 
East 87th Street, New York, in the county 
of New York and State of New York, have 
invented certain new and useful Improve 
ments in Sounding Toys, of which the fol 
lowing is a speci?cation. 

This invention relates to a sporting or ex 
ercising instrument. 

Its primary object is to provide an in 
strument which when swung by the hand 
with su?ioient force will give an audible sig 
nal, as described in the following speci?ca 
tion, having reference to the accompanying 
drawings in which: , 

Fig. 1 is a view showing one form of in 
strument embodying my invention, and 

Fig. 2 is a view showing a cross-section of. 
Fig. 1 taken on lines II—II looking in the 
direction of the arrows. 

Similar characters of reference designate 
similar parts in each of the several views. 
In Fig. 1 of the drawing, reference char~ 

acter 1 designates a club having a handle 2. 
A sleeve 3 is free to slide on the club. This 
sleeve is normally held by a spring 4.- in the 
position indicated. One end of the spring is 
secured to the sleeve and the other end there 
of is fastened to the shoulder 5 of the han 
dle. At its other end the club is provided 
with a stop 6, which is keyed thereto at 12. 
To render the distance from the handle to 
the stop adjustable the club is provided with 
a‘ number of holes 8, at any one of which 
the stop may be keyed to they club. The face 
of the stop is provided with a receptacle 7 
for receiving a percussion cap 9. A spring 
10 is provided with a hammer 10*‘1 which 
partly enters the receptacle 7 and thus 
serves normally to hold the cap in place, 
the end of the spring being pivoted at 11 
so that the same may be pushed aside when 
a cap is to be inserted. 
To operate the device it is grasped by the , 

hand and swung, with all the force at the 
command of the user, through an arc ofv a 
circle described with the arm.’ Owing to the 
centrifugal force and the inertia of the 
sleeve 3 it will slide away from the handle 
against the pull of the spring. If sufficient 
momentum has been generated in the sleeve 

the same will strike the stop 6, setting off 
thecap 9, the report of which serves as a 
signal which indicates that the user has been 
successful in his attempt. He may then 
try again with the stop set at the next notch 
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and so on until he reaches the maximum dis- ‘' 
tance at which he can successfully operate 
the device. Conversely, if he fails to set 
off the explosive at his ?rst attempt he may 
decrease the ‘distance in steps until he’ 
reaches the point at which he is successful. 
It will thus be seen that the device of my in 
vention is capable of combining a healthful 
athletic exercise with the stimulus of com 
petition between different users of the in-' 
strument, and affords to the individual user 
a measure of his improvement in skill and 
strength as he continues to exerclse with the 

‘ instrument. 

While I have illustrated and described in 
detail one preferred embodiment of the in 
vention, it will be understood that various 
changes and modi?cations may be made 
therein, and I do not, therefore, desire to 
limit myself to the speci?c construction set 
forth, but ‘intend to cover my invention 
broadly in whatever form. its principle may 
be employed. 
What I claim is: _ . 
1. In an instrument of the nature de 

scribed, a member adapted to be swung by 
the user, means'associated withsaid member 
for moving relatively to said member owing 
to the momentum generated therein, a re 
silient device for normally holding said 
means in a nonoperative position, an explo 
sive device arranged to be operated by said 
means during the movement‘ thereof, and 
means for adjusting the distance of move 
ment of said means necessary to set 01f said 
explosive device.v . V 

2. In combination, a club having a han 
dle. a member movable lengthwise on said 
club, a stop for said member adjacent the 
end of said club remote from said handle 
and means for associating a detonating de 
vice with said stop so as to be set off by said 
member. a ’ 

, 3. In combination, a club, a member mov 
able lengthwise thereon’, a resilient device 
for normally holding said member adjacent. 
one end of ‘said club, a stop for said member 
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adjacent the other end of said club and and a member associated with said ?rst 
means assoclated wlth sald stop for reoelv- sleeve for reeelvmg a detonatlng devlce so 10 
ing a detonating device. as to be set off'by an impact of said second 

4. In comblnatlon, a club havlng a han- sleeve. 
dle, a sleeve associated W1th sald club adja- In testnnony whereof I a'f?x my slgne 
cent the end thereof remote from the handle,‘ ture. 
a second sleeve slidable 0n the part of the 
club between the ?rst sleeve and the handle, PAUL C. SCHMIDT. 


