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T0 aZZ {whom it may concern: 
Be it known that L FRANK G'ILLOM, a 

citizen of the United States, residing at 
Spokane, in the county of Spokane and State 
of ‘Washington, have invented certain new 
and useful Improvements in Lock Preteen 
tors; and I do hereby declare the following 
to be a full, clear, and exact description of 
the invention, such as will enable others 
skilled in the art to which it appertains to 
make and use the same. 
The invention relates to means for pre 

venting the unauthorized opening of locks, 
thereby safeguarding the occupant of a room 
from intrusion when sleeping. ' 
Entrance to rooms that have been locked 

from the inside7 with the key remaining in 
the lock, is usually effected from the outside 
by displacement of the key and the picking 
of the lock. 
The present invention provides a device 

which is introduced into the lock from the 
inside of the room to prevent the surrep 
titious opening of the look from the out 
side, said device being so constructed as to 
retain its position in the look when properly 
applied against all attempt at displacement 
thereof, thereby preventing unauthorized 
opening of the lock and entrance into the 
room. 

Other objects and advantages will be ap 
parent and suggest themselves as the nature 
of the invention is understood. 

Referring to the accompanying drawings 
forming a part of the speci?cation, 
Figure 1 is a side view of the device, 
Figure 2 is a plan view thereof, 
Figure 3 is a perspective view of the tu 

bular member, and _ 
Figure 4. is a perspective view of the stem 

member. 
Corresponding and like parts are referred 

to in the following description and desig 
nated in the several views of the drawings by 
like reference characters. 
The protector comprises essentially three 

parts, a tubular member, a stem member 
freely slidable within the tubular member, 
and a nut threaded upon the stem member 
and adapted to draw the two members to 
gether to secure the device when placed in 
position in a lock. 
The tubular member 1 is'provided at one 

end with longitudinally disposed arms 2 
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having notches 3 in their extremities. The 
parts are preferably of integral formation. 
The stem member 4 is freely slidable in the 
tubular member 1 and has an end portion 
threaded as indicated at 5 and is provided 
at its opposite end with a flattened head 6 
so constructed as to be readily introduced 
into the keyhole of a lock. The inner edge 
of the ?attened head 6 is sharpened, as in 
dicated at 7, to bite into the wall of the 
lock and prevent possible turning of the 
member a after the protector has been prop 
erly applied. That portion of the stem 4: 
adjacent the head 6 is reduced so as to read 
ily enter the smallest size keyhole. A. nut S 
is mounted upon the threaded portion 5 of 
the stem and engages the outer end of the 
tubular member 1 and provides means for 
drawing the two members together to clamp 
the lock therebetween and prevent displace 
ment of the protector after the same has 
been properly applied. The parts may be 
constructed of any suitable metal and may 
be of any relative size and ?nish. The head 
6 must be of such relative size as to prevent 
picking of the look when positioned therein. 
The device is compact and may be readily 

carried in the pocket and in practice prevent 
the picking of a lock and surreptitious en’ 
trance to a room after the same has been 
locked. The notches 8 in the extremities of 
the arms 2 receive the inner edge of the head 
6 which is retained therein by the nut '8 
which is turned upon a threaded. portion 5 of 
the stem 4; into engagement with the outer 
end of the tubular member 1. Tu practice, 
picking of a lock is prevented after the same 
has been locked and. the key removed by 
introducing the head 6 of the stem a into the 
keyhole of the lock and turning the stem '1 
to bring the head 6 crosswise of the keyhole 
and against the inner wall of the lock. The 
arms 2 of the member 1 enter the keyhole 
and the device is made secure by rotatii'ig 
the nut 8 so as to clamp the parts of the 
lock between the two members. The device 
cannot be readily displaced from th.n outside 
and the lock cannot be picked or opened in 
any of the usual ways, hence the occupant of 
the room when sleeping safeguarded 
against intrusion. 
‘What is claimed is: 
A lock protector comprising a tubular 

member having an arm to extend into a key 
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hole, a stem movable longitudinally and to move the tubular member and stem reia- 10 
axially'in the tubular member, a head‘oli'sa‘id tiv'elyi’t'éi ‘eaéh‘othjei'. I ‘ 
stemv t'o'enter a'key hole, the inner-"edge of In"tes'til?ony'w‘hereof Ia?ix my signature 
said head being sharpened to bite intoa- in-presence of two Witnesses. 

v. part'of-‘the lock; the‘ free end ofsaidqarm‘ FRANK GILL-OML 
having a notch to receive said edge soihata , 
pocket in Which the protector is carried will _ Witnesses: 
not be cut by said edge and the artie‘le‘iiiay" S. ANDERsoN, 
assume a compact form, and means operable J. F. WASHAM. 


