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PLAYING-'CARD-SHU'FFLING BOX. 

Application ?led June 14, 1920. Serial No. 388,993. 

T 0 all whom it may concern.‘ 
Be it known-that we, GUsTAvE W. AEGER 

TER and KARL ScHLIEPMANN, citizens of the 
United States, residing in the city of St. 
Louis and State of Missouri, have invented 
a certain new and- useful Playing-Card 
Shu?iing Box, of which the following is a 
speci?cation. . 

Our invention relates to means for shuf 
fling playing cards, and, has for its object 
the provision of a box structure for receiv 
ing av deck of playing cards to be shuffled, 
which box is provided with means for shuf-i 
?ing the cards when reciprocating move 
ment is imparted thereto by hand. 
Further objects of the invention are to 

provide the box with a ?oor’of several incli 
nations to form card stacking sections at 
either end of the bo'x-and intermediate card 
shu?‘ling surfaces. The box is further pro 
vided with a card separating bridge ar 
ranged intermediate the shu?ling floor and 
the top wall of the box. 
With the above and other objects in view, 

the invention consists in the novel features 
of construction, arrangement and combina 
tion of parts hereinafter described and ?n 
ally pointed out in the claim hereto ap 
pended. 
Referring to the accompanying drawings: 
Fig. 1, is a‘vertical longitudinal sectional 

view of our improved card shuffling box. 
Fig. 2, is a plan view thereof. 
Fig. 3, illustrates diagrammatically the 

movements of the box for shuffling the cards 
placed therein. 

Fig. 4, illustrates a further movement of 
the box for shuffling the cards. 
In carrying out the aim of our present 

invention, we employ a suitable box like 
receptacle, or housing 1 having a door 2, 
hinged as at 3 to one end of thebox and the 
top wall 4 of the box is preferably provided 
with a sight opening 5. A suitable catch 
fastener 6 holds the door 2 in its closed posi 
tion. 
The shu?iing box is provided with a ?oor 

having the inclined stacking section 7, at 
one end of the box, and the inclined stack 
ing section 8, at the opposite end of the box, 
the latter stacking section being preferably 
of a greater inclination than the stacking 
section designated 7. ' . 

The inclined stacking sections 7 and 8 are 
connected by means of the intermediate in 
clined shu?iing sections 9, 10, 11 and 12. 

The relatively short inclined sections 9 and 
12 are employed to direct the forward end 
of the playing cards designated A, upwardly 
in their starting movements from opposite 
stacking ends of the box, while the inclined 

60 

shu?iing sections 10 and 11 are adapted to ‘ 
direct the cards upwards just prior to stack 
ing at either end of the box, as is manifest. 
A suitable card separating bridge 13 is 

arranged transversely of the box at a suit 
able elevation directly above the lowest ends 
of the inclined sections 10 and 11, as clearl 
shown in Fig. 1. It will here be observed: 
that the bridging member 13 will cause some 
of the cards tov travel over the bridge and 
some under the bridge in their movement 
from stacking section 7 to stacking section 
8. In the movement of the playing cards 
from stacking section 8 to stacking section 
7, it is evident that the cards will all return 
under the bridge, but, owing to the inclined 
section 12, the cards do not return and stack 
up on section 7 in the same order they leave 
section 8 as the upper cards on section 8 will 
land on section 7 before the lower cards have 
had time to be transferred from section 8 
to section 7 . The inclined sections 10 and 
11 cause the last cards to be stacked, to be 
directed into the cards being stacked simi 
lar to the shu?iing of the cards by hand. 
The movement of the boxfound best for 

the shu?iingbf the cards, is as shown in 
Figures 3 and 4. 
After the playing cards A have been 

placed upon the inclined stacking section 7 
through the door 2, the player or operator 
gives the box a few quick movements back 
and forth in a curved path, as indicated by 
the arrows in Fig. 3, and then changes the 
movements by giving the box a few quick 
reciprocating movements in a horizontal 
path, as indicated by the arrows in Fig. 4:. 
The above movements of the shuf?ing box 
are continued for a short period and thor 
oughly shu?ies the playing cards. After 
the cards have been shu?led, they are re 
moved through the door 2, as is manifest. 
A suitable deadener, such as a hair, or 

felt pad, or lining 14 is preferably, although 
not necessarily, ?xed to the inner face of 
the. door 2 and a like linin 15 is ?xed to 
the inner face of theopposite end wall 16 
of the shuffling box. A suitable and similar 
lining 17 may also be ?xed to the upper face 
of the inclined stacking section 7, which has 
a tendency to slightly retard the getaway 
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movement of the lower playing cards, as is 
manifest. 

18 indicates a suitable ?ller, such as hair, 
cotton, felt, or the like, which is interposed 
between the card shuf?ing ?oor and the bot 
tom wall 19 of the shu?ling box. The ?ller 
18, it will be observed, will also act as a 
deadener to silence the noise of the cards 
during their shu?iing movements. It is evi 
dent that the card shuffling ?oor of the shuf-. 
fling box may be made solid, if so desired. - 
The cards are preferably placed in the 

shuffling box with the backs thereof to the 
top of the box so that the shu?iing move 
ments of the cards can be observed through 
the opening 5 and the faces of the cards 
not observed. 

It is evident from the foregoing descrip 
tion that playing cards can be effectively 
shuffled by women, or other parties not e?i 
cient in the shuffling of playing cards, and, 
that when cards are shu?led in a box of the 
class herein-described that cheating by the 
shu?ler is eliminated as he cannot keep track 
of the location of any of the cards. 

The’ many advantages of the herein de 
scribed invention will readily suggest them 
selves to those skilled in the art to which it 
appertains. ‘ 
We do not wish to be understood as hav 

ing limited ourselves to the speci?c details 
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of construction shown and described, but 
desire to have it understood that the inven 
tion we have shown in the drawings, is 
merely illustrative, as it is manifest that 
various minor changes may be made in the 
exact construction and particular arrange 
ments of several parts without departing 
from the spirit of our invention, hence we 
reserve the right to make any such changes, 
or modi?cations as may‘ fairly fall within 
the scope of the appended claim ‘when fairly 
construed. 
What we claim is: 
A card shu?ler comprising a box having 

a ?oor provided with various inclinations 
within which the cards may be allowed to 
slide from end to end for shu?ling same, and 
a card separating bridge disposed at an in 
cline intermediate the two highest elevations 
of the ?oor and above the same to divide the 
cards when moving in one direction so the 
cards will pass above and below the bridge 
and to prevent division of the cards during 
their movement in the opposite direction 
causing all of the cards to pass under the 
bridge. 
In testimony whereof, we have hereunto 

signed our names to the speci?cation. 

GUSTAVE W. AEGERTER. 
KARL SCHLIEPMANN. 

35 

40 

4-5 

50 

55 


