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Be it known that I, NORMAN W. NU'r'r, a 
citizen of the United States, residino‘ ‘ at 
Trenton, in. the county of Mercer and §tate 
of New Jersey, have invented certain new; 
and useful Improvements in Electric-Lamp 
Fixtures or Supports, of which the follow 
ing is a speci?cation. . 
This invention relates to certain improve 

ments in electric lamp ?xtures or supports 
generally, and more particularly to com 
bined types of lamp socket husks and shades 
or re?ectors, or globe, shade or re?ector 
holders. 
The principal object of the invention is to 

provide for devices of the class mentioned, 
and of a construction and arrangement tend 
ing toward simplicity in design, ease in as 
sembling and installing, and comparatively 
low, cost in manufacture. 
Another object of the invention is to pro 

vide for a means whereby to e?ectively ven 
tilate the interiors of electric lamp shades, 
re?ectors, or the holders thereof, or the com 
bined types of shade or re?ector and lamp 
socket holders, whereby the intensive heat, 
generated by‘ an electric lamp con?ned 
within a shade or re?ector, is radiated or 
otherwise allowed to escape therefrom. 

WVith the foregoing and other equally im 
portant advantages and objects in view, the 
invention resides in the certain new, novel 
and useful construction and arrangement of 
parts as will be hereinafter more fully de 
scribed, set forth in the appended claim, and 
illustrated, in the accompanying drawing 
which illustrates in side elevation, partly in 
section, a combined ‘electric lamp socket and 
shade holder in accordance with this inven 
tion, the parts of the same being shown in 
position for the assembling thereof, 
Referring to the drawing, and the nu 

meral 10 indicates generally the upper por 
tion of an electric lamp socket inclosing 
husk, which is closed at its upper end by a 
curved or semi-spherical wall portion 11, 
and is open at its lower end for the impres 
sion into position therein of a lamp socket 
(not shown). The lower open end of this 
portion of the husk 10 is screw-threaded, as 
at 12, for the attachment thereto of the 
lower portion 13 of the husk, which is into 
grally formed at the upper end of a sub 
stantially conical shaped shade or re?ector 
body 14, the portion 13 thereof being screw 
threaded complementally to the threaded 

portion 12, of the husk body, for the pur 
pose. Medially between .the ‘integrally 
formed threaded husk aportionc'il3y and-the‘ 
upper 'end of the. shade re?ector proper,‘ 
there is providedan annular or substantially. 
cylindrical wall portionI15, which is formed 
with a series of ‘equidistantl'y spaced open-' 
ings 16, whereby to ventilate the interior of 
the shade or re?ector and to greatly reduce 
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the temperature immediately around the ' 
base of the lamp bulb‘ (not shown) posi 
tioned within the shade or re?ector, and the 
lamp globe supporting socket (not shown) 
housed within the husk portions 10 and 13. 
In the use of this type of light support or I 

?xture, the upper husk portion lO'hasYits 
end wall 11 formed with a centrally var 
ranged opening, as at 17 , through which the 
free ends ofa pair of circuit conductors 
(not shown) are threaded for'attachment to 
the binding contacts or screws or av lamp 
socket inserted upwardly of the lower open 
end therof, when the lower husk portion 13 
and the shade or re?ector 14, will be thread 
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ed onto the lower threaded end 12 of the 1 
upper husk portion 10, and a lamp of usual 
form inserted upwardly of the shade or re 
?ector and threaded into position in the 
lower socketed end of the lamp socket now 
housed within the husk portions 10 and 13. 
The husk portions 10 and 18, and the shade 
or re?ector, in this instance of the invention 
are to be made from any desired material,‘ 
either insulating or non-insulating, capable 90 
of being pressed or moulded into the re- ' 
quired con?guration or form. 
From the foregoing it will be readily ap 

parent to the electrical trade, that-the in 
vention provides for novel, useful and at 
tractive form of electric lamp support or 
?xture, providing a combined lamp socket 
and shade and re?ector husk and holder of 
simple and inexpensive construction and ar 
rangement, affording quick and easy assem 
bling and installing of the same and the as-‘ 
sociated parts thereof with a marked reduc~ 
tion in the manual operations required for 
the purpose, and in time for the accomplish 
ment thereof, and, by, the provision of the 
means for ventilating the interiors of the 
parts of the ?xture or support, the handling 
of the same is facilitated when in use, with~ 
out the usual annoyance and discomfort oc 
casioned by the heating up of the parts by 
the lamps positioned within the globes, 
shades or re?ectors. 
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It is well understood that, while the pre 
ferred embodiment of the electric lamp ?x 
ture or support have been described and il 
lustrated herein in speci?c terms and details 
of construction and arrangement, various 
changes in and modi?cations of the same 
may be resorted to without departing from 
the spirit of the invention, or the scope of 
the claim appending hereto. 
Having thus fully described the invention, 

what‘ is claimed, is :— 
An electric lamp husk comprising a hol 

low upper section cylindrical throughout 
and having a top portion formed with a cen 

' tral opening, the lower terminal portion of 
said section being threaded internally and 
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externally and with the threads thereof ter~ 
minating at the lower edge of said section, a 
lower section including a cylindrical upper 
portion and a ?aring lower portion, said 
upper portion having its upper part thread 
ed internally and externally for engagement 
with the threads of the upper section and 
further for engagement with the threads of 
a lamp socket and said upper portion having 
the lower part thereof formed with a series 
of openings spaced from said ?aring portion 
of said lower section. 
In testimony whereof, I a?ix my signature 

hereto. 

NORMAN W. NUTT. 

25 


