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UNITED STATES 
1,469,587 

PATENT OFFICE. 
WILLIAM J'. NEWTON, OF BRIDGEPORT, CQNNECTICUT, ASSIGNOR T0 HARVEY HUB 

BELL, INCORPORATED, 0F BRIDGEPOR'I', CONNECTICUT, A CORPORATION OF CON 
NECTICUT. , 7, 

Application ?led Ju1y26, 

To allot-ham it may concern: 1 ' . 

Be it known that 1, WILLIAM J. NEWTON, 
a-citizen of the United'States, residing’ at 
Bridgeport, county of Fa‘ir?eld, State of 
Connecticut, have invented anxlmprovcment 
in Fixture-Hook‘ Fittingsyof which the'fol 
lowing is a speci?catio .. ‘ V 

' In wiring a building, as is well known, 
it is usual that where a lighting or other 
electrical‘ ?xture is desired- an outlet box 
is secured ina recess inlthe wall and the con 
duit pipes extended through the walls and 
partitions and connected ‘to these boxes. 
The insulated wires are then drawn through 

" these conduitsby the electricians and are 
left with the free ends of. theiwires extend 
ing into the boxes." After this part of the 
wiring iscompleted the ?xture men hang the 
?xtures and make the “connections with the 
free ends of the wiresin the outlet boxes. 
As these are two separatejobs, there is often 
considerable delay,» and the tendency ‘of the 
times is to leaving the wiring ‘contract com 
plete so that the ?xtures maybe installed 
by theglayman. ,_,Furtherniore, with the. old 
t pe of ?xtures,.after_theyare once in place 
tiiey are permanent. and cannot be changed 
without tearing down and making entirely 
new connections ‘with the conse uent injury 
to the walls of building andt e ?nish as 
it is very di?icult to make such changes 
without marring and defacing the walls. 

It is, therefore, an object of my invention 
to provide electrical?xtures which will on 
able the wiring men to complete the con- .7 
'nections to receptacles in the outlet boxes, 
and to provide a ?xture which may be se 
cured in place on the wall by any one, the 
electrical connection. for the ?xture being . 
made by merely inserting a standard‘ plug 
extension in the receptacle. . ‘ _ . - ., 

his a further object of the invention to 
provide a‘?xture which .may be removedat 
any time and another ?xture of a‘di?ferent 
style substituted therefoni? desired ‘Without 
‘defacing or marring the ‘walls.’ , , v _ 5 

7 It is.a still further object of the-invention 
to provide a‘ ?xture of the type described 
which may ,be easily removed atan'yftime 
by the layman to provide the usual ,walllre 
ceptacle foiyattachment of plug extensions 
for electrical appliances of various kinds. 
Another object of my invention is to ro 

vide a device of the abovemeutioned c ass 
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which- will be of simple and durable con 
struction and capable of, being secured to 
the'wall or ceiling with the minimum ex 
penditure of time and energy. : . 
EWith- these;and othereobjects in~view I 

have devised the ?xture ?tting illustrated in 
the accompanying drawings in which, 

: Fig. 1 is a section through a wall recep 
tacleshowinga lighting ?xture in lace. 
_ Fig. 2 is .a perspective view of t e outlet 
box, as shown in Fig. 1, with'a portion of 
the wall thereof broken away so as to show 
the ?xture support‘: - i . ‘ 

Fig. 3 is a view similar to Fi . ,2 show 
ing a slightly modi?ed construction of the 
?xture support. , 

Fig. 4 is a verticalsection of the type of 
box shown in Fig.3 with the receptacle and 
cover in place. i , . _ i V. 

Fig. 5 is a perspective detail view of ,the 
supporting member adapted .for .use 'for 
either side wall or ceilin outlet boxes. 

Fig. 6 is 1a rearview o, the canopy. shown 
in Fig. 1 ‘showing the cross bar‘ incocpera 
tion with the supporting hook. _ 

Fig. 7 is a perspective view of the sup 
porting element shown ;in Fig. 2. ,. 

Fig. 8 is a perspective view of the cover 
looking from the, inner side thereof. 

Fig. 9 is a perspective view of the sup 
porting hook. _ , l . 

Fig. 10 is a view showing my invention 
as modi?ed for use in connection with a 
ceiling outlet box. , 

Fig. 11 is a . erspecive view of the outlet 
box shown in ig. 10 with a portion of the 
walls thereof broken away to show the in 
terior support. ‘ .. 

Fig. 12 is a view similar to Fig. 11 show 
ing the use of a support similar to that 
shown in Fig.1 1. in a ceiling outlet box. 

Fig. 13 shows the preferred form of sup 
porting hooks and'their relative arrange 
ment when ‘used-in a ceiling outlet box. 

Fig. 14 is-aperspective viewof one of 
these hooks. ' ~ . > ' > 

' .Fig._15 is a sectional view through the 
cover plate showing the method of attach 
ing it to" the-outlet box, and 

.16 is a view looking from the right 
“Fig.4. ' - ~ V ' 

Reference numeral 15 represents a wall 
provided with ‘a recess in which is placed 
an outlet box 16‘ connected to the usual 
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5 as by suitable screws 

15 20" leading 

’ with the rearsurlace of 

' _ Adjnstably mounted 

‘ comprises a supporting 

CI 

conduit 17 through which the electric wires 
18 extend. Within the outletbox I mount 
a supporting member 19, preferably by so 
curing it to the rear wall of the outlet box 

19'. This supporting 
member may be in the form of a cup, as 
shown in Figs. 1, 2 and 12, but preferably 
in the form of a bracket, as shown at 19“ in 
Figs. 3 and 4 and 19" in Figs. 10 and 11. 

10 A receptacle 20 is secured to this support 
and the box by suitable screws 20', the re 
ceptacle carrying the usual contact members 
to which the lead wires 18 are connected, 
the receptacle also having the usual slots 

from the face of the receptacle 
to the contacts therein. The openinv in 
the' wall of the outlet box is ordinarily llnsh 
with the‘surface of the wall 15 and is cov 
cred-by means of a dished plate or cover 34 
formed with a central opening 34', the outer 
?ange 34" resting on the-grace- of the wall 
15 around the'opening to the outlet box. 
The opening ' his plate is of suliicient 
diameter to allow for the’ insert-ion of an 

" attachment plug 21 carrying the usual jack 
blades whiclnwhen applied, are inserted in 
the slots 20" in the rece tacle 20 to eoact 
with the contacts therein. ' This opening 
. ' has ‘a diameter substantially equal to 

3“ that of receptacle 20 and the outer end of 
this'receptacle-is substantially in a plane 

plate 34, as shown 
in Fig.- 4, s0 as'to produce a neat ‘appear 
anceiwhenythe ?xture is removed. 

on‘ the horizontal 
ortion of the supporting element 19, is a 
001: 22 comprising a ?at body portion hav 

ing spaced elongated slots 42st rough which 
vmay'extend' suitable screws 23 for adjust 
ably securing’the hook to" the supp6rt19 
and clamping it‘ in adjusted position. The 
free end of the book 22 extends'upwardly 
through a notch ‘34"’ formed in the flange 
ofthe' late‘ 34. n ' 
In 1 I have shown attached over 

the ‘outlet box a ?xture hook ?tting ‘which 
' conduit 29i'attached 

to the ’canopy 31 preferably‘formed of sheet 
metal. The conduit carries at its free end a 
lamp-socket 29' which supports the lamp 
L and globe G. ~Dead wires 30 extend 

' through the conduit 29 to the lamp-socket, 
and the free ends thereof are ‘attached to 
the jack blades carried by the plug 21. Ex~ 
tending ‘across the back of the canopy 31 
'a-bove the center and secured thereto by any 
suitable means, is a cross bar 32] which is 
adapted when applying the fixture to the 
slide for insertion back ‘ofthe \‘ertical free 
end of book as shown in Fig. 1, and re 
tains the canopy ‘Bland the lamp’ in place 
over the outlet box. It will be apparent that. 
all that is necessary in applying'the fixture 
is to insert the jack blades of the plug ‘21 in 
the receptacle 20, to place the canopy over 

. ing the plug 21 
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the outlet? box with the bar 32 above the 
hook 22, and then slide ‘downwardly on 
the wall surface-to the positiomsliown in 
Fig.. 1. ‘It will also be apparent th t the 
?xture may be remoYed just as readily by 
?rst moving the canopy '31 "upwardl _', par 
allel to the wall surface, and then w'tlyidraw 

from the receptacle.‘ ‘‘ When 
the ?xture including the canopy and the 
lamp is removed,- extension plugs from any 
suitable appliance, such as ?at irons, or 
drop lights, may be connected with the re 
ceptacle 20. 1 ‘ ' - 

The cover 34ema -' be conveniently and re 
movably secured- over the opening to the 

ox by means 
secured to the rear wallthereof; the free 
ends of these plates sliding back 
tapering wall 36, as shown in'- ' F10. 15. 

Figs. 0 5 and 10 to 14 illustrate supporting 

of the _ 

70 

of spring plates 35 

elements as modi?ed for application to ceil 
ing outlet boxes. The. outlet box 16- is-fthe 
same as. that-used in a vertical wall‘Ibut-the 
support’ 19‘1 has‘ portions '28 bent. at ‘i'ivht 
angles-to'the body 27ithereoi oft-both si es' 
of the receptacle 20 and each one of these 
portions 28 ‘are adapted‘ to=haue mounted 
thereon 'supportin hooks¢38 provided..in 
the shanks thereofgwv-ithlel'ongatedslpts-? 
to receive the securing screws-.23. -‘ ' 
method?‘ of- securing‘ the-hooks-allows ior 1-1‘ 
vertical adjustment thereotv-The hookipor 
tionsvof the members 38 project belew‘the 
face of‘the ceiling, as shownvinFig. .10." a 

port is somewhat ' 
?xture; shown‘ ‘in 'Fig‘.‘ 1, and‘ comprises ‘a 
canopy 41 mounted on a' conduit‘ 43'and'se 
cured in position ~ by-_1neens 
screw ‘kl. 'The"lanip-'socket=45 ‘is secured 
to the ~conduit-113,. 'Secu'red to'the‘ upper end 
of this conduitjis'a sup" rting element 40 
provided with: 1a cross‘1 " r-'-’391~adaptedhto 
seat within the hooks 38.- "The-‘usual lead 
wires? 30 extend'throu?li-the' conduit 43in)!!! 
the lamp-'socket‘an'd harie‘f'secured‘to the.‘ 
free ends thereof aistandard' plug-21 ad-a t‘ 
ed for attachment. "to-the receptacle ‘20. applying .this'type of ?xture, canopy? is 
slid"do'wnwardly-' along'the conduit 4.3;Iand 
the’ bar 39 placed'iii"the hooks" 38;"‘The 
canopy 4:1 is then 'm'ov'd iipwardlymntilii'ts 
base is in contact witlig'the‘w'vall‘andeis‘se 
cured in thisppositionijbydigliteningi set 
screw1 44. '_ - “1 T” _ j" 

It‘ will be ‘apparent from'tl'ie“foregoing 
that with my ?xtures the""wiri_'ii ‘contract 
may lee-left a ?nishedjobfand' that ‘then 
thei?xtu'resmay'be a 'plied’hy anyone.. *It 
willalso be‘ apparenttliat the ?xtures maybe 
easily removed‘ at any time‘anil ‘new ' 
of a. new style‘ or type substituted therefor 
without defacing the portion’ ‘of'tlie'wall 
Surrounding the‘ outlet box. It will also be 
apparent that the‘ securing means comprises 

of a suitable set 

The ?xture applied to‘ ‘this iorm-of sup 

use 
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very few parts, and, therefore, will be com 
paratively cheap to manufacture, and not 
liable to get out of order, but will be ef 
licient and reliable in operation. 
Having thus set forth the nature of my 

invention, What 1 claim is: 
1. In a device of the character described 

an outlet box adapted to be mounted in a 
wall, said box being open at the front 
thereof, an electric receptacle, means for 
securino' the rece Jtacle in said box a late is l a . 

for the open side of the box and provided 
with an opening in alignment with the re 
ceptacle, means to removably secure said 
plate in position, a support secured to the 
box independently of the receptacle and 
projecting outwardly therefrom and curved 
to form a hook, an electric ?xture in 
cluding a canopy adopted to conceal the 
outlet box when mounted in a wall, a cross 
bar secured to the canopy at its rear side 
and adapted to seat within the hook to sup 
port the ?xture against the wall and the 
canopy over the box and an extension plug 
connected with the ?xture by ?exible con 
ductors and adapted for insertion in the 
receptacle. 

2. In a device of the character described 
an outlet box adapted to be mounted in a 
recess in a wall, a supporting member se— 
cured within the box comprising a bracket, 
an electric receptacle, means for securing 
the receptacle to the bracket, a support ad 
justably secured to the bracket independ 
ently of the receptacle and extending from 
the forward side of the box, said extension 
being; curved upwardly to‘form a hook, an 
electric ?xture including a canopy adapted 
to conceal the outlet box when mounted in 
a wall, a cross bar secured to the canopy 
at its rear side and adapted to seat Within 
the hook to support the ?xture against the 
wall and the canopy over the box, and an 
extension plug connected with the ?xture 
by ?exible conductors and adapted for in 
sertion in the receptacle. 

3. In a device of the character described 

8 

an outlet box adapted to be mounted in a 
recess in a wall, said box being open at the 
front thereof and provided with an in 
wardly extending tapered ?ange about said 
opening, an electric receptacle, means for 
securing the receptacle in said box, a plate 
for closing the open side of the box and 
provided with yielding means to engage the 
inner walls of the flange to hold it in posi 
tion, said plate being provided with an 
opening in alignment with the receptacle, a 
support secured to the box and extending 
forwardly of the plate where it is curved 
to provide a hook, a ?xture including a 
canopy adapted to conceal the outlet box 
when mounted in a wall, a cross bar secured 
to the canopy at its rear side and adapted 
to seat within the hook to support the 
canopy over the box, and an extension plug 
connected with the ?xture and adapted for 
insertion in the receptacle. 

4. In a device of the character described 
an outlet box adapted to be mounted in a 
recess in a wall, said box being open at the 
front thereof and provided with an in 
wardly extendingr tapered flange about said 
opening, an electric receptacle means for 
securingr the receptacle in said box, a plate 
for closing the open side of the box and 
provided with spring clips adapted to en— 
gage the inner walls of the flange to hold 
the plate in position, said plate being pro 
vided with an opening in'alignment with 
the receptacle, a support secured to the 
box and extending forwardly of the 
plate where it is curved to provide a hook, 
a ?xture including a canopy adapted to 
conceal the outlet box when mounted in a 
Wall, a cross bar secured to the canopy at 
its rear side and adapted to seat within the 
hook to support the conopy over the box, 
and an extension plug connected with the 
?xture and adapted for insertion in the 
receptacle. \ 

In testimony whereof I a?ix my signature. 

WILLIAM J. NEWTON. 
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