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To all whom z't may concern, .' 
Be it known that I, lVAL'rER R. Alp 

BRIGHTON, citizen of the United States, re 
siding at Thornburg, in the county of Keo— 

5 kuk and State of Iowa, have invented cer 
tain new and useful improvements in Camp 
ing Cabinets, of which the following is a 
speci?cation. , 

This invention relates to an improved 
camping cabinet“ particularly designed for 
use by automobile tourists and seeks, as one 
of its principal objects, to provide a device 
which will greatly facilitate the operation of 
cooking and which will also provide storage 
for cooking utensils and provisions. 
A further important object of the inven 

tion is to provide a device which will be com 
pact and may thus be readily carried about 
upon the running board of an automobile. 
The invention has as a still‘ further object 

to provide a device which may be detached 
from the vehicle and erected at any conven 
ient place for use. 
And the invention has as a still further ob 

ject to provide a device which will accommo 
date a camping stove and wherein the stove 
may be carried within the device when 
closed. 
Other and incidental objects will appear 

30 hereinafter. - > 

In the drawings: 
Figure 1 is a perspective view showing my 

improved device erected for use, the drawers 
employed being withdrawn, 

Figure 2 is a perspective view showing the 
front door of the device closed but with the 
front leaf of the device extended, 
Figure 3 is a perspective view showing 

the device folded and varranged upon the 
running board of a conventional automobile, 
the running board being shown in dotted 
lines, ‘ 
Figure ét is a rear elevation showing the 

device erected, 
Figure 5 is a rear elevation showing the 

device folded, 
Figure 6 is a sectional view particularly 

showing the mounting of the closure for the 
lower drawer employed, 

Figure 7 is a detail sectional View through 
one of the front leg blocks of the device, . 
Figure 8 is a perspective view of one of 

said blocks, 7 
Figure 9 is a detail perspective View show 

ing the upper end of one of the front legs, 
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Figure 10 is a detail perspective view of 
one of the rear leg blocks of the device, and 
Figure 11 is a detail sectional view show 

ing the manner in which the front door of 
the device is held closed. 
In carrying the invention into effect, I 

employ a preferably oblong box-like casing 
or cabinet body 10 comprising side, end, top 
and bottom walls and equipped at its ends. 
with appropriate handles so that the device 
may be readily lifted or carried about. The 
bottom wall projects at the ends of the cas~ 
ing to form ledges 11 and hingedly connected 
to said bottom wall is a front wall or door 
12 normally closing the casing at its for 
ward side. At its outer longitudinal edge 
this door is provided with lateralears l3 
and mounted upon said ears are, as shown in 
detail in Figure 11, appropriate spring 
pressed catches 14 disposed to cooperate with 
catch plates 15 upon the end walls of the 
casing for holding the door closed. Hinged 
to the door is a leaf 16 preferably of a 
length equal to that of the door and pro 
vided at its outer longitudinal edge with for 
wardly directed ears 17. As particularly 
shown in Figure 1, these ears carry rein 
forcing blocks and pivoted upon said blocks 
are legs 18 equipped at their free ends, as 
best illustrated in Figures 2 and 3, with over 
hanging angle shaped plates 19. The door 
12 is, as illustrated in Figure 1, adapted to 
‘be lowered to a position extending in aline 
ment with the bottom wall of the casing 
while the leaf 16 may be swung to extend in 
alinement with the door supported by the 
legs 18 so that the door and leaf will thus 
form a table at the front of the casing, and 
pivoted upon the leaf for movement to a 
position extending across the joint between 
the leaf and door are cleats 20 bridging the 
joint t-herebetween. Normally, these cleats 
are, as shown in Figure 2, disposed to lie 
parallel to the end edges of the leaf. When 
the door is closed, as illustrated in Figure 3, 
the leaf may be folded downwardly to over 
lie the door and connected to said leaf at 
its ends are, as shown in detail in Figure 11, 
hasps 21 while the end walls of the casing 10 
carry hasp plates 22 disposed to cooperate 
with said hasps so that locksmay be en 
gaged through the loops of said plates for 
locking the door closed as well as also look 
ing- the leaf folded against the door. 
Arranged within the casing is a vertical 
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partition and slidably connected with 
said partition is a brace 24%. for limiting the 
door 12 in its movement to open position and 
supporting the door to extend horizontally 
from the casing. At one side of this parti 
tion is a storage compartment 25 in which a 
supply of food may be carried and mounted 
in said compartment is a shelf 26 extending 
between the partition and the adjacent end 
wall of the casing. Normally closing said 
compartment isa door 27/provid‘ed at its in 
nor side with side and end walls 28, the side 
wall at the free vertical edge of the'door be 
ing narrow so as not to interfere with clos 
ing of the door. The door carries a bowed 
spring 29 to frictionally coact with the par 
tition 23 for holding the door closed and 
mountedin the angle between the door and 
the outer side wall thereof is a shelf 30. This 
shelf is designed to receive a supply of nested 
drinking cups and secured to the door above 
the shelf is abowed spring 31 for retaining 
the cups upon the shelf. in connection with 
the present device, I provide a. rolling pin 
32 of-a length to ?t beneath the shelf 30 and 
secured-to the door is a spring 33 for retain 
ing 'thevpin in position. Mounted upon the 
lower end wall of the door are spring sup 
ported holders 34, one designed to accom 
modate a vacuum and the other to ac 
commod ate a vacuum bottle resiliently 
clamped between said holders and the upper 
end wall of the door. Arranged to extend 
between the partition 23 at its opposite side 
and the other end wall of the casing is a shelf 
35 and extending between said shelf and the 
bottom wall of the casing is a partition 
>A storage compartment 37 for cooking uten 
sils is thus de?ned. Mountel between the 

partitions 23 and. 36 is aclosure member swingingly supported upon ‘the partitions, 
as illustrated in Figure 6, by hinge plates 39 
extending between the side edges of the 
member and ‘the adjacent faces of said par 
titions, and slidable between the partitions 
beneath said member is a drawer 4:0, the 
outer end wall of which extends above the 
top edges of the side walls of the drawer to 
form a shoulder ill. Thus, when the door is 
moved inwardly to closed position between 
the partitions the shoulder 41 will engage the 
outer end'edge of the closure member 33 for 
swinging this member downwardly into tight 
engagement with the drawer closing the 
drawer at the top thereof. On the other 
hand, when the drawer is withdrawn, the 
frictional engagement between the drawer 
and said closure member will serve to swing 
the closure member upwardly to release the 
drawer. As illustrated in Figure 1, the 
drawer 40 is provided with spaced partitions 
4E2 dividing the drawer into three compart 
ments. The first compartment at the outer 
end of the drawer is designed to contain 
sugar, the next compartment to contain 

1,478,371 

coffee, and the rear compartment to contain 
tea. 
36, above the closure member 38, is a drawer 
43 supported by side cleats engaging in suit 
able grooves in the inner faces of the parti 
tions and, preferably,"the drawer 43 is, as 
shown in Figure 1, provided with partitions 
4A dividing the drawer into compartments 
designed to contain eggs. The end portion 
of the top ‘wall of the casing which overlies 
the compartment '25 is covered by a piece of 
sheet metal to provide a work board 4L5 and, 
as will now be observed upon reference to 
Figures 1 and 6, the opposite end portion of 
said top wall as well as the upper end por 
tion of the adjacent end wall of the casing is 
cut away to provide a stove compartment 46 
closed at the bottom thereof by the shelf 35. 
This compartment is preferably lined with 
asbestos and mounted therein is an appro-_ ' 
priate camping stove conventionally illus 
trated at 47, the stove being preferably pro~ 
vidcd with a cover 4:8 and having a tank 4:9 
projectingslightly at the adjacent end of the 
casing. 
Hinged to the back wall of the casing at 

the stove compartment 46 is a top closure 
50 which, as ‘shown in Figure 3, is arranged 
to close over said compartment and, as 
shown in Figure 2, provides a tray in which 
is arranged a plurality of spaced stops 51. 
The'stops are so disposed that a number of 
saucers may be arranged between the stops 
and-the corners of the tray while plates may 
be piled one upon another within the area 
defined by the stops, and hinged upon one 
end wall of the tray is a bar 52 provided at 
its free end with a cleat 53 adapted to ?t in 
a notch 5a in the opposite end wall of the 
tray. This bar, when closed, will limit the 
plates and saucers against displacement and 
mounted vupon'the latter end wall of the trayv 
adjacent said notch is a hook 55 engaging 
with a pin upon the cleat ‘53 for locking the 
bar closed. Thus, a convenient and safe 
place for carrying dishes is provided and 
pivoted upon the back wall of the casing 
is. 'as'best shown in Figures Al and 6, a block 
50 which may be swung upwardly to coact 
with the tray for supporting said ‘tray in 
open position. Hinged upon the end wall 
of the casing, opposite the stove coinpart~ 
merit 46, is a tray .57 foldable, as shown in 
Figures 3 and 5, to overlie the work board 
li5,and pivoted upon the back wall of said 
tray is a block 58. This block is notched 
to accommodate a'bar 59 pivotally connected 
to the block and mounted upon the back 
wall of the tray 50 is a vkeeper 60. As will 
be observed, when the closure v50 is arranged 
to overlie the compartment 46 and the tray 
57 is folded to overlie the work board 45, 
the block 58 may be swung upon ‘the tray 
57 to engage the bar 59 beneath the ‘keeper 
60 for locking both the tray ‘and the closure 
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against swinging movement. On the, other 
hand, y releasing the bar 59, the tray 57 
n'iay, as best shown in Figure 4:, be swung 
to, horizontal position projecting at the adj a 
cent end of the casing, when the block 58 
may be rotated a half turn upon its pivot 
and the bar 59 swung downwardly to en~ 
gage the ledge 11 at the adjacent end of 
the casing for supporting the tray in hori 
zontal position. Hinged upon the side walls 
of the tray are companion doors 61 and ex 
tending longitudinally of the tray is a parti 
tion 62 dividing the tray into compartments 
one of which may be lined to receive knives 
and forks while towels may be arranged in 
the other of said compartments, each of the 
doors 61 being adapted to close one of the 
compartments respectively. Hinged to the 
outer end wall of the tray is a metal closure 
or lid which, when the doors 61 are 
closed, is, as best illustrated in Figure 2, 
adapted to overlie said doors so that when 
the tray 1S swung outwardly to horizontal 
position, the cover 63 will form a continua 
tion of the work board 45. 
Mounted upon the end walls of the casing 

near the forward side thereof are blocks 64: 
cut away at their inner sides, as shown in 
detail in Figure 8, to provide inclined guide 
ways 65 and recessed at their lower ends to 
form sockets 66. At their upper ends, the 
blocks are provided with notches 67 at their 
forward edges and secured to the forward 
edges of said blocks are metal strips 68 bent 
at their upper ends to provide hooks 69 over 
hanging said notches. In conjunction with 
the blocks 64., I provide a pair of support 
ing legs 70 which, as shown in detail in 
Figures 7 and 9, are reduced at their upper 
ends to removably fit in the sockets 66 of 
said blocks and carry bowed springs 71 to 
frictionally coact with the end walls of the. 
casing for tightly binding the legs in said 
sockets. Secured to the back wall of the 
casing near the ends thereof are blocks 72 
which, as shown in detail in Figure 10, are 
recessed at their inner sides to provide 
sockets 73 while at their ‘upper ends the 
blocks are cut away to de?ne upstanding 
keepers 7% extending in spaced parallel re 
lation to the back wall of the casing. 
Mounted uponsaid back wall to project into 
the sockets 73 are, as best shown in Figure 
4, bowed springs 75. Pivoted upon the back 
wall of the casing to coact with the blocks 
72 are supporting legs 76 which may be 
swung downwardly in diverging relation to 
engage at their upper ends, as shown in 
Figure 4, in the sockets 7 3 of the blocks to 
b limited thereby, the springs 7 5 friction 
aily coacting with the upper ends of the 
legs for holding the legs spread apart at 
their lower ends. As shown in Figure 5, 
the legs may be folded upwardly to hori 
zontal positon extending along the backwall 
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of the casing and mounted upon one of said 
legs is a hook 77 engageable with a pin upon 
the other of the legs for securing the legs 
folded. The keepers 74 are, as shown in Fig 
ure 5, designed to accommodate the legs 70. 
As illustrated, these legs may be detached 
from the blocks 6% and arranged in hori 
zontal position against the back wall of the 
casing engaging at their ends behind said 
keepers. In this position of the legs 7 0 the 
springs 71 thereof will coact with the back 
wall of the casing to prevent rattling or 
endwise movement of the legs and, as will 
now be observed, the block 56 upon the back 
wall of the casing may be swung down 
wardly for locking said legs against upward 
displacement. Thus, all of the legs may be 
conveniently carried upon the casing in a 
position out of the way. 

I As will now be appreciated in view of the 
foregoing, the device may be readily. set up 
for use, as shown in Figure 1, when a table 
will be provided at the front of the device 
while access may be conveniently had to the 
compartments 2:”) and 37. By throwing 
the top closure 50 and raising the lid 48 
from the stove 47, the stove may then be 
readily used, while by throwing back the 
cover 63 of the tray 57 and opening the doors 
61 of said tray, the cutlery and towels therein 
will be conveniently at hand. Should the 
table at the front of the device prove in the 
way, when cooking, the door 12 may, as 
shown in Figure 2, be folded to closed posi 
tion, when the plates 19 at the free ends of 
the legs 18 may be engaged in the notches 67 
of the blocks 64 for supporting the leaf 16 
in horizontal position at the front of the 
casing, the hooks 69 of the plates 68 upon 
said blocks coaeting with the plates 19 for 
securing the legs against accidental ul ward 
displacement. The leaf 16 when arranged as 
shown in Figure 2, will, of course, provide a 
convenient rest at the front of the device and 
normally, the cover 63 will be arrangedto 
overlie the tray 57, as shown in this ?gure of 
the drawings, so as to provide added area to 
the work board 45. As will also be appre 
ciated in view of the foregoing, the device 
may be readily folded for transportation 
and, in this connection, the purpose of the 
inclined guideways 65 upon the blocks 64 
becomes apparent. As shown in Figure 8, 
these guideways are formed to accommodate 
the legs 18 when the leaf 16 is folded down~ 
wardly against the door 12 so that in this 
position of the legs, the blocks 64 will pro 
vide keepers retaining the legs against the 
end walls of the casing. It is further to be 
noted, in this connection that, when the de 
vice is folded, it is unnecessary to remove the 
stove 47, it being only required to fold the 
cover 48 of the stove downwardly thereover 
when the top closure 50 may be folded over 
the stove. The stove may, accordingly, be 
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permanently mounted upon the device so 
that the necessity for handling the-stove as 
a separate element will be eliminated. As 
suggested-in ‘Figur'eBpthe device'may, when 
folded, lie-readily carriediipon the running 
board of a motor vehicle and will accord 
ingly provide an eminently convenient de! 
vice for motor tourists. 
Having thus described the 

what is claimed as new is: 
1. A camping cabinet including av casing, 

a door thereon, a leaf carried by the door, 
the leaf being movable to extend horizontally 
from the door when the door is closed, and 
legs associated with the leaf for supporting 
the leaf in horizontal position when the door 
is closed. 

2. A camping cabinet includii'ig a casing, 
a door thereon, and a leaf carried by the 
door and movable to extend horizontally 
from the door when the door is closed and 
legs associated with the leaf to operatively 

invention, 

coact with the casingfor supporting the leaf 
in horizontal position ‘when the door is 
closed. 

2-3. A camping cabinet including a casing, 
a door'thereon, and a leaf carried'by the door 
and movable to extend horizontally from the 
door ‘when the door is closed, and legs asso 
ciated with the leaf to operatively coact with 
the casing for supporting the leaf in hori 
zontal position when the door is closed and 
adapted to engage the ground for supporting 
the leaf in alinement with ‘the door when 
the door is'open. , 

at. A camping cabinet including a. casing, 
blocks carried thereby, a door normally 
closing the casing and provided with a leaf 
swingingly connected thereto, and legs car 
ried by the leaf to coact with said blocks 
supporting the leaf to extend horizontally I 
from the door when the door is‘ closed. 

5. A camping cabinet including a casing, 
blocks carried thereby,a door upon the eas 
ing having a leaf swingingly connected 
thereto and normally foldedagainst the door 
when the door is closed and legs carried by 
the leaf retained bysaid blocks in the folded 
position of the leaf but engageable with the 
blocks for supporting the leaf to extend 
horizontally from the door when the door 
is closed. 

6., A camping cabinet including a casing, 
blocks carried thereby and'cut away to pro— 
vide inclined gui'deways, a door upon the 
casing having a leaf swingingly connected 
thereto and normally folded against the 
door when the door is closed, and legs re 
ceived in‘ said guideways retained by the 
blocks in the folded position of the leaf and 
engage-able with the blocks for supporting 
the leaf to extend horizontally from the door 
in‘the'closed position of the door. ' 

7 . A camping cabinet including a casing, 
blocks carried thereby, a door for the casing 
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having a leaf swingingly connected thereto, 
legs pen the leaf provided'at‘their free ends 
with plates to abut the blocks for supporting 
the leaf to‘ extend horizontally from the door 
when tlie‘doOr is closed, and plates carried 
by the’ blocks to engage‘said ?rst mentioned 
plates for limiting the legs'against acciden 
tal disengagement from the blocks. ' 

‘8. A camping cabinet including a casing, 
a door thereon having a leaf swingingly 
connected thereto and normally overlying 
the door in folded position when the door 
is closed, means upon the door for securing 
the door closed, ‘and coacting means carried 
by the leaf and casing whereby the leaf may 
be locked in folded position and thereby lock 
the door closed. 

9. A camping cabinet including a casing, 
blocks carried thereby, supporting legs en 

‘ gaged with said blocks, a door upon the’cas 
ing having a leaf swingingly connected 
thereto, and legs carried by the leaf to 
engage said blocks fol-‘supporting the leaf to 
extend horizontally from the door when the 
door is closed. 

10. A camping cabinet including a casing 
having the top wall thereof providing a 
work board, and a tray normally overlying 
the work board and provided with a lid, the 
tray being movable to; a position alining 
with the work board forming a continuation 
of said board. 

11. A camping cabinet including a casing 
having the top wall thereof providing a 
work board, a cover for the board, a tray 
normally overlying‘the work board but m0v_ 
able to a position alining therewith, means 
normally closing the tray, and a cover nor 
mally overlying said means providing a con 
tinuation of the work board. . 

12. A camping 'cabinet'including a casing, 
a swingingly mounted closure therefor, a 
tray swingingly connected to the casing 
foldable thereover adjacent the closure, and 
means to coact with the tray and closure for 
locking both the tray and closure against 
swinging movement. 

13. A camping cabinet including a casing, 
a swingingly mounted closure therefor, a tray 
normally overlying the casing adjacent said 
closure but‘movable to extended position pro! 
'jecting laterally from the casing, and means 
for locking both the tray and closure against 
swinging‘ movement and adapted to coact 
with the casing for supporting the tray 
when extended. 

1.4:. A camping cabinet including a casing, 
a'swingin'gly mounted top closure therefor, 
a tray swingingly connected to the casing 
and normally overlying the casing adjacent 
said closure but movable to extended posi 
tion projecting laterally from the casing, a 
keeper upon the closure7 and a pivoted bar 
swingingly connected to ‘the tray and en 
gage'able ‘with said keeper for locking both 
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the tray and closure against swinging move 
ment, the bar being adapted to be swung 
upon the tray to a position disposed to coact 
with the casing for supporting the tray 
when extended. 

15. A camping cabinet including a casing, 
blocks carried thereby, legs pivotally mount 
ed upon the casing and movable to active 
position limited by said ‘blocks, the blocks 
being formed with keepers, and other legs 
detaohably connected to the casing and 
adapted to be folded in inactive position re_ 
tained by said keepers. 

16. A camping cabinet including a casing, 
blocks carried thereby, legs pivotally mount 
ed upon the casing and movable to active 
position limited by said blocks, the legs be 
ing foldable to overlap each other, and other 
legs detachably connected to the casing and 
adapted to be carried thereon by said blocks. 

17. A camping cabinet including a casing, 
blocks carried thereby, legs pivotally mount 
ed upon the casing and movable to active 
position limited by said blocks, other blocks 
mounted upon the casing and provided with 
sockets, and legs detacha-bly engageable at 
corresponding ends thereof in said sockets to 
coact with said ?rst mentioned legs for sup 
porting the casing. 

18. camping cabinet including a casing, 
a swingingly mounted top closure therefor, 

55. 

a block pivoted upon the casing and mov 
able to one position for limiting and sup 
porting the closure when swung open, 
keepers upon the casing, and legs detachably 
connected to the casing and adapted to be 
disposed in inactive position engaging said 
keepers, the block being movable to another 
position for limiting said legs against dis 
placement out of engagement with the 
keepers. 

19. A camping cabinet including a casing, 
a drawer slidable therein, a closure member, 
and pivoted means connected to the end por— 
tions of the closure member supporting said 
member for bodily swinging movement to 
ward or away from the top of the drawer, 
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the member being shiftable by the drawer ' 
when moved to closed position for closing 
the drawer at the top thereof. 

20. A camping cabinet including a casing, 
a drawer slidable therein, a closure mem 
ber for the drawer, and pivoted plates con 
nected to the end portions of the member 
supporting said member for bodily swing 
ing movement toward or away from the top 
of the drawer, the member being shiftable 
by the drawer when moved to closed posi 
tion for closing the drawer at the top 
thereof. 
In testimony whereof I a?ix my signature. 
WALTER R. ALBRIGHTON. [L. s] 
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