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To all whom it may concern: ‘ 
Be it known that I, ARTHUR P. WITTEN, 

a citizen of the United States, residing at 
Akron, in the county of Summit and State 
of Ohio, have invented new and useful Im 
provements in Toy Balloons, of which the 
following is a speci?cation. 
This invention relates to a new and novel 

improvement in toys and has particular re 
lation to toy balloons. The object of the in 
vention is to provide a strong, substantial in 
?atable balloon which in use will provide 
amusement and entertainment and which 
may be manufactured at a low cost. 
Another object is to provide a balloon 

which has a body portion and a head por 
tion and which may, when in?ated, be used 
as a doll or puppet, and which when not in 
use may be de?ated and folded so as to oc 
cupy a minimum of space. 
A still further object is to provide a means 

to connect two or more balloons so that the 
same may be in?ated simultaneously. 
An additional object is to provide a bal 

loon upon which lines may be drawn in cari 
cature of real or imaginary individuals and 
thereby provide a toy which will attract 
more than ordinary attention. 

I accomplish the above and additional ob 
jects by the novel construction, combination 
and arrangement of parts, herein described 
and illustrated in the accompanying draw 
ing in which I have shown a preferred em 
bodiment of the invention, it being unden 
stood that the invention is capable of various 
adaptations and that changes and variations 
may be made or substitutions resorted to 
which come within the spirit of the inven 
tion or the scope of the claims hereunto ap 
pended. ' 
In the drawings in which similar numer 

als of reference are employed to designate 
corresponding parts, ‘ 
Figure 1 is a front elevation of a balloon 

constructed in accordance with this inven 
tion showing the same in an in?ated condi- , 
tion. 

Figure 2 is a longitudinal sectional view 
of same. ‘ 

Figure 3 is a front elevation of the head 
portion of said balloon. 
Figure 4: is a perspective view of thering 

employed in connecting the head and body 
portions. 

F'gure 5 is a front elevation of the body 
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portion of said balloon showing the same 
in a de?ated condition. 
Referring now to the drawings in detail, 

the numeral 6 is used generally to indicate ‘ 
the body portion of the balloon which is con 
structed of rubber or other thin elastic ma 
terial in the form of a bag, provided with an 
opening at each end. Both the lower end 
7 and the upper end 8 converge in the form 
of a tube. The end 7 being provided with 
an integral elastic grommet 13 which is po~ 
sitioned therearound at the downwardly ex 
tending end thereof. The ring 9 may be con» 
structed of any suitable material, but I pre 
fer to use wood because of its light weight. 
The tubular portion of the end 8 of the bag 
6 is constructed substantially larger than the 
end portion 7 so that the same may be car 
ried upward through the ring 9 and then 
turned back over the periphery of said ring. 
The head 10 is constructed in the form of a 
bag, preferably in the form of a sphere, and 
is provided with a tubular neck which is 
adapted to be stretched tightly over the ring 
9 so as to completely cover the portion of 
the neck 8 which has been drawn back upon 
said ring as hereinbefore set forth. The 
head 10 is composed of rubber or other thin 
elastic material and is relatively less elastic 
than the body 6. 
The head may be provided with lines or 

marks 12 to represent the features of a real 
or imaginary individual and the body may 
also be provided with marks or lines to rep 
resent articles of dress as denoted by the 
numeral 14. i 
In use, the neck 7 may be provided with 

any desired form of valve or mouth piece 
and may be connected in the usual manner 
to a whistle or squawker (not shown). The 
balloon is inflated by forcing air or other 
suitable liquid into the opening in the neck 
7 under su?icient force to stretch and expand 
the body portion 6. The head portion 10 
being less elastic than the body portion 6 
‘will become rigid upon in?ation, but will not 
expand to any considerable extent. The 
body 6 possessing a greater degree of elas 
ticity will be stretched or expanded as 
shown in Figure 1. 
Having thus described my invention what 

I claim as new and desire to secure by Let 
ters Patent is :-— ~ 

1. In a toy balloon, the combination of an 
elastic in?atable body portion, having an, 
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opening in each end thereof, an elastic in 
?atable head portion and a cylindrical ring, 
one end of said body portion being secured 
to said ring and turned backWardly there 
upon; the mouth of said head portion being 
secured over said ring so that a ?uid tight 
connection is maintained between said body 
portion and head portion. a 

2. A toy balloon comprising in combina 
10 tion an in?atable, distensible, elastic body 
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portion, having an opening at each end 
thereof, an in?atable, relatively less distensi 
ble, elastic head portion; and a rigid neck 
portion adapted to connect said head por 
tion to said body portion with a cornmuni~ 
eating opening therebetween. 
In testimony whereof I have hereunto set 

my hand. 

ARTHUR P. WITTEN. 
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