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PATENT oFFIcI-i. 
RUSSELL A. LAMBERT, 0F SPRINGFIELD, MASSACHUSETTS, ASSIGNOR TO BROOKS BANK 

_ NOTE COMPANY, OF SPRINGFIELD, MASSACHUSETTS, A CORPORATION OF MASSA 

Application ?led July 1, 

To all whom it may concern: 
Be it known that I, RUSSELL A. LAMBERT, 

a citizen of the United States of America, 
residing at Spring?eld, county of Hampden, 
and Commonwealth of Massachusetts, have 
invented certain new and useful Improve 
ments in Foldablc Display Boxes, of which 
the following is a speci?cation. 

This invention relates to improvements in 
display boxes and, While the invention is 
capable of general application, it ?nds one ' 
advantageous use in connection with display 
boxes of the general type disclosed in my 
prior U. S. Letters Patent No. 1,410,763, 
dated March 28, 1922. 
The general object of the invention is to 

provide improved means for supporting the 
liftable box bottom in inclined position for 
display purposes,—characterized in that the 
‘box bottom is held in a manner such that 
comparatively heavy articles may be sup 
ported upon it and in a manner such as to 
restrain tilting. ' 
Another object of the invention is to pro 

vide a box bottom supporting means of the 
general type described as‘ a part of a fold 
able member which functions as an inner 
cover for the box, when closed, and as a 
display member, when the box is open. 

_ Another object of the invention is to pro 
vide a box body supporting means, which 
is foldably connected to the box bottom and 
is detachably engageable with the foldable 
bracing members which connect the side 
walls of the box enclosure to the outer cover, 
the box body being liftable between such 
bracing members and serving to prevent col 
lapse thereof under the weight of the box 
body and contents. 
Other objects and advantages will appear 

in the following description and in the il 
lustrative embodiment of the invention in 
vthe accompanying drawings, in which, 

Fig. 1 is a perspective view of the box as 
a whole showing the box body thereof raised 
into inclined display position. , 

Fig. 2 is a fragmentary side elevation 
view showing the means for temporarily re 
taining the cover in its open position and for 
supporting the box body in display position. 

Fig. 3 is a view showing the cover in a 
partially closed position and the box body 
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moved downward into the outer casing of 
the box. _ * 

Fig. 4 is a developed plan view showing 
the blank from which the box is formed. 

Fig. 5 is a cross sectional view taken on 
the line 5—5 of Fig. 3 with the two covers 
in closed position and 

Fig. 6 is a cross sectional view taken on 
the line 6—6 of Fig. 1 showing the box in 
open and display position. 

Referring to these drawings, the display 
box is constructed in a manner similar to 
that disclosed in ‘my prior patent above 
identi?ed, preferably from a single blank 
such as shown in Fig. 4 and suitably cut and 
scored as there indicated. The box includes 
a front, rear and two end upright walls 12, 
14, and 13 and 15 respectively which are 
foldably connected and suitably joined to 
gether to form a rectangular enclosure. 
Movably mounted within this enclosure is 
a box body, comprising, a bottom 1, oppo 
site end walls 2 and 3, a front wall 10 and 
a rear wall 4 .all foldably connected, as in 
dicated by the lines of scoring in Fig. 4. 
This box body is hinged to the front Wall 
12 of the enclosure, preferably by hinging 
the upper edges of each together as indi 
cated by the line of scoring 11. This box 
body is foldable within the enclosure as dis 
closed in my prior patent and as clearly 
shown in Figs. 1, _5»and 6. 
As distinguished from my prior patent, 

however, I extend the rear wall 4 of the box 
body to form an inner cover 5, which is 
foldably connected‘ to the wall 4, as indi 
cated, and which is provided with foldable 
side ?aps 6 and 7, intended to serve prima 
rily as a means for retaining the box body 
in display position although useful in the 
usual manner when the box is closed; It 
is not necessarily ‘essential according to all 
features ofthe invention that the box body 
retaining means 6 and 7 constitute part of 
an‘inner cover 5 although this arrangement 
is generally to Y be preferred. Preferably 
although not necessarily, small notches 6' 
and 7’ are provided along the line of fold 
of flaps 6 and 7 and at that end of such lines 
adjacent the rear Wall 4. Small ?aps 8 and 
9 may be provided at the ends of the rear 
wall to fold inwardly therefrom and par 

55 

65 

70 

75 

80 

85 

90 

95 

100 



10 

15 

30 

55 

55 

60 

65 

tially overlap the end wallsv 2 and 3 respec 
tively. ' 

The main or outer cover of the box, as 
in my prior patent, is foldably connected as 
indicated at 14’ to the rear wall 14 of the 
described enclosure and provided with the 
usual ?ap 20 foldably connected thereto as 
indicated at 19. This cover, as shown, com 
prises two sections 16 and 18 which are con 
nected by a line of scoring 17. This ar 
rangement, which is desirable for reasonsto 
later appear, is not, however, necessarily 
essential and an outer cover like that of my 
prior patent may be used instead. The outer 
cover is connected to the adjacent end walls 
13 and 15 of the described enclosure by 
bracing members 13’ and 15’ which are of 
the usual “bellows fold” type and foldable 
along diagonal lines of fold 132 and_152, 
respectively. Slots 138 and 153 are provided 
in members 13’ and 15' respectively, and 
lead from their upper edges downwardly a 
short distance in diverging’ relation to the 
rear wall 14 of the described enclosure. 
These slots 133 and 153 are intended to re 
ceive the ?aps 6 and 7 and hold the box 
body in raised and display‘ position as clear 
ly shown in Figs. 2 and 6. The notches 6’ 
and 7 ’ engage over the upper edges of the 
slotted bracing members 13' and 15' and 
assist in holding the ?aps and bracing mem 
bers in the desired relation. 
The pieces 12, 13. 14, and 15 are provided 

with the score lines 12', 122, 13* and '142 as 
shown in Fig. 4 whereby the sides and ends 
of the box may be readily folded into a rec 
tangular form. The ?ap or end 123 is suit 
ably attached to the end of the piece 15, as 
by glue or paste when assembled. 
The forward edge of the inner cover 5 

when folded downward, over the articles 
indicated at 21, in Fig. 1 is spaced away a 
short distance from the front wall 12 as in 
dicated at 5’ in Fig. 3. This space permits 
the user to insert his ?ngers for raising the 
cover 5 when the box is to be opened and 
the goods indicated at 21 are to be displayed. 
The box is folded up from the blank 

shown in Fig. 4 in the following manner, 
The pieces 12, 13, 14, and 15 are folded 

0n the scored lines 122, 13“, 142, and the ?ap 
123 on the line 12’ and glued to the end 
piece 15. Thisstep forms the above de 
scribed enclosure or outer section of the box. 
The part 10 is now folded downward and 
into the outer section and against the inner 
surface of the part 12 (see Fig. 6). Next 
the ends 2 and 3 are folded so as to stand 
at right angles to the bottom 1. The back 
piece 4 is now folded upward at right an 
gles to the bottom 1 into‘ the position shown 
in Fig. 6. Next the short end pieces 8 and 
9 are folded at right angles to the piece 4. 
The bottom 1 and the pieces 2, 3, 4, 8, and 
9 may new be carried downward into the 
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outer casing or portion of the box. The 
ends 6 and 7 are then folded at right an 
gles to the inner cover 5 permitting these 
ends to enter the spaces between the parts 
2 and 8, and between the parts 3 and 9 when 
the portion 5 is moved downward into the 
position shown in Fig. 5 over the articles 21. 
The foldable bracing members 13’ and 15’ 

are next folded inward on the score lines 
132 and 152 against the outer surface of the 
inner cover piece 5. The outer cover proper 
comprising the portions 16, 18 and ?ap 20 
vis then folded into the positions shown in 
Fig. 5. ' 

In order to use the box, or container, for 
display purposes the operation is as fol 
lows: 
The closure ?ap 20 is withdrawn and the 

cover portions 16, 18 and folded upwardly 
and rearwardly into the positions shown in 
Fig. 6; the piece 5 which may be termed an 
inner cover or lid is swung upward into its 
open position; the bottom 1 is now elevated 
into the inclined position; and retained in 
this position by inserting the ?aps 6 and 7 
in the inclined slots 133 and 158 in the fold 
able bracing members. The small boxes 21 
are now conveniently displayed in an in 
clined position. and the inner surface of the 
inner closure lid or piece 5 is readily ob 
served and the contents of the packages 21 
advertised by suitable posters or reading 
matter which may be printed thereon. 
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In order to close the box the reverse op- ‘ 
erations, only are necessary. 
The invention has been disclosed herein, 

in an embodiment at present preferred, for 
illustrative purposes but the scope of the in 
vention is defined by the appended claims 
rather than by the foregoing description. 
‘Vhat I claim is: 
1. A display box, comprising. front. end 

and rear upright walls forming a substan 
tially rectangular enclosure. a box body 
hinged to one of said walls and foldable 
within the walls, said box body being lift 
able into an inclined position for display 
purposes, and means carried by the box body 
adapted to overlie and engage two opposite 
walls of the rectangular enclosure to sup 
port the box body in said inclined position 
and prevent it from tilting. 

2. A display box, comprising, front, end 
and rear upright walls forming a substan 
tially rectangular enclosure, :1 box bod 
hinged to the front wall and foldable within 
the walls, said box body being liftable into 
an inclined position for display purposes, 
and ?aps carried by the box body adjacent 
oppositeends thereof and adapted to engage 
with the adjacent end Walls of said enclosure 
to support the box body in inclined position. 

3. A display box, com rising, front, end 
and rear upright walls orming a substan 
tially rectangular enclosure, a box body 
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hinged to ‘the front wall and foldable within 
the walls, said box body being liftable into 
an inclined position for display purposes, 
and ?aps carried by the box body adjacent 
opposite ends thereof and foldable out 

' wardly to overlie the adjacent end walls of 

10 

. wardly to overlie the adjacent end walls of 
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said enclosure to support the box body in 
inclined position. 

4. A display box, comprising, front, end 
and rear upright walls forming a substan 
tially rectangular enclosure, a box body 
hinged to the front wall and foldable within 
the walls, said box body being liftable into 
an inclined position for display purposes, 
and ?aps carried ‘by the box body adjacent 
opposite ends thereof and foldable out 

said enclosure to support the box body in 
inclined position, said flaps and end walls 
having a tongue and slot engagement. 

5. A display box, comprising, front, end 
and rear upright walls forming a substan 
tially rectangular enclosure, a box body 
hinged to the front wall and foldable within 
the walls, said box body being liftable into 
an inclined position for display purposes, 
a cover hinged to the rear wall of said box 
body and foldable ?aps on opposite ends of 
said cover adapted to overlie the end walls 
of said enclosure and become engaged there- - 
with to support the box body in inclined 
position. - 

6. A display box, comprising, front, end 
and rear upright walls forming a substan 
tially rectangular enclosure, 2. box body 
hinged to the front wall and foldable within 
the walls, said box body being liftable into 
an inclined position for display purposes, a 
cover hinged to the rear wall of said box 
body, a foldable ?ap on opposite ends of 
said cover adapted to overlie the end walls 
of said enclosure and become engaged there 
with to support the box body in inclined po 
sition, and an outer cover hinged to the 
rear wall of said enclosure, said covers when 
open and when the box body is in inclined I 
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position arranged to interengage so that the 
outer cover acts to brace the ?rst named 
cover. ‘ 4 

7. A display box, comprising, an open 
frame having front, rear and end walls, a 
cover hinged to one of the walls, foldable 
bracing members connecting the cover with 
adjacent walls and forming upward exten 
sions of such walls, a box body hinged to 
the remaining wall and movable to a position 
between the bracing members, and means car 
ried by the box body to engage said bracing 
members and support the box body in in 
clined position. 

8. A display box, comprising, an open 
frame having front, rear and end walls, a 
cover hinged to one of the walls, foldable 
bracing members connecting the cover with 
adjacent walls and forming upward exten 
sions of such walls, a box body hinged to the 
remaining wall and movable to a position 
between the bracing members, slots provided 
in the upper edges of the bracing members, 
an inner cover hinged to the box body, and 
?aps on the inner cover to engage in said slits 
and support the box body in inclined posi 
tion. 

9. A foldable box comprising an outer cas 
ing, a cover therefor, foldable bracing mem— 
bers located between the cover and the cas 
ing and having slits therein, an inner~mov 
able receptacle in the outer casing, a cover 
for the receptacle and serving to retain the 
receptacle in a raised position when its lower 
edge is inserted in the slits, as described. 

10. A foldable box comprising an outer 
casing, a cover therefor, foldable bracing 
members located between the cover and the 
casin and having slits therein, an inner 
mova le receptacle in the outer casing, a 
cover having wing portions serving to re 
tain the receptacle in a raised position when 
its lower edge is inserted in the slits, as de 
scribed. 
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