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To all whom it may concern: 
Be it known that I, ORSON CULvER VVAR 

NEH, a citizen of the United States, and a 
resident of Boulder, in the county of 
Boulder and State of Colorado, have in~ 
vented certain new and useful Improve 
ments in Envelopes, of which the following 
isya specification. 
This invention relates to envelopes and is 

more particularly directed to that form of 
envelope suitable for mailing as ?rst-class 
matter and adapted to be attached to pack 
ages containing second, third, or fourth class 
matter so that both will arrive and receive 
attention simultaneously. 
An object of the invention is the provision 

of an envelope adapted tolbe attached to a 
package which is separate and independent 
oftlie package whereby the same may be ad 
dressed on a typewriter without necessitat 
ing the handling of the larger envelope or 
bulky package while preparing and enclos 
ing the letter or invoice which is included 
in the envelope as ?rst class matter. 
A further object of the invention is the 

provision of an envelope adapted to be at 
tached to alarger envelope or bulky pack 
age and which may be made in colors dis 
tinctive from ‘the container of the larger 
package and of a better grade of paper 
whereby a great saving of material is had. 

' Another object of the invention is the 
provision of an envelope adapted to contain 
first class matter and attachable to a pack 
age of second class matter that maybe made 
of any size or shape, handled independently 
of the second class matter so that the~second 
class matter may be weighed independently 
before the envelope containing the ?rst class 
matter is attached to the same. 
Other objects and advantages will become 

apparent during the course of the following 
description. 
The invention is illustrated by way of ex 

ample in the accompanying drawings, in 
which, 
Figure 1 is a view in perspective of a 

package of second class matter to which is 
attached an envelope constructed in accord 
ance with my invention. 
Figure 2 is a plan view of a blank 

from which the smaller envelope is con 
structed. 
Figure 3 is a modi?ed form of the enve 

lope. 
Figure 4 is a plan view of a blank similar 

to the blank disclosed in Figure 2 and show 
mg a modified form of sealmg the same. 
Figure 5 is a transverse vertical section ' 

of a completed envelope from the vblank 
shown in Figure 4. ' 
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Figure 6 is a transverse vertical section of -, 
the completed envelope from ‘the blank ' 
shown in Figure- 2._ 
F igure't' 1s a plan view of the complete 

envelope formed from the blank shown in 
Figure 4. 
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Referring more particularly to the draw-' ‘ 
ings, 1 designatesa package which may be-of 
second, third or fourth class matter and to 70 
which is adapted to be attached an envelope , 
2 containing?rst class matter.‘ 
struction of this envelope is such that it may 
be filled and addressed before the same is 
applied to the package 1. Furthermore, 
said package may be weighed independently 
of the envelope 2. This envelope is formed 

The ' con 
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from a blank vcut fro-m afsingle sheet as 5 
shown in Figure 2. The blank is folded 
intermediate its ends as designated at 3 by 
the dotted line and forms two sections 4 
and 5. ‘ 

80 

The sectionll has a cut-away portion 6 ' 
whereby the matter enclosed within the en 
velope when completedv may be readily‘ in. 
serted or removed therefrom. The similar 
edge 7 of'the section 5 has an extension in 
the form of a closure-?ap 8 which is adapted 
to be folded along the dotted line’! and in 
over~1apping relation with the cut-away por 
tion 6. The ?ap adjacent its outer reduced‘ 
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end is provided with a cement 9 whereby the ~ 
?ap’ may be‘ sealed to one face of‘ the sec 
tion 4. The section 5 is provided with tabs 
10 and 11 projecting outwardly from its‘ 
opposite ends‘ and ‘adapted- to'be folded in~ " 
wardly of the section along the dotted‘ 
lines 12. 
The section 4 is provided with strips of 

mucilage or paste. 13 adjacent its edges 
which provides means for sealing the folded 
in tabs 10 and 11 against the inner face of 
the section 41. Projecting outwardly from 
the opposite ends of the section 4 are tabs 
14 and 15 which are provided with a seal 
ing substance 16 and is for the purpose of 
sealing the tabs 14 and 15 to the package 1 
as shown in Figure 1. 
The envelope shown in Figure 3 discloses 

a modi?ed form of blank having a dotted 
line 17 intermediate its ends and along 
which the sections 18 and 19 are folded upon 
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each, other. The section 191s provided with 
a closure-?ap 20 having a sealing means 21 
on its inner face adjacent it‘s free end. 
Tabs 22 and 23 are formed along its longi 
tudinal opposite edges. These ?aps are 
adapted to be folded along the dotted lines 
25 so that the faces of the tabs may be, 
sealed against the inner face of the section 
18 by the cemented ‘portion 24 of said sec 
tion. The section 18 is provided with tabs 
26 and 27 that are likewise provided with a 
paste or mucilage 28 forming means for 
sealing the completed‘envelope to a package. 
It will be noted that the sealing means for 
all the tabs is located upon one face of the 
blank from which the envelope is con 
structed. The form of envelope constructed 
according to Figure 3 may be made in the 
conventional‘ sizes and posted in the usual 
way in envelope boxes of corresponding 
sizes. ' ‘ 

The blank shown in Figure 4 is similar 
" in construction to the blank shown in Fig 
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ure 2, but the manner of folding certain 
of the tabs is varied thereby providing a 
modi?ed form of envelope when complete. 
The sections 451 and 5a are folded along 

the dotted line 3 and the tabs 14? and 15a are 
folded along the line 31 and bent inwardly 
andv are sealed to the inner face of the sec 
tion 5?‘ by means of the paste or mucilage 32 
located on said section. The tabs 10a and 
11a are provided with a paste or mucilage 33 
for sealing'said tabs in extended relation to 
a package whereby the completed envelope 
is ?xed to said package. The closure ?ap 8 
is adapted to be folded along the line 7 and 
over the cut-away portion 6 of the section 4a. 
The ?ap 8 is also provided with mucilage 
or paste 9-for sealing the closure to the outer 

' face of the section 4*‘. ' . 

The types of envelopes described and 
illustrated I designate as the “go-too 
envelope” since it is ‘adapted to be sent as 
a part of a larger package of different mail 
ing classes.v 

' vWhat I claim is: " 
1. A combination mercantile unit consist 
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ing of a large package and 'a small package 
attached thereto, said small package com— 
prising an envelope having a single pocket 
and cut from a single sheet, said sheet being 
folded along a line intermediate its ends, 
tabs projecting from the opposite side edges 
of the folded sections, alclosure ?ap extend 
ing fromi‘the free edge of a folded section 
and adapted to be folded over the adjacent 
free edge of the other section, a pair of tabs 
of one section being adapted to be folded 
inwardly of the ends of the section and 
sealed to the other section, 'the projecting 
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tabs‘of the other section being of' a con- ' 
tinuous unbroken extension of the ends of 
said section and provided with a cement, 
the cemented tabs securing the opposite ends 
of the small package to the large package 
and maintaining one face of the small pack 
age in flat engagement with the large pack 
age ‘whereby the small package is rigidly 
?xed in close contact with the large package. 

2. As an element of the combination of a 
mercantile unit consisting of a large pack 
age and a small package, an envelope adapt 
ed to be attached to the large package hav 
ing av single pocket and‘ cut from a» single 
sheet, said sheet being folded along aline 
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intermediate its ends, tabs projecting from ' 
the opposite side edges. of‘ the folded sec~ 
tions, a closure flap extending from the free 
edge of the folded section and adapted to 
be folded over the adjacent free edge of 
the other section, a pair of tabs of one sec 
tion being adapted to be folded inwardly of 
the ends of the section and sealed to the 
other section, the projecting tabs of the 
other section being of a continuous unbroken 
extension of the ends of said section and pro 
vided. with a cement, the cemented tabs se 
curing the opposite ends of’ the small pack 
age to the large package and maintaining 
one face of the small package in ?at engage 
ment, with the large package whereby the 
small package is rigidly ?xed in closecon 
tact with the large package. 

ORSON CULVER WARNER. 
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