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1' ‘0 a1 Z whom it may/ concern- .' 
Be it known that T, HARRY N. KNowLToN, 

a citizen of the United States, residing at 
Chicago, in the county of Cook and State of 
Illinois, have invented a certain new and 
useful Tn'iprovement in Crates, of which the 
following is a full, clear, concise, and exact 
description, reference being had to the ac 
companying drawing, forming part of this 
speci?cation. ' 

The present invention relates to crates and 
especially to wooden crates designed for the 
shipment of flat articles such, for example, 
as circular saws. The principal object of the 
invention is the provision of such a crate 
which may be constructed with an economi 
cal use of lumber and which will be 
thoroughly rigid and secure against acci 
dental destruction. I 

In the drawings,— 
Figures 1, 2, 3 and 4‘ illustrate pieces of 

which the crate is composed. ‘ ‘ 
Figures 5 and 6 illustrate the crate in dif 

ferent states during assembly. 
Figure '7 illustrates the completed crate, 

and . 

Figure 8 isa section on the line 8—8 in 
Figure 7. - 
The crate comprises a plurality of frame 

members or pieces fitted together edge-wise 
at their ends so to form an open ?at 
frame. In the preferred embodiment of the 
invention four such pieces 1 are used. The 
pieces 1 are duplicates of each other and each 
is formed as a segment truncated at one end 
so that the pieces may be fitted together with 
the squared end of one’piece lying‘ against 
the chord of the adjacent piece. The crate 
also comprises a plurality of pieces or abut 
ments severally secured to the previously 
mentioned pieces across the joints of the 
latter and on the same sidet-hereof. In the 
preferred embodiment of the invention such 
pieces or abutments are formed as segments 
2 with their outer edges concentric with the 
outer edges of the pieces 1. The frame 
n1embers1 and the abutments 2 de?ne an 
article receivingv seat. The crate also com 
prises plurality of braces arranged angu 
larly to each other and disposed on opposite 
sides of the skeleton frame and having their 
ends secured thereto. In the preferred em 
bodiment of the invention two braces 3 are 
used, one on each side of the skeleton frame, 
the braces beingv diametrically arranged at a 
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right angle to each other and being secured 
to the pieces 1 and 2 at their ends. The 
ends of the braces 3 are formed on the arcs 
of a circle concentric with the outer edges of 
the pieces 1 and 2. In the preferred em 
bodiment of the invention a block 4 is se 
cured, on the under side of the uppermost 
brace 3, that is, that brace lying on the side 
of the pieces 1 on which the pieces 2 are 
secured, and a similar block Ll is secured on 
the upper side of the other brace 3. 

ln assembling‘ the crate the pieces 1 are 
?tted together in the form illustrated in 
Figure 5 and the pieces 2 are secured to the 
pieces 1 as illustrated in Figure 6, thereby 
forming a skeleton frame open at its center. 
One of the braces 3, to which has been se 
cured a block at, is then secured to the pieces 
1 and 2 on the under side of the pieces 1, that 
is, on that side of the pieces 1 opposite the 
side on which the pieces 2 are secured. The 
article to be era-ted, such as‘ a circular saw 
5, is then placed ?at-wise in the article re 
ceiving seat and on the upper sides of the 
pieces 1 where it will be peripherally en 
closed by the pieces 2. The block at is then 
secured on the under side of the other brace 
and the brace is secured at its ends to the 
pieces 1 and 2 against the exposed sides of 
the pieces 2. The thus completed crate is 
formed by relatively few and narrow pieces 
of lumber but the pieces are so ?tted and se 
cured together that the crate, although open 
and light and comparatively inexpensive, is 
thoroughly rigid and practically incapable 
of accidental destruction or mutilation. The 
article, such as the circular saw 5, is ?rmly 
and securely held in place, being: in effect 
clamped against the upper faces of the pieces 
1 by the upper brace 3 and. the block 4:, while 
its peripheral edge is completely protected 
by the pieces 2. In some cases, such as the 
packaging of a saw or similar article which 
is exceedingly large, a bolt and nut 6 may be 
used if desired to lock the article to the 
crate at its center. I have found that the 
crate is perfectly satisfactory in all cases 
without such use of a bolt but of course it 
may be used i f thought desirable. 

iflaving described my invention, what I 
mm is :—— 

1. A crate, comprising~ a plurality of first 
pieces ?tted together in the form of an 
open ?at frame, plurality of second pieces 
secured to the ?rst pieces across the joints 
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of the latter, and braces disposed angularly 
to each other on opposite sides of the pieces 
and secured thereto at their ends, whereby 
an article may rest ?at-wise on the ?rst 
pieces between the braces and be enclosed 
peripherally by the second pieces. 
2.1a crate, comprising four truncated 

segmental pieces arranged in the form of 
an open ?at frame with the squared end 
of'each piece ?tted against the chord of 
the adjoining piece, four segmental pieces 
secured to the truncated pieces across the 
joints of the latter, and two diametrically 
disposed braces arranged at a right angle 
to each other on opposite sides of the pieces 
and secured thereto at their ends, whereby 
an article may rest ?at-wise on the truir 
cated pieces between the braces and be 
enclosed peripherally by the segmental 
pieces. 

3. A crate, comprising four truncated 
segmental‘pieces arranged in the form of an 
open ?at frame with the squared end of 
each piece ?tted against the chord of the 
adjoining piece, four segmental pieces se 
cured to the truncated pieces across the 
joints of the latter, two diametrically dis 
posed braces arranged at a right angle to 
each other on opposite sides of the pieces 
and secured thereto at their ends, whereby 
an article may rest ?at—wise on the trun 
cated pieces between the braces and be 
enclosed peripherally by the segmental 
pieces, and blocks secured to the inner sides 
of the respective braces and adapted to lie 
against the article. 

1i. A crate, comprising truncated segmen 
tal pieces arranged in the form of an open 
?at frame with the ends of the pieces ?tted 
together, segmental pieces secured to the 
truncated pieces across the joints of the 
latter, and braces disposed angularly to 
each other on opposite sides of the pieces 
and secured thereto at their ends, whereby 
an article may rest ?at-wise on the trun~ 
cated pieces between the braces and be en— 
closed peripherally by the segmental pieces. 

5. A crate comprising a skeleton frame 
made up of a plurality of frame members 
disposed end to end in angular arrange 
ment in the same plane and de?ning a skele 
ton frame open at its center, a plurality of 
abutments disposed in a series around one 
side of the frame and de?ning therewith an 
article receiving seat, a brace extending 
across the seat and having its end portions 
lapping opposite abutments and secured 
thereto. another brace the opposite side 
of the frame, and blocks secured respectively 
to the inner faces of the braces, there being 
a space between the blocks to accommodate 
an article to be contained within the cr . 

6. A crate comprising a skeleton frame 
made up of a plurality of f?anie members 
disposed end to end in angular arrange 
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ment in the same plane and de?ning a skele~ 
ton frame open at its center, a plurality of 
abutments disposed in a series around one 
side of the frame and de?ning therewith 
an article receiving seat, a brace extending 
across the seat- and having its end portions 
lapping opposite abutments and secured 
thereto, another brace at the opposite side 
of the frame and-disposed at an angle to 
the ?rst mentioned brace, and blocks sc 
oured respectively to the inner faces of the 
braces at the intersections thereof, there 
being a space between the blocks to accom 
modate an article to be contained within 
the crate. 

7. Acrate comprising a skeleton frame 
made up of a plurality of frame members 
disposed end to end in angular arrange 
ment in the same plane and de?ning a skele 
ton frame open at its center, ‘a plurality of 
abutments disposed in a series around one 
side of the frame and de?ning therewith an 
article receiving seat, a brace extending 
across the seat and having its end portions 
lapping opposite abutments and secured 
thereto, another brace at the opposite side 
of the frame, and a bolt extending through 
the braces and located at the center of the 
frame. 

8. A crate comprising a skeleton frame 
made up of a plurality of frame members 
disposed end to end in angular arrangement 
in the same plane and de?ning a skeleton 
frame open at its center, a plurality of abut 
ments disposed in a series around one side of‘ 
the frame and de?ning therewith an article 
receiving seat, a brace extending across the 
seat and having its end portions lapping 
opposite abutments and secured thereto, an 
other brace at the opposite side of the frame 
and disposed at an angle to the ?rst men 
tioned brace, and a bolt extending through 
the braces at the intersection thereof. 

9. A crate comprising a skeleton frame 
made up of a plurality of frame members 
dispose-d end to end in angular arrange 
ment in the same plane and de?ning a skel 
eton frame open at its center, a plurality of 
abutments disposed in a series around one 
side of the, frame and de?ning therewith 
an article receiving seat, a brace extending 
across the seat and having its end portions 
lapping opposite abutments and secured 
thereto, another brace at the opposite side 
of the frame and disposed at an angle to 
the ?rst mentioned brace, blocks secured re 
spectively to the inner faces of the braces 
at the intersections thereof, there being a 
space between the blocks to accommodate 
an article to be contained within the crate, 
and a bolt extending through the braces and 
the blocks. 
In witness whereof, I hereunto subscribe 

my name this 30th. day of July. 1928. 
HARRY N, KNOlVLTON. 
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