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To all whom ‘it may concern.‘ } 
Be it known that I, IVARREN S. Bnnnnvc, 

a citizen of the United States of America, 
residing at Philipsburg, Center County, 
Fennsylvania, have invented new and use 
ful Improvements in Stop Collars for Ri?e 
Cleaning Rods, of which the following is 
a speci?cation. . ' 

This invention relates to improvements 
in or connected with cleaning rods for guns 
and ri?es, and has for its object to provide 
means whereby, when in use, such a’ rod 
will be prevented from being pushed too 
far through the barrel of the firing piece. 
Now ‘that tips on cleaning rods are al 

most universally designed to use a patch 
instead of the long rag-strip previously 
employed, it becomes’ necessary that the 
point of the rod carrying the patch shall 
not be pushed beyond the end of the ri?e 
bore because if this is done the patch is 
free to loosen itself and when the rod is 
drawn back the patch stays behind. The 
operator avoids this when cleaning from the 
breech by putting the muzzle of the gun 
against the ?oor and pushing the rod- down 
until the point'hits the ?oor, but this does 
not clean the last sixteenth of an inch at the 
muzzle. If he is cleaning the gun from 
the'muzzle and pushes the rod the least 
bit too far, until the point of the rod car~ 
rying the patch gets into the enlarged car 
tridge chamber, then the patch slips off. 
The above objections are avoided accord 

ing to the present invention by providing 
the cleaning rod with a stop collar, the 
preferred embodiment of which will D03?" 
be described with reference to the accom 
panying drawing, in which: 
Figure 1 is a side elevation showing the 

present invention in use; 
Fig. 2 is a side elevation of one part of 

the stop collar of the present invention, 
and Fig. 73 is asimilar view of the coop 
crating portion of said collar; and 

Fig. 4 is a vertical section taken on the 
line 4;—4 of Fig. 1. _ ‘ 

In the drawings, 1 indicates the muzzle 
of a gun or rifle, and 2 a rod which may 
be of any well-known construction. 
Now the stop collar of the present in 

vention in its preferred construction com 
prises a two-part structure, one part as 
shown in Fig. 2, comprising a circular head 

Ll, a reduced circular portion .5 adjacent 
thereto and integral therewith,- and a some 
what, extenuated screw~threaded portion 6 
of still further reduced’ diameter ‘integral 
with and extending from the portion 5, 
whilst the other part of thecollar com~ 
prises, as shown in Fig; 3, a cylindrical 
member 7 . interiorly bored and screw 
threaded' as at 8 to cooperate with the ex 
terior thread of the portion 6,. whilst to? 
wards one end ofthe member the bore 8 
is enlarged as at 9 but not screw-threaded, 
so as to receive the plain portion 5 of the 
other part of the collar. Finally, at the 
opposite end the member 7 is preferably 
knurled as at 10 to provide a goodv grip 
when said member is screwed on to the 
lirst-desorned part of the collar. 
Through the head it is bored a hole 12 

so that this part of the collar can he slipped 
onto the cleaning rod 2, after which the 
member 7 is screwed onto said part by the 
cooperating screw 6 and thread 8 and this 
is continued until the upper porti0n'5 en 
ters the enlarged bore 9 and the upper sur 
face of the member 7 contacts with the rod 
2, it being observed that the opening 12 
is so located that it partly extends down into 
the reduced portion 5; hence the stop collar 
can be ?rmly secured on the rod 2 in the. 
required position to accomplish the de 
sired end and, vice versa, can be readily 
removed or re-positioned may be re 
quired. 

In accordance with the provisions of the 
patent statute, I have described the prin 
ciple of my invention, together with the 
apparatus which I now consider to repre 
sent the best embodiment thereof, but I 
desire it understood that my invention is 
not con?ned to the particular form of ap 
paratus herein shown and described, the 
same being merely illustrative, and that the 
invention can be carried ‘out in other ways 
without departing from .the spirit of my 
invention, and, therefore, I claim broadly 
the right to employ all equivalent instru 
mentalities coming within the scope‘ of the 
appended claims, and by means of which 
objects of my invention are attained, and 
the new results, accomplished, as herein set 
forth, as it is obvious that the particular 
embodiments herein, shown and described 
are only some that can be employed to at 
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Vtain’these objectsand accomplish these re‘ 
sults. » . ' I . 

Having now described my invention. 
wvhat I claim’ and desire to ‘securejby' Let' 
ters Patentvis: @ r 

1. A stop collar "for ‘cleaning rodsv ‘for 
?ring ,piecescompr'ising a two-part struc 
ture,’ one portion'havingr an opening there 
through to 'permitit to be ‘slid on the rod 
and comprising a- head portion, an integral 
circular portion of reduced diameter a'djas 

" cent said head, and an integral screw 
threaded ‘portion oflstill further reduced 
diameter extendingfrom said circular por 
tion7 and'the other portion comprising a 
cylindrical sleeve-like member bored and 
screW-theared portion ofthe ?rst-mentioned 
part and bored to cooperate with, the eir~ 
cular reduced portion of saidpart. 

2. A stop collar for cleaning rods vfor 
?ring pieces comprisingo two-part. struc~ 
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'ture,>one portion having an opening'there_-_ 
through to permit it to‘be slid on'the rod 
and comprising'a head portion, an integral 
circular portion of reduced diameteradja 
cent‘ said head, and A an integral screw 
threaded portion of still further‘. reduced 
diameter extending from said circular por 

cylindrica-l sleeve-like member bored ‘and 
screw-threaded to cooperate with the screw 
threededportion of the ?rst-mentioned part 
and bored to cooperate with the circular're" 
duced portion of said part, the szudopenk 
ing being so located that the upper ‘end 
of the sleeveslilrc member will engage thew 
rod so as to lock the collar in the required 

' position thereon.‘ I 
In testimony whereof I have signedmy 

name to this speci?cation; 

'WARRENLS. BELDINC. 
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'tion, and the other portion comprising i 
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