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To all whom z't may concern.'  
Be it known that I, JOSEPH A. MARCEAU, 

a citizen of the Dominion of Canada, resid 
ing at' Montreal, Province of Quebec, Do 
minion of Canada, have invented new and - 
useful. Improvements ̀ in Containers, oÍ 
which the following is a full, clear, and eX~ 
act specilication. ' ` 

My invention relates to containers and re 
fers particularly to containers suitable for 

‘My invention relates to containers of such 
construction and arrangement of parts that 
it can be readily iil'led with a powder, such 
as a face powder, and inv which the pow 
der may be removed and impinged upon a 
powder puff as desired without danger of 
spilling. ' Y 

Containers of this character are frequent 
ly carried in hand bags and similar devices, 
and hence, are subjected to the possibility of 
having the cover accidentally removed by 
other articles in the bag, and one of the ob 
jects of the device of my invention is a con 
struction that will largely overcome this ob 

_ jectionable feature. 
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These'and other valuable features oÍ the 
device of my invention will be evident upon 
a consideration of my specification and ac 
companying drawings. ` » ` 

I have found that a container having the 
above-mentioned desirable properties may 
be produced by placing a removable foraml 
nous sifting member within the bottom por 
tion of a container and extending the sides 
of the bottom member so as to enclosev a cover 
placeable therein, the cover abutting upon 
the sifting member and forming a space be 
tween the cover and the sifting member. , 
‘The particular construction ofthe con 

tainer of my invention and its advantages 
are - clearly shown in the accompanying 
drawings and explained in my specification. 
In the accompanying> drawings illustrat 

ing one form of the device of my invention, 
similar parts are designated by similar mem. 
bers. 

Figures 1, 2, 3 and 4 are rspective views 
of the separable elements o one Yform of the 
device of my invention. . . 

Figure 1 isa perspective view of the 'top 
member of my device. f . ' 

Figure 2 is a'. perspective view of` apew 
der putt' capable-of insertion within my de 
vlce. .  > 

Figure 3 is a perspective view of the 
sifter member of my device. 
Figure 4 is a'perspective view of the bot- l 

tom member of my device. 
Flgure 5 1s a vertlcal cross-section of my 

assembled device. f 
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The particular form of the device of my i 
invention, shown in the accompanying draw 
ings, comprises a bottom member composed 
of the bottom 10 to which vis lixedly attached 
the upwardly extended side, or flange, 11. 
A false bottom 12 is positioned upon the 
bottom 10.- ' 

Capable of placement within the bottom 
member is -a sifting member comprising the 
annular side 13 having its upper edge 14 
turned inwardly. Within the annular side 
13 is an annular retaining member 15, a 
foraminous top 16 being held in fixed posi 
tion between the top edge of the retaining 
member 15 and the inwardly turned edge, or 
bead, 14 of the side 13. The side 13 abuts 
upon the side 11 and rests upon the false 
bottom 12. ' 
A cover for the device comprises the y 

domed-top member 17 Íixedly attached to the 
cover member 18, the members 17 and 18 
being aliixe'd to the annular side 19 having 
the upper inwardly turned bead` 20. An 
annular member 21' abuts upon, and is af 
fixed to, the side 19. ,The members 19 and 
21 are placeable within the side member 11 
and abut upon the bead 14. 
The several parts of thedevice arecovered 

with paper, cloth or ot er material which 
aids in maintaining th?v in position with 
respect to each other. ' 
A handle 22 is allixed to the top 17, a 

powder puff 23 is placed within the space 
between the members 16 and 18 and face, or> 
other, powder 24 »is placed` within the space 
between the members 12 and 16. 
When it is desired to use the device, it 

-ìs shaken slightly allowing some of the pow 
der ì24 to sift through the foraminous mem’ 
ber 16 upon the puff 23, wh’z'h. may be re-rv 

' moved for purposes ofA use. 
It is to be noted that the container may 

be readily 'cre-filled by' removing the sifting. 
device, the bead 14 serving >as a means for 
its removal. _ y  ` 

A further valuable advantage of the de 
vice is that the cover fits within the sides of. 
the bottom member, thus allowing of an 
unbroken exterior side .which not onlyy im 
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proves. the appearance and enables the de 
vice to be more easily and economically pro 
duced but also overcomes the'possibility of 
the accidental removal ofthe cover, due to 
frictional movement of other articles, which 
is an objectionable feature of those contain 
ers'in which the cover is placed outside) of 

>,the side of the device. 
I do not limit myself to the particular 

size, shape, number, arrangement or ma 
terial of parts, as shown and described, as 
these are given simply as a means for clear 
ly describing the device of my invention. 
What I claim is: 
'1. In a container, in combination, a bot 

tom member having upwardly extended 
sides, a removable sifting member having a 
foraminous top and sides abutable upon the 
bottom capable of placement within the bot 
tom member and a top member having 
downwardly extended sides capable of abut~ 
ment upon the sifting member when the top 
member is placed within the sides of the 
bottom member, a >space being formed be 
tween the top member and the sifting 
member. ~ 

" 2. In a container, in combination, an an 
nular bottom member having an upwardly 
extended side, a sifting member compris 
ing an annular side having its upper edge 
turned inwardly into a bead and al forami 
nous membercarried transversely across the 
sift-ing member, a top member fìttable within 

1,582,830 . « 

the side of the bottom member and resting’ 
upon the bead of the sifting member, Íorm- _ 
ing a space between the top member and 
the bottom member. 

3. In a container, in combination, a bot 
`tom member'having an upwardly extended 
side, a false bottomv affixed to the inner 
face of the bottom member, a sifting mem 
ber comprising a _foraminous top maintained 
in position by two annular ,abutting sides 
capable of abutment upon .the false bottom 
and a top member comprisin a top and two 
abutting side members capab e ofplacement 
within the side of the bottom-and upon the 
sifting member. 

4. In a container, in combination, a bot 
tom member having an upwardly extended 
side, a false bottom aiiixed to the inner face 
of the bott-oml member, a sifting member 
comprising a side having its upper edge 
turned into a bead, an annular member abut 
ting upon the inner face of the sifter side 
and a foraminous transverse member across 
the sifting member anchored between the 
two side members and a top member com 
prising a domed top, an inner top and a 
downwardly extended side capable of place~ 
ment within the side of the bottom member 
`and upon the bead of the sifted side. 

Signed at Paris, France, this 6th dayoi’` 
March, 1924. 

JOSEPH A. MARCEAU. 
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