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To all whom it ‘may concern: _ 
Be it known that Loms VVEIDLICH, a cit 

izen of the United States, and resident of 
Stratford, in the county of Fair?eldv and. 
State of Connecticut, has invented certain 
new and useful Improvements in Electric 
Perfumers, of which the following is a speci 
?cation. ' - . . 

This invention relates to new and use 
ful improvements in perfumers wherein an 
electric heating unit is employed for evapo 
rating liquid or other forms of perfume. 
The purpose of the invention is to pro 

vide a. novel form of device which may be 
used as a perfumer, a humidi?er, a deodor 
izer, disinfector or the like, and which will 
be both practical and ornamental, which is 
especially adapted for domestic use, as for 
the perfuming or disinfecting of a room or 
house; and is adapted to be used upon a 
boudoir table or other articles of furniture, 
and connected with the usual electric plug 
sockets. 
A further object of the invention is to 

provide a perfumer through which the air 
ma be e?iciently circulated and expelled 
wi’ out the use of mechanical means to 
create a circulation. The perfumer is pref 
erably formed of several separable parts 
including a base, a body, and a top portion, 
all adapted to be readily assembled in order 
to form an attractive device of the‘described 
type which is'eflicient in its operation; simple 
and inexpensive to manufacture, and easy 
of access for cleaning, ?lling or repairing. 

‘With these and other objects in view the 
invention resides and consists in the con 
struction and novel combination I and ar 
rangements of parts hereinafter more ful 
ly described, illustrated in the accompany 
ing drawings, and pointed out in the claims 
hereto appended, it being understood that 
various changes in the form, proportion, 
size and minor details of construct-ion within 
the scope of the claims may be resorted to 
without departure from the spirit or sac 
ri?cing any of the advantages of the inven 
tion. Y 

Similar characters of reference denote 
0 like or corresponding parts throughout the 

several ?gures of the accompanying draw 
ings forming a part of this speci?cation, and 
upon which _ 

Fig. 1 shows a front elevation of my 

novel form of perfumer assembled and posi 
tioned as in use.' ' 

Fig. 2 is a central vertical cross section of 
the perfumer shown in Fig. 1, and 

Fig. 3 shows a detached plan view of a 
preferred form of heating unit, for use in 
the perfumer. ' . 

‘ The perfumer, as before suggested, is 
made up of several metal parts, and a con 
tainer preferably formed of porcelain, and 
in which the perfume or 'other material to 
be vaporized is placed. The heating unit is 
made of metal and insulating material and 
is affixed to the body member of the per 
fumer. 
Referring in detail to the characters of " 

reference marked upon the drawings, 5 
represents the base, of the erfumer, the 
top side of which base is pre erably dished 
as at 6, this base further includes an out 
wardly disposed annular ?ange 7 upon 
which the-depending annular side wall 8 
of the body portion 9 is supported. The 
lower edge of this annular side wall is pref 
erably scalloped to form air passages 10 
under and between it and the top surfaces 
of the flange, so that unrestricted passages 
are formed to allow air from the outside to 
freely enter the perfumer and to pass up 
around the heating unit, to form an air cur 
rent sufficient to convey the rising odors from 
the perfume to pass up and out through 
holes in the cover in the manner indicatedv 
by the arrows. 
The body portion of the perfumer is of 

‘a general cylindrical shape adapted to rest - 
upon the flange 7 of the base and to encircle 
the upper portion of the base. The upper 
portion of the body 9 is provided with a 
relatively large vertically disposed central 
opening, to receive the receptacle 12, and to 
form an annular shoulder 11 around the up 
per end of the opening to support the per 
fume receptacle 12. 
This receptacle is preferably round, and 

of a size to ?t the opening and is provided 
with an annular head 13 around its outer 
top edged portion to rest upon the shoulder 
11, before mentioned. The receptacle further 
includes a central vertically disposed tubular 
extension 14 which in practice projects up 
from the bottom. This tubular extension 
obviously forms an air passage up through 
the center from the lower chamber 15 and 
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over,the perfume in the container to the up 
per chamber 16. 
A suitable heating unit 17 is attached to 

the inner under side of the body 9 immedi 
ately below the bottom of the rece 
before mentioned, so the latter wi l readily 
be heated by the coil of the unit when the 
electric current is turned on, through a 
switch, not shown. 
This heating unit includes a relatively ?at 

shaped spool 18 which may be‘formed of any 
suitable insulating material and includes two 
or. more holes 19 through which screws 20 
are inserted for its attachment to the body 
9. A heating coil 21 is wound around the 
spool and has its opposite ends connected to 
blnding screw 22 and to which screws the 
current wires 23 are also connected. These 
current wires are insulated from each other 
and pass through an insulating bushing 24 
positioned in a hole 25 in the side wall of 
the body. 
The cover 26 for the perfumer is prefer 

ably of an ornamental external design, and 
is ofa general conical shape, hollowed away 
on the underside to form the chamber 16, 
before mentioned. This cover further in 
cludes around its top edged portion, an an 
nular seat that rests upon the top edge of 
the body, and has an associated annular 
?ange 27 which surrounds the top edged por 
tion of the body so that the cover will not 
slip 0E. ‘ 
The cover is further provided with holes 

28 through which the fumes from the per 
’fume pass out from the container when 
warmed by the heating unit. 
Having thus. described my invention what 

I claim and desire to secure by Letters Pat~ 
ent is : 

1. In a perfumer, the combination of a 
body, a perfume receptacle within the body, 
an electric heating unit attached to the body 
beneath the receptacle, and means for pro 
viding a circulation of air through the body 
and around the heating unit and over the 
receptacle for conveying the odors, there 
from. 

2. In a perfumcr of the class described, 
the combination of a body having a verti 
cally disposed opening therein for the cir 
culation of air therethrough, a removable 
receptacle seated in said opening and pro 
vided with an air passage therethrough, a 
heating unit positioned beneath the recepta 
cle, and a cover supported on the body and 
having an opening through which the odors 
from the perfumer escape. 

3. The combination with a cylindrical 
body portion and means for permitting cir 

tacle 12, _ 
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culation of air therethrough, of a recepta 
cl_e supported therein and havin a vertically 
dlsposed opening, an electric eating unit 
secured to the body beneath the receptacle, a 
cover supported on the body and enclosing 
the receptacle and having openings to per 
mit of a circulation of air from the receptar 
cle. 

4. The combination with a body member, 
a receptacle mounted therein for containing 
material to be heated said receptacle having 
an air passage therethrough, and an electric 
heating unit supported in the body beneath 
the receptacle. ' 

5. In a perfumer, the combination of a 
body, a removable receptacle mounted there 
in, an electric heating unit attached to the 
body beneath the receptacle and transport 
able with the body, and means for provlding 
a circulation of air around ‘the heating unit 
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and through the receptacle for conveying _ 
the odors therefrom. 

6. In a perfumer of the class described, 
the combination of a base, a body member 
mounted thereon and having air passages 
therethrough, a removable receptacle seated 
in said body and provided‘with an air pas 
sage therethrough, a heating unit positioned 
beneath the receptacle, and a cover support 
ed on the body and having air passages 
through which odors from the interior may 
escape. 

7. The combination with a base, a cylin 
drical body portion having air passages 
therein, of a receptacle supported in the body 
and having a vertically disposed opening, 
an electric heating unit secured to the body 
beneath the receptacle, a cover supported on 
the body and covering the receptacle and 
having openings to permit of a circulation 
of air over the receptacle. 

8. In combination, a base having its up 
per surface dished to form a receptacle, a 
body mounted on the base, said body having 
a vertical passage disposed over the dishe< 
portion of the base and having an air inlet 
opening into the vertical passage, a recep 
tacle mounted within the body, and a heat 
ing unit in the body to heat the receptacle 
and cause a circulation of air through the 
paslsages in the body and through the recep 
tac e. ' 

Si ned at Bridgeport in the county of 
Fair eld and State of Connecticut this 24th 
day of June A. D., 1924. 

LOUIS WEIDLICH. 
Witnesses: 

L. A. CONKLIN, 
W. E. ANDREWS. 
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