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To all’whom it may concern‘? _ v v " 

Be it known that I, J on *B."~BRAI~)"EIHAW, a 
citizen of the United States, residing at 
Stanford, in the county of Lincoln and 
State of Kentucky, have invented certain 
new and useful Improvements in Can Open 
ers; and I do hereby declare the following 
to be a full, clear, and exact description 
of the invention, such as will enable others 
skilled in the art to which it appertains to 
make and use the same. 
The present inventionv provides a device 

adapted to be attached to' a suitable sup-' 
port, such as a table,»shelf or bracket and 
which 
pail or the like-which has been sealed and 
which is provided with means for opening 
the package by cutting a portion from the 
top thereof. ' ‘ 7 

‘Other objects and advantages will be ap-p 
parent and suggest themselves ‘as the na 
ture of the invention is understood. 
While the drawings illustrate an em 

bodiment of the invention it is to be under 
stood that in adapting the same to meet 
different conditions and requirements, vari 
ous changes in the form, proportion and 
minor details of construction may be re 
sorted to without departing from the spirit 
‘of the invention. 7 

Referring to the accompanying drawings 
forming a part of the application : 

Figllire 1 is a side elevation of a device of 
the c aracter aforesaid embodying the in 
vention, . ' 

Figure 2 is a top plan view thereof, 
Figure 3 is a sectional view on the line 

3-'—3 of Figure 2, Y '. ‘ - p ‘ 

Figure 4 is a detail section on the line 
4-—4 of Figure ‘3, v ‘ / 
Figure 5 is a sectional View on the line 

5—-5 of Figure 3, 
Figure 6 is a detail sectional ‘view. on 

the line 6—*6 of Figure 3, ‘ 
Figure 7 is a detail sectional view on the 

line 7-7 of Figure 3, and r ‘ 
Figure 8 is a detail perspective view of 

' one of the jaws. 
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to in the following 
Corresponding and like parts are referred 

' description and desig 
nated in the several views of the drawings 
by like reference characters. - 
The device‘ comprises a base 10 which ma 

be of any suitable material. vA post 11 is 
rovided at one end of the base and may 

be secured thereto in any preferred way. 

includes means for holding a can,‘ 

"the pressure of one 

of the base 10‘ and "a ‘1:34 is mounted 
in the bracket 12 and lower portion of the 
post- 11 and is provided at its inner end 
with a jaw 14 which is adapted. to grip 
the can or other article to be opened. 
crank 15 at the outer end of the screw 13 
provides convenient means for rotating the 
screw to adjust the jaw 14. ' 
A sleeve 16 at the upper end of the post 

11 receives an arm 17 which is adjustable 
therein and adapted to be secured in the 
required adjusted position by means of a setv 
screw 18. A vertically disposed sleeve» 19 
at one end of the'arm 17 receives a plunger 
20 which is normally held elevated by means 
of a helical spring 21 which is con?ned be 
?tween the sleeve 19v and a head 22 at the 
upper end of the plunger. A centering 
point 23 is provided at the lower end of the 
‘plunger 20 and is offset so as to engage 
under the portion of the top of the can to 
hold the plunger lowered position and 
lift the top after being completely severed. 
A handlebar 24 is mounted upon the lower 

' its-bracket 12in; "secured ~‘-to itheppposite end 7 ‘ 
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end of the plunger 20‘ and is provided with ~ 
cutters 25 at opposite sides of the plunger, 
said‘cutters being adjustable according to 
the size of the can or other package to be 
opened. Slots 26 are formed in the handle 
bar 24 to admit of adjustment of the cut-r 

’ ters 25 and winged nuts 27 mounted upon 
threaded stems 28 of the cutters provided 
for securing the latter in the required ad 
justed position. I ‘ 7 

It is observed that the device ‘is made 
fast in any preferred way to a suitable sup 
port and the can or other article to be 
opened is placed upon the base 10 and 
clamped between the jaws 14, after which 
the plunger 22 is lowered to cause the cen 
tering point 23 and the ends of the cutters 
25 to penetrate the top of the can. Upon 
turning the handlebar 24 about one-half of 
a revolution, a portion is cut from the top 
of the can, this being due to the provision 
of the two cutters 25 which are located upon 
opposite sides of the plunger. It is ob 
served that the plungfr is held lowered by 

and exerted thereon, 
while the other hand is used to operate the 
cutter by rotating the handlebar 24. After 
the can has been opened, both the handle 
bar and plunger are released and‘ the spring 
21 elevates both and lifts the portion of the 
top out from the i , ‘ 
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What is claimed is: 
A device of the class described cognpris4 

ing a supporting arm, a plunger slidably 
mounted by said am, a spring coacting 
with said lunger and‘ said arm" to normally 
maintain tie plunger elevated, a handlebar 
carried by the plunger on the side of the 
arm opposite to the spring, a centering point 
on the plunger extending below the handle v 
bar, and cutter means extending from the 
handle bar and below thesame said center-v 

1,542,661 

ing means being. integral with the plunger. 
and’said plunger adjacent the’ centering 
means having screw threads engaging the 
handle bar whereby the latter is secured 15 
to the plunger; 
In testimony whereof I affix my signa“ 

vtnre in presence of two witnesses. 
I ‘ JOE B. BRADSHAW. 

‘Vitnesses : 
W. J. WELLS, 
JOE Earns. > 


