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PAPER YARN AN!) PROCESS OF PRODUCING THE SAME. 

Application ?led November 

To all whom it may concern: ‘ 
Be it known that I, JOHN C. SHERMAN, 

a citizen of the United States, residing at 
Portland, in the county of Cumberland and 
State of Maine, have invented new and use 
ful Improvements in Paper Yarns and 
Processes of Producing the Same, of which 
the following'is a speci?cation. 
This invention has relation to the forma 

tion from wood pulp of rovings,‘ yarn, thread 
or cords. ] 
In carrying'out my invention I utilize 

wood pulp in the form of a'web of proper 
width and thickness, and for this purpose 
I may employ the pulp strips as they are 
delivered from a web-forming machine, or 
may employ strips cut from a previously 
formed and dried Web. In either case, the 
strips are wet, in the one case with water 
remaining therein during the web forma-‘ 
tion, and in the other case with water with 
which the strips are wetted. While it is 
obvious that strips formed of various kinds 
of pulp may be utilized for this purpose, 
it is preferable that a chemical wood pulp 
should be used because of the length of the 

‘ cellulose ?bers resulting from the mode of 
_ production thereof. In fact, in many cases, 
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I prefer to employ wood pulp produced by 
the “sulphate process” so-called, in combi 
nation with other well‘ known ingredients 

- of a. paper “furnish.” 
Many recognized methods exist for the 

forming of rovings from textile ?bers, such 
as cotton, linen, etc., in the production of 
‘yarns or rovings, in all of which methods 
1t-,is essential that the ?bers utilized shall 
possess a length substantially greater than 
the length of the chemical wood ?bers which 
are usually of the order of 3 millimeters in 
length or less, but no method has thus far‘ 
appeared for utilizing cellulose ?bers of such 
short length by known textile processes; and 
one object of the present invention is to pro 
vide means whereby these cellulose or wood 
?bers in combination with other well known 
ingredients of a paper “furnish” may now 
be utilized to produce yarns, rovings, etc., 
possessing a strength comparable to' exist 
ing textile products made from longer ?ber. - 
It is impossible to accomplish this result 
with dry cellulose ?bers, but I have found 
that, when such ?bers possess the requisite‘ 
amount of water I am able by my process 
herein to 1 be described to produce strong 

16, 1921. Serial No. 515,484. 

rovings, yarn, etc. To accomplishthis're 
sult, it is essential that the sulphite or'other 
cellulose ?ber strip shallbe substantially 
saturated, as with water, but free from all 
surplus ?uid. It is also desirable that the 
?bers should be more or less hydrated in 
the beating operation in order to furnish the 
requisite amount of cementitious or gelati 
nous cellulose hydrate for binding the ?bers 
together in the formation of the web and the 
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roving.‘ Consequently it is desirable or _ 
necessary that the stock should be beaten 
primarily to a “slow” state or one in which 
)it is of a more or less slimy character due to 
the presence of mucilaginous hydrate. This 
is true whether the rovings be formed of the 
wet pulp as delivered from the web-forming 
mechanism or whether the web be initially 
dried‘after its formation and then wetted' 
so as ‘to have the desirable water content'at 
the time'of its formation into the yarn or 
thread. For the purpose of further de 
scribing but not limiting my invention, I 
may say that sulphate or sulphite pulp, 
suitably beaten and otherwise prepared for 
the production of a tough tissue paper, has 
the condition which I prefer my pulp to 
have for my process. 
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According to my process, the wet strips - 
are subjected to a twisting operation and at 
the same time are wound in convolutions 
transversely of the length of the strip with 
the result that a roving is produced which 
is inherently round and which in cross sec 
tion is spiral with one edge of the strip 
lying at or near the center of the spiral. I 
have ascertained that this may be accom 
plished by a simple mechanism comprising 

‘ two endless belts arranged with theirinner 
stretches confronting one another but with 
the belts arranged at an angle one to the 
vother, with mechanism by which the belts 
are caused to travel with their inner 
stretches moving in the same general direcé 
tion but in crossing paths. 'The' wet strip is 
fed to said belts so as to be moved longitu- ‘7 
dinally of its length thereby, and, while so ' 
moving, is convoluted transversely, the re, 
sult being that the strip moves in‘ a straight 
line during the action of the belts thereon 
and is delivered in the form of a round rod 
or roving which is compacted and of little 
or no variation in‘thickness. Inasmuch as 
the belts travel unidirectionally and have no 
independent lateral movement, they may be 
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moved at relatively high speed so as to af 
ford rapid production of the rods or rov 
ings. The rovings thus produced may be 
formed into coils in the usual cans employed 
for a like purpose in the production of tex 
tile yarns; or, being still in a moist state, 

. they may be subjected to a twisting opera 
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tion, or a plurality of strands may be 
twisted to form a thread or cord. The rela 
tive angularity of the confronting stretches 
of the belt is important. Their angularity 
‘should be such that the same pair of belts 
may be utilized for simultaneously treating 
a plurality of independent “closely-spaced 
strips, for, with the increase in the degree 
of angularity in the belts, there is increasing 
danger of the stripsbeing rolled together 
so as to, lose their individuality. 
relative angularity exceed a certain limit, 
there is the danger that the strips which 
are being rolled and convoluted will be‘ sub— 
jected to too great transverse strain with 
the result that the roving is broken. For 
securing ‘the best results in the primary 
functioning of the belts which is here dis—. 
cussed, the angularity of the belts shouldv 
not 'be excessive,’ as hereinafter explained 
more at length. . ' ‘ 

. On the accompanying drawings, I have 
indicated ‘conventionally simple forms of 
apparatus which may be utilized in carrying 
out my process, but to the employment of 
which it will be understood the'invention is 
not necessarily limited. 

Referring to ‘these drawings,— ‘ 
Figure 1 represents, more or less diagram 

matically, an apparatus for producing -a 
plurality of pulp strips and for forming 
them into rovings. ‘ 

Figure 2 re resents a plan view of the 
strips of pulp eing delivered from thecyl 
inder mold. ' 

4 Figure 3 represents in front elevation the 
instrumentality by which the several pulp 
strips are convoluted and compacted into 
rovings, only one such strip being shown. 
Figure 4 represents in end elevation one 

of the belts and the supporting mechanism 
therefor. ‘ 

Figure 5 represents a section on the line,‘ 
5—5 of Figure 3. 
Figure 6 ’ shows more or less conven 

tionally an apparatus which may be em 
ployed for the formation of rovings from 
paper strips. ‘ 

Figure 7 is a plan View of some of the 
- instrumentalities shown in Figure 6. 
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Figures 8vand 9 illustrate more or less 
conventionally the changes of super?cial 
forms encountered by a strip during its 
formation into a roving. - 

Referring ?rst to Figures 1 and 2, I have 
indicated at 10 in conventional form the vat 
of a web-forming machine, into which the 

_ aqueous pulp stock is delivered for forma 

If the 

tion into ‘the web upon a cylinder mold 11. 
This cylinder mold may be formed in, any 
suitable or convenient way for the purpose 
of forming a plurality of strips. As indi 
cated, the foraminous shell of the cylinder 
is provided with parallel imperforate metal 
lic circumferential strips 12 so that the web 
delivered by the cylinder will be in the form 
of separate relatively narrow strips. At 13 
vI have indicated conventionally a blanket or 
felt which removes the strips from the cyl-> 
inder 11 and delivers them at a point where 
they may be fed to the instrumentality by 
which they are converted into rovings. This 
felt is shown as carrying the strips between 
press rolls 16, 17, for removing surplus free 
water therefrom. The felt passes around 
the usual guide and take up rolls 
Of course, it will be understood that I 

make no claim to the mechanism for form 
ing the pulp strips, as such devicesxare well 
known and many others may be utilized in 
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lieu of that shown and thus described. In , 
fact, as I have previously indicated, I may 
employ strips of previously formed and 
wholly ‘or partially dried paper in which 
case the strips ,are caused to be wetted to the 
desired degree by carrying them over a 
moistening roller, or by passing them 
through a bath of ?uid or by subjecting 
them to the action of spray, steam or the 
like, the surplus ?uid being removed, if 'nec-. 
essary, bysqueeze or pressure rolls. In an 
‘event, however, as I have previously state , 
the strips should be wet ‘when, being deliv 
ered to the inst-rumentality for forming 
them into rovings, so that a further hydra 
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tion of the cellulose ?bers may take place ~ 
during the operation of the'rod or roving 
forming instrumentalities. - 

Referring now to Figures 3 to 5 inclu 
sive,—20, 21 indicate two belts having their 
inner stretches 22, 23 in confronting rela 
tion. These belts should be formed of or 
faced with such material, e. g., vulcanized 
rubber, that they will frictionally engage 
the strips. Ordinarily I employ belts hav 
ing a canvas or other textile body with a 
rubber face vulcanized thereon. Of course, 
if desired, the inner faces of the belts may 
be similarl provided with a coating of rub 
ber that t ey may frictionally engage the 
rolls over which they run. For supporting 
and driving these belts,- I employ the two 

' pairs of rolls indicated at 25, 26 and 27, 28, 
which .may likewise be faced with v'ulcan 
ized rubber‘. “ It is relatively immaterial what 
kind of frame-work is employed ‘for the sup- 
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port of the rolls, except that of course provi- ' 
sion must be made for so mounting the rolls 
that the inner faces of the~ belts carried 
vthereby may be arranged at proper angu'lart 
ity one to the other, so as to move in crossing 
paths. As shown more or less convention 
ally in Figures 3 and It, these rolls are 

125; 
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formed on or secured to shafts 29, 30, 31, 32 
which are journaled in suitable jbearings in 

~ frames afforded for the purpose. ’ It 1s de 
sirable that the rolls and their shafts should 
be capable of adjustment, and to this end 
the boxes, in which theshafts are journaled, 
are preferably adjustable relatively to the 
frame. Again, it is also desirable, for the 
purpose of varying the relative angularity 
of the belts,~that the frames themselves 
should be capable of angular adjustment one 
relatively to the other. Thismay likewise 
be accomplishedby devices of any suitable 
character. There are two frames, each 
shown more or less conventionally as com 
prising a pair of upright sidev standards 
mounted upon a suitable base. The bases 
for. the frames are indicated at 33 and 34 
respectively. The base 33 is provided with 
the upright standards 35,36, while from the 
base 34 rise the standards or uprights 37, 38. 
These frames may be referred to conven 
iently as the front and rear frames, that‘ 
comprising the base 33 and the standards or 
uprights 35, 36 being the front frame. These 
vtwo frames are shown as being supported by 
a table 40 to which they. are secured by bolts ' 
and nuts 41 and 42 with suitable washers 43 
‘which are properly beveled. The bolts pass 
upwardly through elongated slots formed in 
the base portions of the frame. As indicat 
ing a convenient means for providing for 
the relative angularity of the belts 20, 21, I 
have shown wedge-shaped shims ' 44, 45 
which are interposed between the frames 
and the table on which they rest. These 
wedges may be of such angularity that'the 
relative angularity' of the belts is' substan 
tially 10° or less. Each shim, if used, is, of 
course, properly slotted to permit the bolts 
41 to pass therethrough and also to permit 
the longitudinal adjustment of the-shims 'to 
raise, or lower the frames supported‘thereby. 
As I have indicated the frames as being 
made of wood, I havealso shown angle irons 
46 for increasing their rigidity. The base 
portion of each‘ angle iron may be ‘secured 
to the base of the associated. frame by coun 
tersunk bolts 47 and nuts 48, as shown in 
Figure 4. These devices, however, are 
merely conventional or incidental features 
of construction and relatively unimportant. 
The shafts 29 to 32 inclusive are'journaled 
in suitable boxes, those for the shaft 29 be 
ing indicated at 49 and those for the shaft 
26 being indicated at 50. There are‘ similar 
boxes for the shafts 31, 32, supported by the 
front frame. Each box is capable of ad-' 
justment longitudinally of its supporting 
upright, and to this end may be secured in 
place by bolts 51, 51 passed through a slot in 
the frame and secured after adjustment by 
nuts 52. In this way, each of the rolls 29 to 
32 inclusive may be adjusted relatively to 
the associated roll of the pair to. keep the 
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corresponding belt taut‘ or for any other 
purpose. . - ' I 

As at least one roll of each pair must be 
driven positively and the two driven rolls 
must be substantially in synchronism with 
one another, imparting uniform and sub 
stantially equal linear speeds to the two 
belts, I have indicated the lower rolls 26, 28 
as having their shafts connected by univer 
sal coupling members 53,; 54 with drive 
shafts 55, 56, which may be driven at ap 
propriate speeds through corresponding 
universal joints, not shown, ‘from a suitable 
source of power. Of course, the rolls 26, 28 i 
must be driven in opposite directions so 
that the confronting stretches 22, 23 of the 
belts may move in the same general direc 
tion and at substantially the same rate of‘ 
linear speed. I ?nd it desirable to afford 
means for ensuring that the confronting» 
stretches of the belts will properly engage 
the pulp strips which are fed- thereto, and, 
of course, any suitable devices may be em 
ployed for pressing these stretches of the 
belts towards one another. For this pur 
pose, I may employ two pressure members 
57 , 58 for engaging the inner faces of the 
stretches 22, 23 of the belts. To reduce the 
friction between the belts and such pressure 
members, the said members may be faced 
with sheet metal, i. e., polished brass or 
other relatively noncorrodible material, as 
indicated ‘at 59, 60. These members 57, 58 
may be pressed towards each other by any 
suitable yielding devices. For example, as 
indicated in Figure 4, each pressure member 
at each end may be pivotally attached to 
two rods 61, 62 arranged to slide relatively 
loosely in guides 63, afforded by lugs pro 
jecting laterally from plates 64 secured to 
the uprights of the frame with which said 
pressure member and its corresponding belt 
are associated. A helical spring 65 is soar 
ranged on each rod that one end rests against 
the rear guide 63 and the other against a 
cross pin 66 passed through ,the rod. As a 
result of this construction, each pressure 
member is supported in place and is pressed 
yieldingly towards the opposite member. In- - 
stead of directly engaging the rear guides 
63, the rear ends of- the helical spring 65 
may engage the ends of threaded sleeves, 67 
which are threaded into the guides 63. By 
rotating these sleeves, the tension of the 
springs may be increased or diminished as 
desired. Inasmuch as there is an adjusting 
sleeve 67 for each spring, it is ‘ apparent 
that, as the stretches 22, 23 of the belts pass 
downwardly between the pressure members, 
they may be subjected to increasing pres 
sure by so adjusting the threaded sleeves 
that the lower ends of the pressure members 
are pressed together with greater force than 
the upper ends. 
To prevent downward or longitudinal dis 
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' relatively one toythe other. 

"placement of the pressure members 57 and 
58, they are maintained in position by links 
69 pivoted at one end to the boxes which 
support the shafts 29 and 31, and at the 
other ends to the rods 62. ' 
As a result of the construction thus de 

scribed, it will be seen that the belts, which 
operate on the pulp, strips, are caused to 
travel in the same general direction down 
wardly as indicated by the arrows in Fig 
ure 5, and that, during their downward 
movement, they travel in crossing paths. 
Consequently, when a pulp or paper strip 
having the proper moisture content is so 
delivered as to be gripped by the belts, it 
is carried downwardly with them and at. 
the same time is convoluted laterally, twisted 
and compacted into a roving which is prac 
tically round in cross section, with one edge 
of the strip forming the center of the rov 
ing. Since the cellulose ?bers have been 
more or less hydrated and are in a wet state 
in addition, they are, by the pressure of the 
belts, cemented together and more or less in 
terfelted. While the belts, because of their 
rubber facing, more or less positively grip 
the strip and the roving into which it is 
formed, nevertheless the belts are pressed 
yieldingly towards each other so as not to 
tear the fibers apart or destroy their initi 
ally interfelted relation. It is obvious, how 
ever, that in a yarn or roving it is desirable 
that the ?bers shall lie along a longitudinal 
direction or axis of the roving. This re 
sult can be best accomplished with my in 
vention if the ?bers are delivered to the 
belts from a pulp~forming machine adapted 
to deliver the ?bers along the axial direction 
of the strip of pulp. Thus I may use a 
suitably designed cylinder mold for initial 
1y forming the web. Furthermore, to" se 
cure substantially this longitudinal lie of the 
?bers within the roving, it is important that 
the strip of wet pulp or wetted paper, in 
passing between the belts, shall be moved 
axially forward over a- much greater dis 
tance than the lateral displacement pro 
duced by‘ thevangularity of the two belts 

As above stated, 
an angularity of 10° accomplishes this de 
sirable resultin the particular instrumen 
tality as here described ‘and illustrated. If 
the angularity be excessive, the wet strip 
is so tightly twisted upon itself in such way 
that the ?bers no longer lie axially, with the 
result. that the roving will not be strong but 
will tend to break before emerging from 
the belts. It is evident that the number of 
twists, which may be imparted to the ro'v 
ing between the point where the strip ‘enters 
betweeh and ‘the roving emerges from the 
belts, will depend upon two factors, to wit: 
'the relatively angularity of the belts and the 
length of the contacting inner stretches of 
the belts. T" is obvious that two belts, po i1) 

' ing members. 
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sitioned as herein described with a certain 
angularity, will tend to be displaced later 
ally upon their individual rollers. There 
fore one belt will tend to pile up upon the 
supporting frame-work at one side of the 
device, and the other belt. to pile up similar 
ly upon the opposite frame of its support 

To overcome this tendency, 
it is necessary only to introduce between the 
belts a plurality of strips of wetted paper 
or wet pulp, whereupon these wet strips 
counteract the tendency of the belts to un 
dergo lateral displacement, with the result 
that the belts may “float” in mid position 
substantially as if carried upon crowned 
pulleys. If, however, the belts are not do~ 
ing work upon the rovings throughout. their 
entire working faces, or if the adjustment of 
the working parts be faulty, the piling up re 
ferred to will occur and must be counter 
acted by increasing the distance between the 
rollers which support a given belt at that 
side of the belt which tends to pile up. 

Preferably, as each strip passes between 
the belts and is formed into a roving, it is 
subjected to increasing pressure, this being 
e?'ected by adjustment of the springs 65 
which bear against the pressure members; 
that is, by decreasing the pressure of the; 
upper springs and increasing the pressure 
of the lower springs upon the pressure mem~ 
bers. Such adjustment may not, in any 
given instance, be imperative, however, be 
cause if the contacting stretches of the belts 
be substantially parallel it is obvious that 
the strip as it becomes a roving during its 
transit between the belts will acquire a con 
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tinually increasing diameter until it is com- . 
pletely spiralled up at some point of its prog 
ress between the belts and will thus encoun 
ter an increasing pressure from the belts 
during that portion of its transit betweenits 
entrance as a ?at strip between the belts 
and its complete rounding up. . 
As the rovings emerge from between the 

belts, any wide variation from the normal 
moisture content of the said rovings may 
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cause the rovings to stick to one or the other . 
of the two belts. To counteract this ten~ 
dency, the roving is permitted to fall by its 
own weight through a substantial distance 
before it is coiled up in a can or is wound 
.upon a bobbin or a spool. This overcomes 
any tendency of the rovings to wind up with 
the belts. Obviously I may further coun 
teract the possible tendency of the rovings 
to stick to the belts by providing doctors or 
scrapers so located as to deflect any rovings, 
which may stick to the belts upon their up 
wardly moving portions, and cause these to 
drop down again into'their proper position, 
but since such doctors and equivalent de~ 
,vices are well‘ established in the pulp and 
paper making art they have not been shown. 

_ it will be noted that thestrip is led to the 
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belts adjacent to their engagement with theirt 
"upper rolls 25 and 27 which are substan 
tiallyopposite to each other, where, as shown 
clearly in Figure 5, the belts form opposite 

5 downwardly moving sides of a hopper-like 
structure acting to conduct the end of a 
strip contacting therewith into proper posi 

,.tion' between the confronting stretches of 
the belts. \The threading of a strip between 

10 the belts is thus a simple matter,- it being 
only necessary to direct the end of the strip 
toward this hopper structure into contact 
with either of the belts. - 
In Figure 1, I have indicated astrip at-a 

15 and the roving formed thereby at b; The 
roving b is shown as passing downwardly 
into a stationary roving can indicated at 70, 
it being unnecessary to rotate the can as the 

Qroving emerges from ‘the belts with an in 
‘20 herent tendency to coil if it is dropped free. 

In Figure 1, the roving can 70 is indicated 
conventionally as being at the right end of 
the apparatus‘ for the purpose of clearness. 
In place of the roving can, as shown in Fig 

25 ure 1, the roving may pass to a suitable 
spooling?mechanism as indicated at 75 in 
Figure 61' It is quite-evident that, instead 
of preserving the identity of the individual 

'?rovings as by coiling them in. individual 
0 cans or winding them on individual spools, 

the entire number ofvstrips emerging from 
the belts may be divided into groups, the 
rovings of one group may be brought to-v 
gether andv the several groups delivered to a 

35‘ second instrumentality comprising crossed 
belts (similar to those at 20 and 21), where 
by each ‘group of rovings is formed into a 
thread having an equal number of strands. 
While for many purposes it is desirable to 

40 treat the initially wet pulp delivered from 
the forming cylinderfyet, for other pur 
poses, it is des1rable ‘to treat strips of‘ pre 
viously formed'and dried paper. ‘In, Fig 
ures 6 and 7, I haveshown conventionally 

45 an apparatus in which suchlatter‘stri‘ps oi 
paper may be conditioned for treatment. 
In using paper strips, I. refer to have them 

’ delivered in the form 0 separate rolls 100 
in which the cores are hollow so that they 

50 may be slipped upon a supporting shaft or 
bar 101 and soy that each roll may revolve 
independently of the adjacent rolls. The 

‘ free ends of the strips drawn from the rolls 
are passed between feed rolls indicated at 

Y 55 102, 103, one at least of which is driven so 
that the strips may all be fed at the‘same 
linear feed. It is necessary that the strips 
should be su plied with the proper'degree 
ofmoisture- or their subsequent'for'mation 

80 into rods or rovings. ‘This mi ht well be 
. accomplished by passing the strips through 
an aqueous bath, or they may be passed over 
a roll which dips into the bath asrishown 
upon the drawings. The moistening liquid 

65 is illustrated ‘as being contained in a vat'or 

rovings. Any suitable appliances may be 

‘ tively. 
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ank 104, into which dips a moistening roll . 
"105 over which the strips pass to a guide 
roll 107 prior to their delivery to the crossed ~ 
belts by which they are formed into rods or 

70 
utilized for causing one of the pressure rolls, 
the moistening roll and the guide roll _107 
to be driven at the same peripheral speed 
and atthe surface speed of. the forming 
belts, particularly where ?ne strips of un 
usual delicacy are employed in making ?ne 
roving.‘ _VVhere strips of stronger quality 
are utilized, I prefer to let the strips them 
selves rotate the moistening roller, by~their 
own frictional contact, for the purpose of 
subjecting them to a slight drawing‘ or 
straining effect, which, in some cases, assists 
in conserving or increasing the desirable 

75 

formation or arrangement of ?bers length- f 85 ’ 
wise of'the strips. I ‘have illustrated con 
ventionally an endless belt 108 which is en 
gaged with the end of the roll 103 for ro 
tating the same and which is'driven by one 
of the forming belts, being passed between 
the belts near their outer edges so as to move 
at a linear speed equal to that of the belts. 
This endless belt 108 is illustrated as being 
passed around a take-up roll 1 9. Of 
course, it, could, if desired, be engaged with 
rolls 105 and 107 so as to drive them‘posi 

90 

Care should be taken, in any event, to 
prevent an excess of moisture inxthe strips, 
whether they be wetted as when utilizing 
already formed and dried'strips, or in uti 
lizing strips as delivered from the cylin 
der mold. On the other hand, it is desir— 
able that there should not be a de?ciency of 
moisture, as in such case the strips cannot 
be properly formed into‘ rods or rovings. 
Where previously formed and dried strips 
are employed, I prefer in ordinary cases to 
use water as the moistening agent, but it 
.is evident, of‘course, that I may substitute 
a sizing compound including ‘a hydrating 
'agent'. 
As a result of experience and much ex 

perimental Work, I have come to‘ the con 
clusion that, when the pulp vor paper strips, , 
having a su?icient free-water content, are 
subjected to the action of the rod-forming 
belts, the cellulose ?bers are hydrated to a 
considerable extent, and that the mucilag 
inous hydrate serves as a cementing or' 
binding agent to bind the ?bers, together 
in the completed rod or roving... This is 
due, I believe, to .the'noticeable operations 
which occur during the treatment‘ of the 
strips with the belts by which they are 
convoluted transversely. . V : 

First, the. wet or wettedystrip enters be 
tween the belts where it is ?rst pressed be 
tween them with a slightly obliquely ap 
plied pressure, this obliquity of direction 
being due to the“ relative angularity of the ' 13° 
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belts. This obliquity of pressure lines tends 
slightly to abrade one face of the now ?at 
and compressed strip in, for example, a 
right-handed ‘obliquity, by reason of the 
action of the belt in contact with that face, 
and slightly to abrade the opposite face of 
the same strip in, for example, a left-hand 

. obliquity, by reason of the action of the 
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other belt acting ‘on said opposite face. 
These obliquely abrading functions ‘persist 
for an appreciable interval during which the 
wet and compressed strip is, as it were, sub 
'ected to two opposing forces, one imparted 
y the pressing belts which tends to main; 

tain the strip ?at and the other imparted 
by the obliquely shearing tendency of the 
belts to convolute the strips. During the 
incidence of these two opposing forces, con 
siderable abrasion of the surfaces of the 
strips occurs. - 

Second, the partially loosened and 
abraded masses of pulp within the structure 
of the strip now pass on under the dominat 
ing obliquely twisting-up in?uence of the 
belts. The strip is no longer ?at, and ‘it is 
ragged at its edges and rough upon its 
faces, and in this condition it is suited to 
be further convoluted transversely with“ a 
far more intimate bondingand blending of 
the ?bers of adjacent convolutions than 
would be possible if the strip were smooth. 
These operations of the belts upon the 
?bers in the presence of thecontained mois 
ture e?ect a hydration of the ?bers so that 
the strip emerges from between the belts 
with a ’ remarkably increased tensile 
strength. Its strength is su?icient to permit 
the operator to carry its free end by hand 
to spindles or other receiving devices far 
distant from the belts. A‘ tougher and more 

. durable roving is formed by permitting it 
1 to dry in an unconstrained condition, as 

45 

when it is coiled in a roving can, as by 
permlttlng the roving to drop from the 
belts into a suitable can. If, on the other 

‘ hand, the roving be spun or spooled imme 
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diately after emerging from the belts, it 
‘obviously dries out under a condition of 
strain; but, even so, although it is not as 
strong as a roving dried without constraint, 
nevertheless it is su?iciently strong for a 
great variety of purposes. In some cases, 
I prefer to have the rovings partially dried 
afterthein emergence from the belts, if a 
soft yarn is required. If it is desired to 
twist a roving into a tightly-twisted single 
ply/yarn, such tight twisting is more read 
lly accomplished while the roving still con 
tains more or lessfree water. Rovings, such 
as'furnished by the process and'apparatus 
hereinv described, whether formed of pulp 
strips or moistened paper, may be condi 
tioned‘ and ?nished according to well known 
textile processes, they may be boiled in hot 
dyes without injury, or treated in accord; 
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ancewith the usual conditioning, bleaching 
or ?nishing processes for the formation of 
textile yarns or rovings or woven or knitted 
fabrics. > 

In‘ an apparatus for forming rovings such 
as herein described it is obvious that the rel 
ative obliquity of the belts depends in a 
measure upon their length and their width, 
these factors themselves also being governed 
to some extent by the number of the strips 
which are being treated. Of course the 
“working area ” of the belts, i. e., those por 
tions of the faces of the belts between which 
the strips and the resulting rods on rovings 
are being treated, is relatively small as com 
pared with the length ‘of the‘ belts. The 
relative obliquity of the belts in the same 
general direction must not be so great that 
the confronting face of one may pass en 
tirely beyond the lateral edges of the other 
within the limits of the working area, as 
this might cause all of the rovings to be 
massed together. , 
The particular device here illustrated is 

designed and built to accommodate a plu 
rality of separate but parallel strips occu 
pying a lateral distance of approximately 8 
‘inches, and in this device a relative ‘obliquity 
or angularity of the belts amounting to ap 
proximately 10° su?ices to maintain the 
strips and rovings in effective contact with 
the belts throughout a longitudinal distance 
of about four inches. It is obvio'us that if 
the device had its linear dimensions ten 
times as great, the strips‘ and rovings will 
remain in effective contact with the contact 
ing belt faces or stretches over a longitu 
dinal distance ten times as great and would 
thus receive ten times as much‘ rolling and 
rounding action and the angularity of the 
belts is correspondingly reduced. In the 
case of the larger machine, this is effected 
by reducing the relative angularity of the 
belts from ten degrees to one degree. Obvi 
ously, however, the frictional character of 
the contacting belt stretches must be adapted 
to sustain the requisite frictional engage 
ment between the strip and the stretches at 
any angle chosen for the operation of the 
machine, and this adaptation'is secured by 
the right selection of surfacing material ‘in 
the construction of the belts. In general, as 
the angularity of the belts is reduced their 
surfaces must ossess an increasing fric 
tional action which to some extent is a?’orded 
by the appropriate adjustment of the mech 
anism to determine the pressure between 
said belts and to some extent by the right 
selection of belt-making materials. Thus if 
“the angle be a small acute angle, canvas belts 
will function suitably. If the angle be 
made greater, smooth surfaced rubber sur 
faced belts may be employed. 
Furthermore, though the fact is obvious, 

it may be stated that the character of the 
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roving,—its relative softness or hardness, 
and to some extent its tensile strength, is 
conditioned by the speed with which it is 
rolled up and rounded between the belts. 
But the speed of the belts is Conditioned on 
the speed of‘ the strip or web-forming ma 
chine employed t_o supply the said'strip or 

, web, and it must for commercial reasons be 

10 

- vas great as possible. If the lineal or longi 
tudinal motion of ‘the strips and rovings be 
relatively fast it isdesirable to impart to 

_ them the rounding" up effect in a gentle 
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rather than abrupt manner." Therefore for 
a fast running machine I prefer to employ 
relatively wide belts and to set‘them at a 
relative angle correspondingly small, retain 
ing the rovings between said belts for a cor 
respondingly longer longitudinal distance. 

While, during the transit of the wet strips 
of pulp between the belts, more or less .wa 
ter is expressed in amount sufficient to leave 
a wet track on the belts, yet there appar 
ently is little diminution of the water con 
tent in the rods or rovings as compared 
'with that of the strips, since-the Water thus 
expressed is taken up_ by the oncoming 
lengths of the strips as they are engaged by 
the belts. It is apparent, of course, that the 
rods or rovings contain free water when 
emerging from the belts, although undoubt 
edly a portion of the initial free water con 
tent is' consumed in the hydration of the 
?bers, and this think accounts in vpart for 
the absence of accumulated water dripping 
from the belts when the machine is in op 
eration. The wet rods or rovings- might be 
said to ‘have the ?bers “autogenously ce 
mented ” by the hydrated cellulose which re 
sults from the action of the belts on the 
strips. ' . 

Figures 8 and 9 of the drawings are in~ 
tended to show, more or less conventionally 
of course, the formation of a wetted tissue 
paper strip into a rod or roving. The strip, 
as indicated in Figure 8, has its face a; 
abraded .or rubbed, and'the side edge 3/ is 
rolled over to form the center of the result 
ing rod, the remainder of the strip being 
coiled transversely around it. At the same 
time the rod is also twisted relatively loosely, 
as best shown in Figure 9. The resulting 
rod or roving appears to be a homogeneous 
bundle or ‘intimately cemented series of 
?bers, incapable of being uncoiled, and pos 
sessing a strength not greatly inferior to 
that of a cotton rovingof the same size. 
The mucilaginous cellulose hydrate, or hy 
drated portions of the ?bers, bind the ?bers 
together in .such manner that the yarn or 

' rodmay be boiled without affecting its in 
tegrity‘or strength.- ‘i 

' _ What I claim is: ' I ' 

v 1, A roving formed ofcellulose ?bers, con 
sisting of ‘ a ?brous strip initially coiled 

transversely about one of its longitudinal 
edges, and having the ?bers of its coils ‘ 
united together. 

2. Roving formed of cellulose ?bers and 
consisting of a ?brous strip, whose face is 
initially abraded, coiled transversely about 
one of its. edges and having the ?bers ‘of 
the coils interfelted and cemented by the 
cellulosic mucilage of the ?bers, ' 

3. Roving formed of cellulose ?bers and 
consisting of a round compacted ?brous 
strip coiled transversely about a longitudi 
nal portion thereof as the center, the ?bers 
of the coils being felted and being cemented 
together by the hydrated portions of such 
?bers. 

4. Roving formed of‘ cellulose ?bers and 
consisting of a ?brous strip coiled trans— 
versely about one of its edges and having 
the ?bers of the‘ coil interfelted and 
cemented by the cellulosic mucilage of the 
?bers, the whole being loosely twisted. 

5. A method of making a roving which 
comprises progressively subjecting a con 
tinuous ?at wet strip of cellulose ?bers to 
obliquely applied frictional pressure ex 
.erted in opposite directions laterally of the 
strip and in the same direction longitudi 
nally thereof, whereby the ‘strip is coiled 
transversely into cylindrical form and fed 
forwardly. . _ Y 

6. A method of making a rovingwhich 
comprises passing‘ a continuous ?at wet 
strip of cellulose ?bers between a pair of 
crossing obliquely arranged continuous fric 
tional members which0 traverse unidirec 

component of motion in the same direction 
longitudinally of the strip and a component 
of motion laterally 'of the strip in opposite 
directions whereby vsaid strip is fed for 
wardly and converted into substantially cy 

‘ lindrical form. 
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7. The method of producing a roving ‘ 
which comprises progressively pressing and 
abrading the opposite faces of a ?at wet 
strip of ?brous material and simultaneously 
feeding the strip forwardly and coiling it 
laterally about one edge while subjecting it 
to pressure. 

8. A method of producing- a roving which 
comprises feeding a ?at wet strip of ?brous 
material, pressingv and abrading the oppo 
site faces of said strip, and coilingsaid 
strip laterally about one edge whilesub 
jecting it to pressure, thereby producing a 
compacted substantially cylindrical 'rod or 
roving. 

' '9. A method of producing from cellulose 
?bers a roving, which comprises feeding a 
?at'wet strip of such ?brous material, and 
subjecting the opposite faces of ‘said strip 
to obliquely moving friction members, there 
by pressing, roughening the faces of, and 

110 

115 i 

120 

125 



10 

15 

20 

25 

30 

35 

40 

coiling said strip transversely and compact‘ 
ing said strip into substantially cylindrical 
form. ‘ 

10. A method of making a roving com 
prising feeding a ?at strip of wet paper 
pulp longitudinally of its length, and, by 
the obliquely applied pressure of friction 
‘members, hydrating the cellulose ?bers with 
the water ‘contained, in the strip, trans-‘ 
verselyv coiling said strip about one edge 
thereof, compacting the resulting rod or 
roving and cementing the ?bers thereof by‘ 
the cellulose hydrate. . 

11. Mechanism for producing a roving 
from cellulose ?bers which comprises a pair 
of crossed obliquely disposed endless belts 
havingv confronting faces moving in the 
same general direction to feed a wet strip 
of such material therebetween, and having 
a component of motion laterally of the 
path of motion of said strip in oppo 
site directions to coil said strip laterally, 
and means for driving said belts. 

12. Mechanism for, producing a roving 
from cellulose ?bers which comprises a pair 
of crossed’ obliquely disposed endless belts 
having confronting faces moving in the same" 
general direction to feed a wet strip of such 
material therebetween, and having a com 
ponent of vmotion laterally of the path of 
motion of said strip in opposite directions to 
coil said strip laterally, means for driving 
said belts, and pressure members for press 
ing the confrontingv stretches of the, belts 
together. - , I 

13. Mechanism _for_,producing a roving 
from cellulose ?bers which comprises a pair 
of crossedoblique‘ly disposed endless belts 
having confronting faces moving 'in the 
same general direction to feed a wet strip 
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of such material therebetween, and having‘ 
a component of motion laterally of the path 
of motion of said stripin opposite direc 
tions to coil said strip laterally, means for 
driving said belts, pressure members for 
pressing the confronting stretches of the 
belts together, and means for varying the 
pressureof said member upon the said 0011- ‘ 
fronting stretches. 

14. Mechanism for producing a roving 
from cellulose ?bers which comprises a pair 
of obliquely’ disposed endless belts, a pair 
of rolls over which each’ of said,belts is 
carried and arranged to produce confront 
ing stretches in said belts, the-corresponding 
rolls of each belt being substantially oppo 
site to each other whereby the belts adjacent 
to said rolls form opposite sides of a sub 
stantially hopper-like structure, and means 
for driving said belts so that the confront~ 
ing stretches move in substantially‘the same 
longitudinal direction, whereby a strip of 
cellulose ?bers directed into said hopper 
like structure will be fed betweensaid con 
fronting stretches. . 

15. Mechanism for producing a roving 
from cellulose ?bers which comprises a pair 
of' obliquely ‘disposed’ endless belts, 36 pair 
of rolls for supporting each belt and ar 
ranged to produce confronting stretches in 
said belts, and means for-driving said belts 
in a manner to cause ‘said confronting 
stretches to move in the'same general direc 
tion, the rolls at the initial ends of said 
confronting stretches, being substantially 
opposite each other to receive and direct a 
strip of the material therebetween. 
In testimony whereof I have a?ixed my 

signature. 
JOHN C. SHERMAN. 
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