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To all whom it may concern: 
Be it known that I, RAYMOND O. KNorKE, 

a citizen of the United States, residing at 
'Glenellyn, in the county of'Du Page and 
State of Illinois, have invented new and 
useful Improvements in Fenceposts, of 
which the following is a speci?cation. . 

This invention relates to anchor plate 
fastening means for metal fence posts and 
consists in the matters hereinafter described ' 
and more particularly set forth in the ap 
pended claims. , ' 
In the accompanying drawings- " v 
Fig. 1‘ is a front view. of a metal fence 

post with attached fencing and having an 
anchor plate secured thereto in accordance 
with my invention; 

Fig. 2 is an enlarged front view of said 
plate and its fastening means; , - 

Fig. 3 is a transverse sectional view taken 
on line 3—3 of Fig. 2; and 

Fig. 4 is a like view on line 4-4 of 
Fig. 1. 
In the drawings, I have shown a rolled 

metal fence post 1, T-bar in form and hav-v 
ing a front ?ange or head 2 and a rear 
?ange or mid-web ,3. The lower end of the 
post is pointed to facilitate driving-it into 
the ground, and the front ?ange 2 has ‘a 
low rib 4 extending lengthwise thereof and 
from which project a plurality of lugs or 
studs 5, 5. ' 
The studs or lugs 5 ‘are spaced regularly 

apart lengthwise of the post 1 and the ones 
above the ground either form supports for 
the horizontal fence wires 6, 6, or such 
other fencing as may be used, or prevent 
vertical displacement thereof when the fenc 
ingor wires do not rest on the lugs but lie 
between them. To do this said lugs or studs 
5 project out from the post beyond the 
wires 6, 6, as shown in Fig. 4. Said studs 
or lugs 5 are ?attened out transverse to the 

1 to provide relatively wide supports 
for the wires 6, 6, as indicated in Fig. 2. 
To attach the wires 6, 6 to- the post 1, I 

provide fasteners 7, 7. These are prefer) 
ably made from single lengths of relatively 
stout and bendable wire of about the same - 
gage as the fence wires 6, and have the form 
shown in Fig. 4. Said fasteners 7 span the 
post over the rear flange or web 3 and en 

'tures 9, 9. 

gage about the wires 6, 6 on opposite sides 
of the front ?ange 2. These fasteners 7 
form the subject-matter of my Patent No. 
1,510,686 granted October 7, 1924, and of 
which this present application is a division. ‘ 
Adjacent the lower end of the post 1 is 

the anchor plate 8. This is substantially 
?at and extends across the front ?ange 2 of 
the post over the low rib 4. Said plate 8 
‘projects beyond the side edges of the ?ange 
2 and is provided with two holes or aper 

These are spaced apart verti 
cally the same distance as the lugs or studs 
5, 5 and ‘receive the two at the plate. Said 
studs or lugs 5 project outward beyond the 
plate 8 through the apertures therein and 
are made wide enough ‘for the lugs to“ pass 
through. These lugs hold .the plate 8 
against vertical displacement on the post 1. 
Said apertures 9, 9 are elongated vertically 
to accommodate for variation in the spac 
ing of the lugs 5. 
To hold the plate 8 on the post, I provide 

a clip 10. For the clip, the plate 8 has 
another set of holes or apertures 11, 11. 
These are arranged between the ones 9, 9, 
are spaced apart horizontally far enough to 
clear the-side edges of the front ?ange 2. 
The clip 10 is applied against the front face 
of vthe plate 8 and has its mid-section in' ?at 
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wise contact therewith and with its ends or ‘ I 
prongs 12, 12 inserted through the holes 11, 

' 11 and bent or clinched over the rear face 
of the ?ange 2 about the side edges thereof, 
as shown in Fig. 3. The holes 11, 11 are 
made large enough and of a shape to allow 
the prongs 12, 12 ‘to pass through. The‘ 
clip 10 holds the plate 8 on the post and 
against rocking on the, low rib 4. 

' The‘ fastening means disclosed is simple 
in construction and ‘effectively holds’ the 
plate 8 on the post. Said means prevents 
the plate 8 from being pried or forced off 
the post or its holding loosened when driv 
ing the post into the ground or-when trans 
porting the post from place to place, as in 
the factory after 
place of use. _ 
While I have shown and described in de 

tail herein a structure of my invention, it is 
of course to be understood that the' details‘ 
of‘structure and arrangementof parts may 

being made and ‘to the - 
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: be variously changed and modi?ed With 

10 

out departing from the spirit and scope of 
my invention. - 

I claim as my invention: 
A metal fence post, comprising a front 

?ange having a plurality of lugs or studs 
projecting outward therefrom, said lugs 
‘being spaced apart lengthwise of said post, 
and ?attened out transversely thereof, an 

7 anchor plate applied against the front face 
of said ?ange, said plate having holes there 
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in for the lugs to pass through, and a clip 
applied against the front face of said plate 
between said lugs, said clip having its ends 
extending through holes in said plate on 
opposite sides of said ?ange and clinched 
or bent over the same to- hold the plate on 
said post, ' 

In testimony that I claim the foregoing as 
my invention, I a?x my signature, this 23rd 20 - 
day of July, 1923. 

I RAYMOND. C. KNOPKE. - 
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