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To all whom it may ooncem: _ 
Be it known that I, GEN'rnY D. NEWMAN, 

a citizen of the United States, residing at 
Newark, in the county of Essex and State 
of New Jersey, have invented certain new 
and useful Improvements in a Tent-Secur 
ing Device, of which the following is a speci 
?cation. 
This invention relates to improvements in 

tent securing devices and is more particular 
ly adapted to a stake which when driven 
into the ground and attached to the tent at 
the side thereof will prevent the sagging of 
the tent. 
Another important object of the invention 

is to provide a tent securing device where 
in a curved plate is associated with the up 
per end of the stake, the curved portion of 
said plate. engaging the adjacent portions of 
the side of the tent for preventing the tent 
material becoming torn by the edge of the 
plate. 
A further object is to provide a tent se 

curing device of the above mentioned char 
acter wherein a base plate is associated with 
the lower portion of the stake, the same be 
ing adapted to rest on the ground and pre 
vent the stake from sinking into the ground. 
A further object is to provide a tent se~ 

curing device of the above mentioned char~ 
acter which is simple in construction, inex 
pensive, and furthermore adapted to the 
purposes forv which the same is designed. 
Other objects and advantages of this in 

vention will become apparent during the 
course of the following description. 
In the accompanying drawing forming 

part of this speci?cation and in which like 
numerals are employed to designate like 
parts throughout the same 2 
Figure 1 is a side elevation of the tent 

securing device embodying my invention 
showing the manner in which the same is as 
sociated with a tent, the peg which is con 
nected to the upper end of the stake by a 
rope being also shown, 

Fig. 2 is a detail.y-perspective View of the 
stake showing the plate associated therewith, 

Fig. 3 is a top plan view of the implement 
used for rotating the screw peg. 
In the drawing wherein for the purpose 

of illustration is shown the preferred em~ 
bodiment of my invent-ion, the numeral 1 
designates generally my improved tent se 
curing device, the same comprising the cy 
lindrical stake 2, the upper end of which is 

Serial No. 49,812. 

reduced as illustrated at 3 and the purpose 
thereof will be hereinafter more fully de— 
scribed. Depending from the lower end of 
the stake at the inner side thereof is the 
anchor 4:. Arranged on the bottom of the 
stake 2 is the rectangular shaped plate, 5, 
the outer edge of which is upturned as illus 
t‘ated at (3. 
r This rectangular shaped member 5 pro 
vides a base plate and rests on the ground 
and provides a means for preventing'the 
lower end of the stake from sinking into the 
ground. As is clearly illustrated in Fig. 1, 
the anchor 1l is adapted to extend through 
the eyelet 7 provided therefor in the bot 
tom of the side portion 8 of a tent of any 
conventional construction. 
Supported on the reduced portion 3 of the 

upper end of the stake 2 is the rectangular 
plate 9, the inner longitudinal edge thereof 
being curved and bent LlOWIlWELl‘CllI‘ as illus 
trated at 10. The reduced upper end 3 of the 
stake is adapted to‘extendthrough the eye 
let 11 provided therefor in the upper portion 
of the side of the tent at the juncture of the 
side portion with the top of the tent. The 
curved portion 10 of the plate 9 engages the 
side portion of the tent and will prevent 
the material from which the tent is con 
structed becoming torn and the same time 
spacing the tent from the stake‘ 
For the purpose of holding the stake 1 

in its proper vertical position, so that the 
tent will be properly supported and sagging 
will be eliminated, a rope 12 is secured 
around the upper end of the reduced por 
tion 3 of the stake while the opposite end of 
the rope is tied around the anchoring peg 
13 in a manner as shown more clearly in 
Fig. 1. The peg is provided with the auger 
111 for facilitating the anchorage of the peg 
in the ground and for the purpose of rotat- ' 
ing ‘the peg, the upper end thereof is substan_ 
tially square as indicated at 15 and an im 
plement such as is shown at 16 in Fig. 3 
of the drawing is provided with a square 
bore 17 for cooperation with the square head 
15 so that by gasping the handle 18 and 
turning the implement when the same is 
placed on the head of the peg, the latter 
will be driven into the ground for the de 
sired depth. 
In this manner, the parts arranged as 

shown in Fig. 1, the tent will be properly 
supported and there will be no possibility 
of the same sagging and furthermore the 
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bottom portion of the sides of the tent will 
be held‘down. -The simplicity in whichmy 
improved ‘tent securing device is constructed 
enables the same to be readily and easily 
set up in position for use. ' 
While I have shown the preferred em 

bodiment of my invention, it is to be under 
stood that various changesin the size, shape‘ 
and arrangement of parts may be resorted 
to WltllOUt departingifrom the spirit or 
sacri?cing any of the advantages of the ap 
pended claims. 
Having thus described my invention, what 

I claim as ne\v-is:— 
1. A tent securing device of the class de 

scribed comprising a stake, an anchoring 
pin depending from the lower end thereof 
adapted to be driven into'the ground, said 
anchoring pin being adapted to extend 
through an opening‘ provided therefor in 
the bottom of the side of a tent, the upper 
end of the stake being reduced and extend 
ing through a similar opening provided 
therefor in the top portion of therside of 
the tent, and a plate carried by the upper 
end of the stake, the inner portion thereof 
being curved, said curved portionbeing in 
engagement with the side of the tent. 

2. A tent securing device of the class de 
scribed comprising a stake, an anchoring 
pin depending from the lower end thereof 
adapted to be driven into the ground, said 
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anchoring pin being @ adapted to extend 
through an opening provided therefor in the 
bottom of the side of a tent, the upper end 
of the stake being reduced and extending 
through a similar opening’ provided there 
for in the top portion of the side of the 
tent, a plate carried by the upper end of the 
stake, the inner portion thereof being curved 
said curved portion being in engagement 
With the side of the tent, and a base plate 
arranged-on the bottom of the stake and 
adapted to'rest on the ground. 

3. A. tent securing device comprisinga 
stake, an anchoring pin depending‘ from the 
lower portion of'the stake-at the inner side 
thereof and adapted to be driven into the 
ground, said anchoring pin being adapted 
to extend through ‘ an opening provided 
therefor in the bottom of the side of a tent, 
a base plate arranged on the bottom- of the 
stake and resting on the ground for prevent 
ing the lower end of the stake sinking into 
the ground, the upper end of the stake be 
ing reduced and extending through an open 
ing provided therefor in the top portion of 
the side ofthe tent, and a plate arranged on 
the reduced‘ portion of the stake,‘ the inner 
portion thereof being curved and engaging 
the side of the tent. 
In testimony whereof I a?ix my signature. 

GENTRY DEV'AN NE‘VMAN. 
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