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This invention relates to a bracket and 
shelf, and has for an object the provision 
of a simple, efficient bracket and shelf con 
struction which can be made very economi 
cally out of sheet metal and assembled very 
easily and quickly to form a very strong, 
rigid shelf and supporting bracket. 
Another object concerns the provision of 

a bracket and shelf construction whereby a 
minimum number of parts are used, ' of 
economical construction, and capable of ‘as 
sembly by any one not particularly skilled. 
A further object concerns the provision of 

a bracket and shelf which is adapted for use 
in any form and to any location without 
materially altering the construction or de 
parting from the spirit of the invention. 
The invention is illustrated in the draw 

ings, of which 
Figure _1 shows the perspective view of 

one form of shelf and bracket; 
Fig. 2 is an edge elevation thereof; 
Fig. 3 is a section taken on the line 3——3 

of Fig. 1; 
Fig. 4 is a section taken on the line ¢1——4.~ 

of Fig. 1; 
Fig. 5 is a plan View of the bracket plate 

shown in Fig. 2; 
Fig. 6 is a plan view of the shelf plate 

shown in Fig. 2; 
Fig. 7 is a section taken on the line 7——7 

of Fig. 4c. 
The forms of the invention shown in the 

drawings are preferred forms, although it 
is understood that modi?cations in the con 
struction and arrangement of the parts and 
in the character of the materials used may 
be adopted without departing from the 
spirit of the invention as set forth in the 
appended claim. - 
The invention in its general aspect com 

prises the provision of a stamped sheet of 
metal to form the bracket plate, and a. 
stamped sheet of metal to form a shelf, 
which can be very simply and easily con 
nected by any one. > 
More speci?cally the invention concerns 

the provision of a construction whereby the 
shelf and bracket plates can be shipped and 
sold ?at and unassembled and then can be 
very readily assembled when it is desired to 
use them. 
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still more speci?cally, the invention com 
prises a bracket plate which can be attached 
to a wall or any suitable support and is pro 
vided with simple means whereby is can be 
readily connected to a shelf, the bracket 
plate being provided with an extension in 
vthe form of an arm integral with itself 
which is bent up to support the shelf at a 
suitable distance from the wall. 
As shown on the drawing, the bracket 

plate. comprises a plate 1 having a lower 
extending limb portion .2 and laterally ex~ 
tending arm portions 8 and 4. The arm 
portions are provided with slots 5 and 6, 
and the lower end of the limb portion is 
provided with an aperture 7 . The main 
body portion is provided with a lip 8 
struck out of the metal itself. This lip 
is adapted to be bent at right angles 
to the plate portion, as will be described. 
The limb portion 2, near its lower end, is 
adapted to be bent around and extend up 
wardly in an angle to the main portion of 
the plate, as shown in Figs. 1 and 3. Pref 
erably, as shown in Figs. 3 and 4, the sides 
of this portion of the limb 2 are bent up to 
form this limb portion and as a sort of 
channel member for the purpose of making 
it stronger. The outer end of the limb por 
tion 2 is bent flat, as shown in the ?gures, 
and the aperture 7 is adapted to receive a 
screw or pin 9 which extends through a hole 
in the plate 10 which forms the shelf. This 
plate, as shown in Fig. 6, is provided with 
rearwardiy extending ears 1]. and 12 and 
?ange portions 13 and 14 provided with 
apertures 15 and 16. The plate is also pro 
vided with lateral flanges 17, 18 and 19 as 
well as with an aperture 20. 
As shown in Figs. 3 and it particularly, 

the lip 8 can be bent at right angles to be 
disposed under the rear edge of the shelf 
plate 10. The ears 11 and 12 extend through 
the slots 5 and 6 and are bent upwardly, 
as shown in Fig. 2, to engage the shelf with 
that portion of the bracket plate which lies 
along a wall 21. The flanges 13 and 14 are 
bent downwardly to lie along the wall and 
brace the shelf and the bracket plate there 
on. They can, if desired, be connected rig 
idly to the wall by means of screws extend 

‘ ing through the holes 15 and 16. 
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“'hat I claim is :~— / 
A bracket construction which comprises a 

shelf plate, lips along one edge of said plate, 
?anges along said edge bent down at right 
angles thereto to lie along the Wall against 
which the shelf is disposed, at Wall engaging 
bracket plate having slot-s therein through 
which said lips pass to be bent thereagainst 
at the rear thereof to hold one plate to the 
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other, the lower end of the wall engaging 10 
plate being provided with an integral strip 
portion bent up from the lower end thereof 
at an angle, the upper end of said strip be 
ing disposed horizontally beneath and sup 
porting the shelf plate at a suitable (lis- 15 
tanee from the Wall plate. 
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