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This invention relates to improvements in 
key-ring holders of the character intended 
for attachment to the garment of the wearer. 
One of its objects is the provision of a 

5 safety key-ring holder or, suspension device 
which is made of a single piece of material 
and which is constructed to effectually pre 
vent accidental displacement of the holder 
from the wearer’s pocket as well as the ke_v— 

10 ring from the holder. 
Another object of the invention is to pro 

vide a simple and inexpensive holderot this 
character whose attaching and ring support 
ing parts are so constructed as to render the 

‘5 holder capable of ready attachment to and 
removal from the pocket of the wearer and 
the key-ring to and from the holder. 

In the accompanying drawings :—Figure 
1 is a perspective view of my improved 

i1‘: key-ring holder showing the same attached 
to the pocket of a garment. Figure 2 is an 
enlarged sectional side elevation thereof. 

Similar characters of reference indicate 
corresponding parts throughout the several 
views. 
In the preferred form of the invention 

illustrated in the drawings, the ‘key-ring 
holder is shaped from a single length of 
spring steel wire of like material and con 

:m sists of a shank 10 and coil-clasps 11 and 12 
arranged at opposite ends thereof7 the clasp 
11 being arranged at the upper end of the 
shank for engagement with the edge Off a 
garment-wicket 13. and the clasp 12 being 

3:} arranged at the lower end of the shank 
for detachably receiving a key~ring 1a or 
similar device. These coils are composed 
of approximately two turns lying more or 
less closely together so that the upper coil 
will snugly clasp or en'ibrace the upper edge 
ol‘ the pocket. and the key-ring will be com 
pelled to be sprung into its suspended posi 
tion between adjoining turns of the lower 
coil. 

*‘5 As shown clearly in Fig. 2, the upper coil 
clasp 11 is arranged at one side of the shank 
10 and has its turns extending rearwardly 
therefrom, while the lower coil-clasp 12 is 
arranged on the other side of the shank and 
has its turns extending forwardly from it, 

whereby the holder is adapted to lie ?at 
wise against. the garment of the wearer. 
Furthermore, this construction eliminates 
sharp edges or corners and there are no 
projections liable to get caught and acci 
dentally detach the holder from the pocket. 
While the attaching and key-ring sup 

porting clasps possess the necessary resil 
ience to reliably retain the holder to the 
pocket and the key-ring in the holder, the 
free end or ?nal turn 15 of the upper coil 
11 faces upwardly and is deflected outwardly 
a suitable distance toward and in proximity 
to the adjoining turn so that said coil is 
pinched tightly over the edge‘ of the pocket. 
At its upper end. the ?nal'turn 15 of this 
coil may terminate in a point or spur 16 
which is adapted to enter the material of the 
pocket and thus prevent accidental upward 
displacen'ient ot’ the holder therefrom. In 
a similar manner. the downwardly-facing 
free end 17 of the lower coil 12 is de?ected 
inwardly or toward and in proximity to the 
adjoining turn so that it is necessary to snap 
the key-ring in place, said end 17 forming 
a guard and preventing loss of the ring from 
the holder. ‘ ' 

In attaching the holder to the pocket. the 
coil-clasp 11 is slipped downwardly over the 
edge of the pocket and the key-ring 14 is 
snapped into engagement with the coil-clasp 
12. To detach the holder ‘from the pocket, 
it is swung around to the position shown by 
dotted lines in Fig. 1, after which it can be 
readily withdrawn from engagement with 
the pocket. - 

I claim as my invention :-— 
1. A holder ‘for a key-ring formed from 

a single length of resilient wire and compris 
ing a shank, and coil-olasps arranged at. op 
posite ends of the shank and adapted to 
engage a garment-pocket and a key-ring, 
respectively, one of the clasps being ar 
ranged at one side of said shank and having 
its turns extending rearwardly therefrom, 
and the other clasp being arranged at the 
other side of the shank and having its turns 
extending forwardly therefrom. ' 

2. A holder for a keyring formed from 
ya single length of wire and comprising a 
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' shank, a, coil-clasp arranged at the upper 

in 

end of the shank and adapted to engage the 
edge of a garlnei'lt-pocket, and a coil-clasp 
arranged at the lower end of the shank and 
adapted to engage a key-ring, the free ends 
of the coils of said upper and lower clasps 
facing in opposite directions and being de 

?ected toward the remaining turns of the 
corresponding coil to form guards and pre 
vent accidental displacement of the holder 
from the pocket and the key-ring from the 
holder, respectively. 
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