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To all whom it may concern: ' 
Be it known that I, GEORGE D. BLOCHER, 

of Martinsburg, in the county of Berkeley and 
State of West Virginia, have invented a new 
and valuable Improvement in Adjustable Hy 
drant; and I do hereby declare that thefol 
lowing is a full, clear, and exact description 
of the construction and operation of the same, 
reference being had to the annexed drawings 
making a part of this speci?cation, and to the 
letters and ?gures of reference marked there 
on. 

Figure 1 of the drawing is a representation 
of a longitudinal vertical section of my ‘hy 
drant. Figs. 2, 3, and 4 are horizontal sec 
tional views of the same; and Figs._5 and 6 
are detail views. 
This invention relates to hydrants; and my 

object is to provide a\vaste-1_)assage for allow 
ing water to escape from one side of the cock 
when the ?ow from the nozzle of the dis 
charge-pipe is out off‘, thus preventing the 
formation of ice in said pipe during the win 
ter months. 
In the annexed drawings7 A designates the 

case of the hydrant, on the base or ?oor of 
which the body B of the cock is rigidly se 
cured. This portion B is constructed with a 
tubular neck, a, to which the service-pipe is 
suitably secured; and at right angles to this 
neck a a waste- passage, 1), is made through 
the body B. O designates the tubular cock 
plug, having a hole, 0, through one side, which 
can be made to register with the neck a, or 
with the passage 12, by turning the plug 0. D 
designates the discharge - pipe, which rises 
from the plug 0, and passes through the top 
of the case A, and has a discharge-nozzle, d, 

on its upper end. E designates a semicircu 
lar bridge, which keeps the plug 0 in its seat, 
and on which may be printed the words “ Win 
ter” and “Summer,” for the purpose of show 
ing which way to turn the cock-plug when it 
is desired to allow water to escape from pipe 
D through, the waste-passage b. Two holes, 
0 e’, are made through the bridge E, on oppo 
site sides of the center thereof, through one 
or the other of which a pin, f, is passed, 
against which the nozzle cl abuts when it is 
in a position for drawing water, and the hole 
0 in plug 0 registers with the neck a, as 
shown in Figs. 1 and 4. 
During the summer months, when the waste 

passage is not brought into play, the check 
pinfis inserted in to the hole 6; but when there 
is danger of water freezing in the discharge 
pipe D the pin f is adjusted in the hole 6’, and 
the hole 0 in the cock-plug can be made to 
register with the waste-passage for allowing 
water to escape from the discharge - pipe 
through said passage. 
What I claim as new, and desire to secure 

by Letters Patent, is— 
In a hydrant having a waste-passage, b. a 

tubular plug, 0, discharge-pipe D, and nozzle 
61, the bridge E, perforated at e e’, and remov 
able pin f, all combined in the manner de 
scribed. 1 

In testimony that I claim the above I have 
hereunto subscribed my name in the presence 
of two witnesses. 

‘GEO. D. BLOOHER. 

Witnesses: 
GEORGE E. UPHAM, 
DoNN TwITcHELL. 


