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The present invention relates to improve 
ments in combined curtain, shade and dra 
pery supports, and the primary object of the 
invention is'to provide an improved support 
of this character embodying features where 
by a curtain, shade‘ and drape may be pen 
dently supported within a casing which con— 
ceals the supports therefor, and which cas 
ing also serves for preventing the accumula 
tion of dust on the upper portions of the 
articles supported thereby. 
A further object of the invention is to 

provide an improved support of this charac 
ter embodying fixed supporting heads, and 
between which heads a plurality of longi 
tudinally adjustable supporting ?xtures are 
disposed with their ends supported in the 
confronting spaces of the heads in a manner 
so as to permit of ready placing and remov 
ing of the ?xtures from the heads. 
A still further object of the invention re 

sides in the provision of an improved sup 
port of this character having filler pieces 
detachably secured at their ends to the under 

' surface of the casing of the support, and 
which ‘?ller pieces aside from forming a par 
tial closure for the lower side of the casing 
also serve as guides for certain of the articles 
supported in the casing. 
A still further object of the invention re 

sides in the provision of improved longitudi~ 
nally adjustable shade roller so constructed 
as to permit of the bearings carried by the 
opposite ends thereof being mounted in suit 
ably formed apertures provided in the con 
fronting faces of a pair of supporting 
brackets. 
Other objects and advantages of the in 

vention will be apparent during the course 
of the following detailed description taken 
in connection with the accompanying draw~ 
ings forming a part of this speci?cation and 
in which drawings: 
Figure l is a perspectlve vlew showmg 

' the improved support secured to a window 
casing, and showing parts of the support 
broken away for illustrating certain details‘ 
of construction. 
Figure 2 is an enlarged horizontal section 

through the support. 
Figure 3 is a vertical longitudinal section 

taken substantially on line 3-3 of Figure 2. 
Figure 4 is a transverse section on line 

ét-—ét of Figure 3, looking in the direction of 
the arrows. 

Figure 5 is a transverse section through 
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one of the supporting heads taken on line 
5——~5 of Figure 3. 
Figure 6 is a fragmentary sectional view 

of one end of the support on line 6—6 of 
Figure 4. 
Figure 7 is a fragmentary horizontal sec 

tion on line 7-—7 of Figure 6. 
Figure 8 is a perspective view of one‘of 

the ?ller pieces for attachment to the under 
side of the support. 
Figure 9 is a perspective view of one of 

the guide pieces for the edges of the roller 
shade. 
Figure 10 is an ‘enlarged View partly in 

section and part in elevation of one end of 
the improved shade roller. 

Figure 11 is a transverse section on line 
]l»—11 of Figure 10. 
In the drawings, and wherein similar reil " 

erence characters designate corresponding 
parts throughout the several views; A desig 
nates the improved support embodying a 
frame B in ‘which is removably mounted the 
roller shade C and the curtain and drape ?x 
tures D and E respectively. ‘The improved 
support A has been shown secured to the up 
per portion of a window casing F. , 
The frame B which may be of any desired 

- length and which is preferably of a shape in 
cross section as illustrated in the drawings, 
embodies a sheet metal cover plate 20 which 
is closed at each end by ?xture supporting 
heads 21 and 22. Each of the supporting 
heads embodies a frame 23 to the outer 
side of which a closure plate 24k is secured, 
‘and to the inner sides of which heads are 
secured supporting plates 25 adapted for re 
ceiving the ends of the various fixtures sup» 
ported within the frame B. The cover plate 
20 which extends across the upper and front 
faces of the heads 21 and 22 is secured to the 
heads in any desired manner and serves also 
as a means for retaining the heads in proper 
spaced relation. 
Extending through the supporting heads 

21 and 22, are suitable pins 26 which are 
adapted to be positioned in suitable sup 
porting bracket 27 for supporting the frame 
upon the window F. - It is to be understood 
however that various means may be employ 
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ed for securing the support to the Window 
casing. ~ 
Formed in each of the fixture supporting 

plates 21 and 22, and in alignment one with 
another, are sockets 28 formed with reduced 
intermediate portion 29. A third set of 
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sockets 30 formed in the plates 21 ‘and 22 are 
formed one with a cylindrical and one with 
a rectangular shaped opening for receiving 
the respectively shaped ‘pin‘tles of ‘the ‘roller 
shade C. i 
The ?xtures D and E which are of identi 

cal construction, each embody telescopic rod 
sections 31 and 32 having spherical shaped 
heads formed at their opposite ends for 
?tting in the yieldable sockets 28. It will 
be seen that when the ?xturesare inup‘osi 
tion, the spherical heads 33 ‘will prevent ac 
cidental displacement of the ?xtures. 

Secured to each of the supporting ‘heads, 
is a guide 34 having inwardly opening slots 
35 and into which the edges ‘of the shade 
36 moves forguiding theshade in astraight 
path when being wound up. 

Filler pieces 37 and-38 having one longi 
tutlinal edge thereof coiled into tubular for 
mation and having terminally disposed cats 
39, are adapted toiextend longitudinally be 
neath the frame Band‘besecu‘red at their 
opposite ends to the under side of the heads 
21 andi22las by attaching pins ‘l0. These 
attaching pins 40 whichextending upwardly 
throughfthe lower rail-of the frame 23 are 
formed with hook shaped heads 41 which 
are adapted to ébe passed through yieldable 
spring ‘arms 42 secured to the upper face 
'of the'bottom rail of'the ‘frame. 
pieces 37'aside ‘from forming a=closure for 
the bottom of the frame B, also serveas 

‘guides for the curtain 'H and drape K. 
These ?ller pieces 37 and-38 have beenmade 

"removable forthe purpose: of gaining ready 
‘access to the ‘fixtures when desiring to 
‘change the articles suspended therefrom. 
Such removal of the ?ller pieces is accom 
plished by ‘imparting a one-quarterturn to 
the pins 40 and then withdrawing thev same 
from‘the supportingiheads. ' 
Referring now ‘to the improved roller 

shad'e'C, the same embodies a reducedend 
portion 50 over which ‘is ?tted ‘a tubular 
sleeve 51 having a head 52 closing its outer 
end and which head carries a pintle 53 for 
mounting in the cylindrical socket 30‘ of the 
supporting plate 25. Formed intermediate 
the ends of the sleeve 51 is a longitudinally 
extending slot 54. ‘Secured at one end to 
the shade roller 55, as by suitable pins 56, 
is a strip 57 which extends in overlying re 
lation to the sleeve‘51. This strip 57 forms - 
‘a support for the portion of the shade 36 
which extends over the sleeve 51. Apin 58 
extending through‘the strip 57 and slot 54: 
into the reduced end portion 50 of the shade 
roller, serves for further supporting ‘the’ 
strip 57 ‘and also limiting the outward'move 
ment of the sleeve '51. An expansion coil 
spring 59 seating at one end against the'end 
face of the reduced portion 50 and at its 
opposite end upon the head 52, serves as 
means for normally urging the sleeve to an 
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extended position. Thus it will be seen that 
by so telescopically forming “the shade 
roller 55, that the same may be collapsed a 
su?icicnt distance ‘for permitting of the‘ 
shade. being positioned between the ?xed 
supporting heads 21' and 22. It will also 
be seen that whenthe shade roller is in its 
proper position that the spring 59 will serve 
for retaining the ,pintles of the roller in the 
sockets 30 of the supporting plates 25. 
From the foregoing description it will 

be apparent ‘that anextremely novel ‘curtain, 
shade and drapery support has been pro 
vided ‘whereby dust and the like will be, 
prevented from accumulating on the sup 
porting portions thereof, and embodying 
?xed supporting heads between which longi 
tudinally adjustable v?xtures may be sup 
ported in an e?icient manner. 

Various changes maybe. made to the 
speci?c ‘form ‘of the invention .herein ‘ shown 
and ‘described without departing from the 
spirit of the invention or #the scope of the‘ 
claims. 

ltc'laim: I 
1. ‘In a deviceiof'the class described-,the 

combination of a pair of ‘hollow supporting 
heads, means for, supporting the heads .in 
?xed spaced relationyand supporting plates 
carried by the inner sides of the heads in 
confronting relation .to one another andhav~ 
ing yielda'ble sockets formed therein, said 
heads adapted to support extensible curtain 
?xtures having heads ‘for positioning. in said 
sockets; Y - 

2. In a: support for curtain. ?xtures, a 
frame including hollow terminallydisposed 
‘heads having aligned sockets provided in 
the confronting faces thereof foryield-ably 
receiving the ends ‘of said ?xtures, and 
guides extending longitudinally of the un~ 
‘derrside .of the frame'and‘secured at‘their 
‘ends vto said heads below the. sockets ‘for 
said ?xtures. . 

3. A device of the class described 'com» 
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prising a frame including a‘cover plate .and _ 
terminally ‘disposed heads having sockets 
provided in their inner vfaces, a shade roller 
andcurtain ?xtures mounted in saidsockets, 
and independent ?ller piecesrseeured ‘attheir 
ends to the lower side of'the headsand ex~ ’ 
tending in parallel spaced relation longi 
tudinally of the frame. 

at. In a support of the class described, the 
combination of a frame including fixed sup 
porting heads having yieldable socketsrpro 
vided ‘in their confronting faces for de 
tachably supporting telescoping rodshav 
ing spherical heads formed at each end 
thereof for’?tting in said-sockets,‘ and ‘tubu 
ilar ‘guide pieces secured-at their ends to 
‘the heads‘belowthe sockets and extending-in 
spaced parallel relation to said ‘rods. 

5. In a combined sup-port of the class de 
scribed, a frame including a cover plate hav 
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ing heads forming a closure for each ‘end 
thereof, said heads having sockets provlded 
in their inner faces for the mounting of a 
roller shade and curtain ?xtures in Vertically‘ 
offset relation longitudinally Within the 
cover plate, ?ller pieces forming a partial 
closure for the under side of the frame and 
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providing independent guideways for each 
shade and curtain ?xture, and means for 
detachably securing the ends of the filler 
pieces to the heads for permitting of ready 
access being had to the various ?xtures sup 
ported in the frame. 
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