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To all 'whom it 'may concer'n: 
Be it known that I, JOHN H. DUNBAR, of 

the city and county of Philadelphia, and State 
ofPennsylvania, have invented an Improve 
ment in Stands for Barrel-Ghurns, ot' which 
the following is a specification: 
My invention relates to projections on the 

ends of the cross-bar which connects the in 
side cross-legs together in the middle, in such 
a manner as to act as a stop for the outside 
legs, when the pairs of legs are turned on their 
pivots into their position to receive the churn. 

Figure 1 is an end view of the stand when 
opened to receive the churn. Fig. 2 is a side 
elevation of the same. Fig. 3 is an edge view 
of the stand when folded up. 
Like letters of reference in all the ?gures 

indicate the same parts. 
A A are the inside legs of the improved 

stand, connected together by means of the 
middle bar B and the lower bar O, and A' A' 
are the outer legs, connected together at their 
lower ends by means of the lower bar C', and 
in the middle part with the pivots D D. 

So far as the above description goes the stand 
is similar to ordinary barrel-churn stands. 
The improvelnent consists in- the projecting 

of the ends of the cross-bar beyond the out 
side of the inner legs A A, so as to form per 
manent stops a a, for the edges b b of the out 

er legs A' A', when the stand is opened into 
the position seen in Figs. 1 and 2, to receive 
the churn, thus giving great ?rmness to the 
stand without any possibility of getting out 
of order, so far as relates to the stops. The 
pivots D D are arranged as near as practica 
ble to the edges b' b' of the inner legs A A, so 
as to be as far removed from the stops a a as 
the strength of the legs will admit of, and thus 
to decrease the leverage or strain upon the 
pivots, and also to admit of the stand being 
folded into compact form for convenience in 
liandling, or for transportation. 
The principal use to which I apply the im 

proved stand is for holding barrel-churns. Yet 
I contemplate the use of it for other purposes, 
to which it can readily be applied, such as 
holding barrel-washin g machines, or as a frame 
for tables, &c. 

1 claim as my invention 
The projections a a on the ends of the bar 

B, in combination with the edges b b of the 
outer legs A' A', to form stops for the same, 
substantially in the manner and for the pur 
pose above described. 
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