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This invention relates to new and useful 
improvemen'ts in looks' and more particu 
larlyi to an especially designed lock for nse 
in retaining the spar'e Wheels on the usual 
rack provided therefor on motor vehicles. 

" The main object of my invention is the pro 
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lvision of a lock whereby the main looking 
body is provided With ineans for looking 
the same in connection with the attaching nut 

1 or releasing the same therefrom whereby the 
lock body 'may be readily rotated without 
in any way imparting movement to _the lock 
ing nut, thus preventing unauthorized- per 
sons 'from Operating the lock and removing 

. the lock from its locking position. 
?nother object of my invention is the pro 

vision of a lock of the above character which 
can be used eqnally as well on doors, such as 
garage doors and the like and is so con 
struct-ed as to provide for suitable hand 
grips for'the person desiring'to operate the 
same whereby the lock may be readily de 
tachcd or attached as desired. 

VVith the above and oth'er objects in view, 
the invention consists in the novel features 
of constructionl the combination and ar 
rangement of parts hereinafter more fully 
set forth, pointcd out in the claimsw and shown 
in the accompanying drawings, in which: 

Fig. 1 is a top plan view of a- lock con 
structed in accordance with my invention. 
Fig. 2 is a longitudinal section on the line 

2-2 of Fig. 1, › ' _ . 
Fig. 3' is a horizontal section on the line 

3_-3 of Fig. 2, g _ 
Fig. 4 is a transverse section on the line 

4-_4 of Fig. 2 and, . _ _ 
Fig. 5 is a detail horizontal section il 

lustrating a slightly modified form of the 
lock. 

Refer'ring more particularly to the draw 
ings, the numeral 1 indicates the body por 
tion of my im roved lock which~ may be of 
any preferred orm and extending from each 
end thereof are the-hand grips 2 preferably 
tapered toward their outer ends as illns 
trated in the drawings. The body member 1 
has an annular collar 3 extending from one 
face thereof and extended into the body thru 
the collar 3 is a bore 4 which is provided 
with an inner reduced end 5. 
Arranged within the bore is the looking 

drum 6 having an annular enlarged portion 
7 which is provided at spaced interva s with 
cylindrical recesses 8. Surrounding the 
lock drum and threaded into the outer end 

of. the bore 4 is a retaining collar 9 the in 
ner end of which abuts against the face of 
the portion 7 for retaining the drum within 
the bore 4. From this it Will be apparent 
that the collar 9 and the body portion 1 of 
the lock may be rotated about the drum 
While the drum remains stationary. 
The looking drum 6 is provided With a 

central t-hreaded bore 10 adapted 'to receive 
the bolt 11 which may be carried by any-` ob 
ject to which it is desired to apply the lock 
and When the drum G is threaded on to the 
bolt 11 the body portion 1 of the lock may 
rotate upon the drum Without moving the 
drum. 'A ` _ 

In order to connect the body portion 1 of 
the lock'with the drum 6 for rotating the 
drum to move the same upon the bolt 11, 
a looking bolt 12 is provided which is slid 
ably mounted within a. bore 13 formed in 
one of the hand grips 2. The outer end of 
the bore 13 is normally closed by means of a 
threaded plug 14. The looking bo1t'12 is 
provided With a transverse recess 15 and 
movable within this recess is a pin 1G car 
ried by the rotatable lock member 17. This 
lock member 17 may be of any conventional 
type Wherein a portion thereof is rotatable 
and connected to this portion which lis rotat 
able, is the pin 16 Whereby when a key is 
inserted in the keyway 18 of the lock, the 
rotatable portion of the lock Will be moved 
for imparting movement to Fthe pin 16 and 
reciproca-ting the bolt 12 in the bore 13 to 
either project the 'inner-end of the bolt into 
one of the recesses 8 or remove the same 
therefrom. 
From the above it will be apparent When 

it is desired to screw the looking drum 6 
upon the bolt 11, the lock member 17 is aetu 
ated to move the inner end of the looking 
bolt 12 into one of the recesses 8, thus caus 
ing the body 1 and the drum 6` to rotate 
simultaneously. ' As the drum 6 has been 
screwed on to the bolt 11 to the desired lock 
ing'v position the lock 17 is then actuated to 
disengage the looking bolt 12 from the driun 
6 permitting the body member L ofthe lock 
to freely rotate upon the drum 6 thus pre 
venting the entire lock from being removed 
from the bolt '11. 
The collar 3 is provided with an annnlar 

recess 19 and engaged therewith isa ring 20 
having an eye 21 Whereby a ohain or suit 
able supporting member may be attached to 
the lock for supporting the same in a con 
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venient position vvith respect to the device 
to vvhieh it- is applied.. 
Ín Pig. 5 Í have illustrated a slightly 

moditied form of the invention Wherein the 
longitndinal bore 13' of the hand grips 2' 
is provided With an enlarged threaded por 
tion 22 and attached to the outer end of the 
lookingI bolt 12' is a threaded head 23 hav 
ing a transverse slot 24 in which is arranged 
a pin 25 carried by the rotable looking mem~ 
her 2G. This looking member 26 is rotatably 
inounted in the outer end of the hand grips 
2' and aotuated by a predetermined type of 
key adapted to be inserted in the looking 
member` for rotating the same. From this 
construction, it will be apparent, that when 
the looking member 26 is operated, the head 
23 will be moved longitudinaliy Within the 
threaded portion 22 causing the inner end of 
the looking bolt 12' to engage within one of 
the recesses 8' in the looking drum 6' Whereby 
the drum 6' and the body 1' may be rotated 
simultaneously. It will also bo apparent 
that upon reverse movement of the looking 
bolt 12', it Will be diseonnected from the 
drum 6' and permit 'rotation of the body 
1' from the drum 6'. 

It will be apparent from' the foregoing 
that I have provided a simple and inexpen 
sive lock member which may be quickly and 
readily applied for preventing the removal 
of spare Wheels from the supporting rack 
provided therefor on automobiles and the 
device may be used equally as Well on doors 

' and the like so as to prevent access by an 
unauthorized person. 

lVhile I have shown and deseribed the 
preferred embodiment of my invention, it 
will be nnderstood that various changes and 
alterations may be made Without departing 
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from thespirit of the invention or the scope 
of the appended elaims. - 
Having thus described my invention, What 

Í claini is: 
1. A looking device including' a body 

portion having a transverse bore provided 
with a reduced inner end, a looking drum 
arranged Within the bore With its inner end 
rotatably mounted in the reduced end` a re 
taining .collar threaded into the bore and f 
embraoing the outer end of theldrum, an an 
nular enlarged portion on the drum at the 
inner' end of the main bore having cylin 
drioal recessesV at predetermined positions in 
the periphery of the enlarged portion and 
a looking bolt adapted to be projeoted into 
any of said recesses for retaining said drum 
in pla?e against movement. 

2. A look of the eha'acter desoribed in 
cluding a body having a bore transverselv 
thereof With a. reduced inner end, a looking 
drum arrang'ed within the bore, a collar 
threaded into said bore and embracing the 
outer end of said drum the inner end of the 
said drum being rotatable in the reduced por 
tion of the bore, an annular enlarg'ed por 
tion on the drum between its ends and rotat 
ing within the main portion of the bore` said 
enlarged portion having a cylindrioal re 
ooss arranged at predetermined points in the 
poriphery thereof. said body having a longi~ 
tudinal bore adapled to align with any one 
of said reoessosl` a looking bolt slidablv 
mounted in the last mentioned bore and 
manually operated means for aotuating said 
bolt to project one end thereof into any one 
of said reoesses or remove the same there 
from. 
In testimony whereof I a?ix my signature. 

ALEXANDER MASZCZYK. 
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