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This invention relates to closure members, 
and more particularly to closure members 
for liquid containers or cans. _ 
An object of the invention is to provide a 

closure member consisting of a. cap secured 
to a handle hingedly mounted on a con 
tainer whereby thecap will be arranged over 
the outlet. opening when thehandle is in its 
normal position. ‘ . '_ ~ 

A further object is the. provision ‘of means 
for retaining the cap in closed position. 

, A. still further object is the provision of 
a. combined spout and fastening element for 
the cap. , . ~ ' w i 

In the accompanying drawings, I have 
shown several embodiments of the invention. 
In this showing: ‘ , . , 

Figure'l is a perspective vview of. a con 
tainer showing one form 01" the invention ap 
plied, ' _ ' v ' 

Figure 2 is an enlarged 
outlet opening with the eapand handle re 
moved, ' ' 

‘Figure 3 is 
view, ; u , , ~ 

Figure 4' is a perspective view of a‘ spout 
surrounding the outlet opening. v i ' 

Figure 5 is a similarview of a threaded 

an enlarged vertical sectional 

sleeve surrounding the outlet opening, 
Figure ' 6 is a vertical‘ sectional view 

through the outlet opening and handle show 
ing another form of the invention, 

Figure 7 is a vertical sectional view on.‘ 
line 7—7 of Figure 6, l ' . _‘ 

Figure 8 is a ‘view similar to Figure 6, 
showing another "form of theinvention, ' _ 

. Figure 9, is a vertical sectional view on 
line 9~9 of. Figure 8, and, 
vFigure 10 is an enlarged vertical sectional 

view ot'ra portion of a container showing 
another form of the invention. _' . I 

Referring. to ‘Figures 1 to 5 of the draw 
ings, the reference numeral 1 designates a 
container. ‘While the invention is adapted 
for use in connection with containers of any 
type, I have illustrated a container of the 
type disclosed and claimed in my copending 
application ?led November 4, 1924, Serial 
No. 747,861. This container‘ is provided with 
an outlet opening in its curved wall and a. 
handle 2 is mounted on the top of the con-, 
tainer adjacent the outlet opening. As 
shown, a sleeve 3 is formed on one end of 
the handle, and this sleeve is adapted to re 
ceive ahinge pin a carried by a strap 5 se 
cured to the exterior of the can to hingedly 

plan view of the 

mountthe handle. The handle is so mount 
ed that‘ its freexend .is arranged over the 
outlet openino. 7‘ , ‘ ‘ 

Surrounding the outlet opening of the can, 
I provide ring (Shaving an offset portion _7 
and a second ring 8 is secured between the 
body of the can and this offset portion; A 
tube 9 arranged in the outlet opening‘ and 
is engaged by the ring 8. , As shown, the in 
ner end of‘ the tube may be flattened, as ‘at . 
10, to prevent displacement.’ Aspout 11 is 
arranged around the tube,‘ being provided 
with a’central‘ opening 12 through which the 
tube passe . 
shaped and is provided with a pointed end 
13,1501‘ pouring. it threaded sleeve ‘14 sur- _ 
rounds the tube and is provided ‘with a ?ange 
15 at‘its lower end. 'l‘his?ange‘is provided 
with a lug 16 adapted tobe' engaged by a‘ 
lug 17 arranged ‘on the spout to permit the 
slee'v‘eto be rotated on the tube. As shown, 
the'upper end of the tube 9 is provided with 
a flange or lip 18 to prevent displacement of 
the sleeve in rotating it. A cap 19 is se 
cured‘to the free end of the handle in any 
suitable manner as byjmeans of a‘pin 20 and 
this cap is provided with a threaded portion 
:21 adapted to engage the ‘threads of the 
sleeve 14. p . 

In therform of theinvention shown in Fig 
ures 6 and 7 of the drawings, the handle is 
mounted in. the can in the same manner. 
The outlet opening is provided with a tube 
22 and a dished‘shaped member 23 is ar 
ranged'around this opening. At- the' side 
opposite the handle,.the ?ange ot the dish? 
shaped member is cut away, as at 24. A cap 
25 is carried by the end of the handle was 
adapted to lit over the outlet opening of 
the can. > The cap and handle are retained in. 
position by means of a ball 26. Asshown, 
the baills pivotally mounted on the. ex 
terior of the container, the‘ ends 27 of the bail, 
being arranged between the exterior wall of 
the can and plates 28 mounted thereon. A 
pouring lip 29 is, carried by the bail and is 
adapted to be arranged beneath the free end 
of the dish-shaped member 23, when in 
operative position, as shown in dotted lines 
'in Figure 6 of the drawings. ‘ As shown, a 
plate 80 is'arranged on the exterior ofthe 
can and is adapted to ‘properly position the 
lip 29. The cap 25 is provided with a de-~ 
pression 81, in which the bail is received to 
loekthe cap and handle in closed position. 
In the form of the invention shown in, 

As shown, the spout is ‘dish- " 
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Figures 8 and 9 of the drawings, I employ 
a cap 32 which is adapted to lit over the 
outlet opening. The cap is retained in posi 
tion by means of a bail 33 which is pivotally 
mounted on the exterior of the can in the 
manner heretofore described and is adapted 
to be received in a depression 34 adjacent 
the end of the handle. A spout or pouring 
lip 35 is arranged around the outlet open 
ing and is'adapted to be turned to the full 
line position when not in use. As shown, 
the outlet‘ opening is provided with a tube 
36 surrounded by outer tubes 37 and 38 and 
these outertubes are provided with ?anges 
between which the pouring lip isarranged. 
' In the form of: the invention shown in 
Figure 10 of the drawings, I provide a 
threaded cap 89 mounted on a pin 40 carried 
by the handle topermit rotation of the cap. 
The threads of the cap are adapted to en_ 
gage threads 41 formed on a tube surround 
ing the outlet opening. 
The operation of the device will be ap 

parent from the foregoing description. In 
the form of the invention shown in Figures 
1 to 5 of the drawings, the cap is closed by 
swinging the handle downwardly to the po 
sition shown in Figure 3 of the drawings 
and rotating thelthreaded sleeve 14: through 
the provision of the lugs 16 and 17. The 

l 

tube 9 and by turning this member, the 
sleeve 14 may be rotated when the lugs 16 
and 17 come into engagement with each 
other, as shown in Figure 2 of the drawings. 
Similarly, the cap may be released by turn; 
ing the sleeve in the opposite direction. 
In the form of the invention shown in 

Figures (Sand 7 of the drawings, the cap is 
released by swinging the bail ~26 downward 
ly to the dotted line ‘position. The member 
29 then forms a pouring lip or a continua 
tion of the spout 23, which is not ?anged 
on this side. lVhen the bail is swung up 
wardly, it is received in the depression 8]. 
to lock the handle and cap in closed position. 
The operation of the form of the inven 

tion shown in Figures 8 and 9 of the draw 
ings is substantially the same and in ‘the 
form of the invention shown in Figure 10 
of the drawings, the threaded cap is turned . 
around the pin 40 as an axis to cause it to 
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engage the threads of the tubularnicmber Zi1. 
It- is to be understood that the forms of 

my invention herewith shown and described 
are to be taken as preferred examples of 
the same, and that various changes in the 
shape, size, and arrangement of parts may 
be resorted to without departing from/the 
spirit of the invention or the scope of the 
subjoined claims. 

I claim: 
1. In a device of the character described, 

a. handle hingedly mounted on the exterior 
of a container, said container being provided 
with an outlet opening in alinement with 
the free end of said handle. a cap carried 
by the free end of said handle and adapted 
to close said opening, and a bail mounted 
on said container and adapted to 100; said 
handle and cap in closed position. 

2. In a device of the character described, 
a handle hing-edly mounted on the exterior 
of a container, said container being provided 
with an outlet opening in alinemcnt. with the 
‘free end of said handle‘, a cap carried by 
the free end of: said handle and adapted to 
close said opening, a bail mounted on said 
container and adapted to lock said handle 
and cap in closed position, and a pouring 
lip carried by said bail. 

3. In a device of the character described. 
a container having an outlet opening. an arm 
hinged to the exterior of said container, a 
cap carried by said arm and adapted to be 
disposed over said opening when said arm 
is in one position. and a bail mounted on 
the exterior of said container and adapted 
to be swung over said. arm to lock said cap 
in closed position. . ' , 

4. In a. device of the character described. a 
container, a handle secured to the exterior 

- of said container and provided with a mov 
able end. said container being provided 
with an outlet opening, the movable end of 
said handle being adapted to be disposed 
over said opening, a cap carried by the mov 
able end of said handle and adapted to close 
said opening, and movable means carried bv 
said container for retaining said cap in 
closed position. 
In testimony whereof, I a?ix my signature. 

PHILIP J. KROLL. 
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