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My invention relates to catamenial band~ 
ages and has for an object to provide a very 
simple and inexpensive device which may be 
readily placed in its proper position in con— 
nection with the absorbent pad or the like 
without- the usual cha?ng due to slipping. 
1' further object of my invention resides in 
the construction of a device that may be 
readily folded and carried in an envelope or_ 

'l in any‘ordinary pocketbook. 
The ‘scope of my invention extends to 

whatever construction may be de?ned by or 
included within the terms or language of the 
append-ed claim. 
In the drawing: 
Figure 1 is a ‘top plan view of my inven 

tion. 
Figure 2 is a side elevation thereof. 
Figure 3 is a view in perspective of one 

end of my device. , 
My invention, in the form or embodiment 

shown in the drawing and brie?y described, 
comprises a protective covering, 10, which is 
formed of a soft and ?exible waterproof 
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‘25 material. The protective covering, 10, is 
formed slightly wider along the center there 
of and is provided with slightly reduced end 
portions, 11. Each of the extreme ends, 11, 
a a looped or backwardly bent upon them— 
selves as indicated at 12, for the purpose of 
being passed through the connectors, 13. 
The loops, 12, are, of course, securely stitched 
or otherwise ‘fastened to the body portion of 
the protective covering, 10. 
” Relatively short strips or tabs, 14», are se 
cured to the ends. 11, adjacent to the loops, 
12, and are provided on their free or inner 
ends with means for fastening the absorbent 
material utilized for this purpose such as 
safety pins, 

Elastic strips, 16 and 17, are provided 
with looped portions, 18 and 19, for the pur 
pose of securing them with respect to the 
connecting members,‘l3. The outer ends of 
the elastic strips, 16 and 17, are each pro 
vided with slightly enlarged or covered and 
reinforced portions, 19, so that my sanitary 
device may be readily applied to any suitable 
wearing apparel by means of safety pins or 

. the like. a 

It will be noted that the main section 10 
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and the strips and connectors 17 are each 
formed at the ends with return folds of the 
material which is stitched so as to form 
open-ended loops, and that the metallic con 
nector 13 is of elongated loop form passing 
loosely'through the formed loops of the main , 
section and connectors. This loop formation 
of the main section and connectors provides 
a- double thickness of material at these points 
and naturally increases the resistance against 
folding or buckling at these points. Thus, 
with the metallic connector employed, the 
main section and connectors are maintained 
?at at their points of juncture, to materially 
aid in holding the parts in positions of best 
service and prevent the folding or doubling 
of the parts in use, which latter is a disad 
vantage of the usual devices of this type. 
My invention, it will 110W be readily uné " 

'derstood, provides a hammockelike protec 
tive covering which is highly practical, very 
light in weight, and which may be Worn 
with entire comfort by thin or stout persons 
without the usual irritation or fear of dis 
placement. 
What I claim is: , - 

In a catamenial bandage, a main section 
of greatest Width centrally of itslength, the 
ends of the section being formed in return ‘ 
bends and stitched to provide a hinge joint 
portion, napkin connecting strips secured to 
the hinge joint portions of the main section 
and overlying one face of the main section, 
an elastic strip arranged beyond each end 
of the main section and each formed with a 
return bend and stitched to provide a hinge 
joint portion, and metallic connectors of nar 
row endless-loop form, said connectors hav 
ing a length slightly greater than the hinge 
joint portions of the main section and elastic 
strip, the parallel side portions of the con 
nectors seating loosely in the return bend 
folds of the hinge joint portions of the main 
section end and adjacent elastic strip, where 
by the connectors serve to maintain the 
spread of the ends of the main section and of 
the elastic strips to hold such in ?at rela 
tion and at the same time provide a free 
hinge connection between the parts. 
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