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The present invention relates to tweezers 
and particularly a tool of this class which 
is adapted to be used by a jeweler in the re 
pairing of watches and the like. 
The prime object of the invention is to 

provide a tool of this class of very simple 
and et?cient construction, one which is re 
liable, inexpensive to manufacture, strong, 
and well adapted to the purpose for which 
it is designed. 
Another very important object of the in 

vention is to provide tweezers which are 
adapted to hold small articles such as watch 
jewels in order that the same may be e?i~ 
ciently cleaned. . 
lVith the above and numerous other ob 

jects in view as will appear as the descrip 
tion progresses, the invention resides in cer 
tain novel features of construction, and in 
the combination and arrangement of parts 
as will be hereinafter more fully described 
and claimed. 
In the drawing: 
Figure 1 is a perspective view of tweezers 

embodying my invention, 
Figure 2 is a top plan view thereof, 
Figure 3 is a side elevation thereof, 
Figure 4: is a transverse section taken 

substantially on the line 4_—4i of Figure 2 
looking in the direction of the arrow, and 
Figure 5 is a detail perspective of the 

end of one of the gripping arms. 
Referring to the drawing in detail it will 

be seen that the device consists of two re~ 
silient gripping arms 5 which are connected 
at one end as at 6 and diverge from each 
other "from this end, terminating in tapered 
portions 7 which in turn terminate in taper 
ing ?ngers 8. The upper edges of the por 
tions 7 adjacent jaws 8 are beveled in 
wardly as at 9 as are also the upper portions 
of the opposing faces of the ?ngers 8 as is 
indicated at 10, the lower portions of said 
faces being disposed for mutual contact as 
shown in Figure Ll. The inner faces of the 
lingers 8 are provided with notches 11 and 
12, the notches 11 being adapted to register 
with each other as are also the notches 12. 
The notches 11 are situated adjacent the 
free ends of the ?ngers 8, that is the pointed 
ends thereof, while the notches 12 are dis 
posed adjacent the portions 7 of arms 5. 

The ?ngers 8 are slightly bent inwardly to 
ward each other so that when they are 
brought together as is shown in Figure 2 := 
they slightly diverge from each other from 
their pointed or free ends. Thus the notches 
11 are adapted to engage smaller articles 
than are the notches 12. It will be observed 
by reference to Figures 2 and 4 that the 
notches l1 and 12 in the opposing faces of 
the ?ngers 8 extend between the lower sides 
of said faces and the beveled upper portions 
of the faces, so that a watch jewel gripped 
between the ?ngers and positioned within '= 
either pair of notches will have its upper 
portion exposed between the beveled upper 
portions of the faces of the gripping ?ngers 
and therefore in a position to be readily 
acted upon by a cleaning brush as clearly 
shown in Figure 4. 
The inner faces of the ?ngers 8 are pro 

vided adjacent their extremities with longi 
tudinally extending notches 15 which open 
through the inner sidesof the fingers and 
are designed primarily for holding watch 
jewels, pinions, and other ?at-sided parts. 

It is thought that the construction and 
operation of the tweezers will be now clearly 
understood without any more detailed de 
scription thereof. It is desired, however, to 

- point out that changes in the details of con 
struction, and in the combination and ar~ 
rangement of parts may be resorted to with 
out departing from the. spirit or scope of 7 
the invention as hereinafter claimed or 
sacri?cing any of its advantages. 
Having thus described my invention, what 

I claim as new is: 
Tweezers of the class described compris- < 

ing a pair of resilient arms connected at one 
end and diverging toward their other ends, 
and, at their last mentioned ends, being 
tapered toward their extremities to provide 
gripping ?ngers having opposing faces, the 
?ngers having the upper portions of their 
opposing faces beveled, the opposing faces 
of the ?ngers being provided with opposite 
ly located, vertical notches extending be 
tween the lower sides of said faces and their 
beveled upper portions. 
In testimony whereof I ai?x my signature. 

ALBERT J. GIGHON. 
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