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I This invention'relates to collars, and espe-v 
cially to neck-wear which does not require’. 
laundering. . ~ ~ 

I . Chauffeurs, mechanics and others who are 
‘obliged to perform dirty work and who, 
nevertheless, wish to present a neat appear 
ance when so engaged, have difficulty in keep 
ing their collars and .ties presentable. The 
ordinary laundered collaris easily soiled and 
it cannot be removedand replaced quickly. 
The necessity for removing and replacing 
the separate tie presents a further difficulty 
so that the substitution of ordinary rubber 
or celluloid collars does-not solve the prob— 
'lem adequately. ' 

‘It is the object/of the present invention to 
provide a clean'able collar of simple construc 
tion which can be removed and replaced with 
the minimum :of effort. " 
Another object‘of the invention is the pro- ‘ 

>with reference ‘to the vision of a collar and tie combined in a uni 
tary structure which presents an attractive 
appearance and can be cleaned without laun 
dering. ' ‘ 3 ' 

In carrying out the invention I employ 
materials such as rubber, celluloid and the 
like, which can be washed with water with 
out losing their stiffness. The collar is 
fashioned from such materials in any desired 
style. Conveniently the collar may have an 
inner band and folded outer flaps similar to 
linen collars which are commonly worn. It 
comprises a strip of the material shaped to 
fit the neck of the wearer with a button-hole 
at the front to engage a button on the shirt. 
The collar is closed at the front and has over 
lapping free ends at the back so that it is 
adjustable to fit the neck. A light spring of 
steel or other resilient material is concealed 
in or about the band so that when adjusted 
the collar ?ts the neck snugly. It is held by 
the button at the front in its proper position, 
the rear portions resting freely on the neck 
and being held in place by the spring. 
In the preferred embodiment of the inven 

tion a tie of similar but more flexible mate 
rial is fastened permanently to the collar at 
the front thereof. The tie may be a bow, 
four-in-hand, or other style, and it may be 
secured by cementing, stitching or otherwise.’ 
Thus, by slipping the button-hole from the 
button at the front of the shirt the tie and 
collar can be removed together and can be 
as easily replaced. 
The materials employedmay be molded or 

otherwise prepared to simulate linen or other 

fabric.‘ Thus, the collar may have‘ the ap- I’ 
pearance 'of an ordinary white or colored 
linen collar. The degree of'stiffness’of the 
material in the collar may bevaried to simu 
late a stifff'or soft collar. 
fashioned, for ‘example, from thin rubber 
prepared to simulate ‘fabric. It may be 
black or coloredsand'mayv-present the'appear 
ance, of an ordinary‘silk' tie. lVhen the col 

' Among the other ‘advantages of the inven 
ft-ion'i's the adjustability of the collar which 
avoids the, necessity. for numerous sizes.~ 
vTwo sizes aresul’?cient to meet all require 
ments as the springand overlapping ends 
permit adjustment of the collar within va 
wide range. " . , 

The invention will be further described 
accompanying ~draw 

ings, in which; i - ‘ r , 

‘Fig. 1~;i_s-a‘plan view ‘of the collar blank; 
Fig. 2 is a similar view of the blank with 

the tie attached; 
Fig. 3 is a view in perspective of the col 

lar with a bow tie; 
‘Fig. 4 is a similar view showinga four-in 

hand tie attached to the collar; and 
Fig. 5 is a rear elevation of the head of 

the wearer showing the collar in place. 
Referring to the drawing, 5 indicates the 

collar blank comprising a band with ?aps 
6 formed integrally therewith and adapted , 
to be folded in the manner of the ordinary 
folded linen collar. A light spring 7 of steel 
or other resilient material is secured to the 
band so as to be concealed by the flaps 6 
when the latter are folded. The spring is 
shaped so that when released it will cause 
the collar to assume a circular form con 
forming to the neck of the wearer. A but 
ton-hole 8 is provided in the band at the 
front thereof which, as indicated in the 
drawing, is closed. The button-hole is 
adapted to be slipped over the button at the 
front of the neck-band of a shirt. 
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’ l’a'r or tie are soiled theycan'be cleaned with , 
soap and water in a “few minutes and-arc 
ready for use’ immediately. 
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A tie 9 is made up of suitable material as < 
hereinbefore described and is provided with‘ 
tabs 10 which are permanently secured by 
cementing, stitching or otherwise, to the 
band of the collar at the front thereof above 
the button-hole 8' so that when the ?aps 
6 are folded‘ the tabs are concealed and the 
tie appears to be secured in place in the 
usual manner. As hereinbefore indicated 
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,2, 

and as illustrated in Figs.‘ 3 and 4 of the 
‘ drawing, the tie may be a bow; or four-in 
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hand; A tie of any style may be used. 7 
When the collar and tie have been as 

sembled as described the collar may be ad 
justed on the neck of, the wearer by ?eriing 
the spring so that the ends 11 are drawn 
apart t sufficiently. WVhen adjusted the 
spring will draw the ends together‘ and 
cause the collar to lit snugly. The button 
hole may be slipped over the button at the 
front of the neck-band of‘the shirt to hold 
the’ collar'in place.‘ - The collar may be used 
with’an ordinary collarless shirt having only ' 
a band. It may be employed likewise with 
shirts having collars attached thereto, the 
shirt collar being concealed in that case. 

' The invention affords‘ a simple and satis 
factory solution of the problem of maintain 
ing aineat and dressy appearance. While 
preferably ‘the tie is permanently attached-to 
the collar in the manner describedthe col 

lar may be utilized without the tie and connection with a separate tie to be‘ attached 

thereto, the collar being quickly removable 
and, therefore, better adapted ‘for use by 
many persons than the collars heretofore 
in use. ' 

Various changes may be made in the form 
and construction of the'collar and tie and in 
the character of the materials ‘utilized in 
the manufacture thereof without departing 
from the invention or sacri?cing its ad 
vantages. Y ' ' 
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I claim: _ 

_1. A collar comprisinga neck encircling 
band adapted to‘ be secured to a shirt, said 
band extending unbrokenly across the front 
‘and‘having overlapping free ends at the 
back, flaps secured to said band and adapt 
ed to be folded thereover, said folded ?aps 
extending. rearwardly on each side of-the 
hand-from a point- adjacent the center of 
the-front, and resilient means to cause the 
collar to conform to the neck of the wearer 45 
located at substantially the fold line be» 
tween the band and ?aps. 

2. A ‘collar comprising'a neck encircling 
band adapted to be secured to .ashirt, said 
band extending unbrokenly- acrossthe front 
and having a button-hole at substantially 
the center of said unbroken front, and a tie 
permanently secured to the front of the band 
on each side of‘ and above said‘button-‘hole. 

3. A collar comprising a neck encircling 
band adapted to be ‘secured to a shirt. said 
band extending unbrokenly across the front 
and having overlapping free ends at‘ the 
back, flaps secured to said band andwadapted 
to be folded thereover, said ?aps extending 
rearwardly on each side of the band from a 
point adjacent the center of the front,’ and a 
tie permanently secured to the‘ outer side 
of the band, said band having ‘a button-hole 
located between and below points‘ where‘ the 
tie is secured tothe band. ' W 1 a ' 

In testimony whereof Iy'af?x my signature. 
GEORGE FRANCIS HOGAN. 
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